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CLEAN SAND FILL


4" MIN.  CLEAN SAND


CONTINUOUS VAPOR BARRIER W/


LAPPED & TAPED JOINTS 

WELL DRAINING CLEAN SAND FILL 

4" CONC.


SLAB @


FRONT


NATIVE SOIL TO REMAIN 

CLEAN SAND FILL 

PAINTED WD. EAVE TRIM TO MATCH EXISTING


2 X 1 0 RAFTERS 1 6" O.C.


4" MIN.  CLEAN SAND 

5/8 " T & G  UNDERLAYMENT


ICE AND WATER SHIELD 6'-0" BACK FROM EAVE


ASPHALT SHINGLES TO MATCH EXISTING HOUSE


2 X 1 0 COLLAR TIES 32" O.C.


CONTINUOUS VAPOR BARRIER W/


LAPPED & TAPED JOINTS


WELL DRAINING CLEAN SAND FILL 

INSULATION BAFFLE TO PREVENT WIND BLOWING


THROUGH INSULATION & MAINTAIN 2 INCH CLEARANCE


UNDER ROOF SHEATHING


CONTINUOUS SEALANT, ADHESIVE OR GASKET AT


G.W.B AT CEILING AND WALL


4"


FIBERGLASS


REINF. CONC.


SLAB


NATIVE SOIL TO REMAIN 

CONC. SLAB @


BACK UP 8"


EXISTING SLAB TO REMAIN


NEW FIBER-REINFORCED CAP


SLAB


CONTIN. VAPOR BARRIER- ON


TOP OF EXISTING SLAB AND


RUN UP WALLS TO TOP OF


RUBBLE FOUNDATION


STUD WALL CAP DETAIL


3" CLOSED CELL INSUL. OVER


CONTIN. V.B. OVER RUBBLE


FOUNDATION- R-21


EXPOSED BRICK WHERE


NOTED- GYM AREA


EXISTING WD. BEAM W/ NEW


5/8" GWB COVER


NEW 1  HR. RATED SUSPENDED CEILING-

ARMSTRONG PRELUDE FIRE GUARD TILE


AND XL FIRE GUARD TRACK- EXPOSED


GRID 2 X 2 UL L209/ UL L21 0


EXISTING FRAMING AND


FLOOR TO REMAIN 

NEW MECHANICAL /


ELECTRICAL LINES TIGHT TO


FRAMING TYPICAL


PAINTED EXPOSED FOAM


WHERE NOTED- STORAGE /


SERVICE AREAS


FOAMED FLOOR PERIMETER


TYPICAL


2 X 4 FRAMED WALL W/ PT


SILL & HEAD- FIN. W/ 5/8" GWB


AT WALLS AND CEILING- 1  x 4


KD T&G CLEAR WESTERN


CEDAR, REDWOOD, ALASKA


YELLOW CEDAR OR


WESTERN HEMLOCK (1 1 /1 6"


FIN THICKNESS)


2 X 4 WALL FRAMING


"TYPE C" BUILDING FOIL & MTL.


TAPE


R-1 3 FIBERGLASS INSUL.


WATERPROOF FLOOR FINISH


AT SAUNA


P.T. PLATE


NEW 2 X 1 0 @ 1 6" FRAMED


ROOF AT NEW CONNECTOR


WITH 5/8" ROOF SHEATHING


GLUED AND SCREWED


EXISTING WALL TO REMAIN


1 /2" CDX SHEATHING COVERED WITH BREATHABLE


BUILDING WRAP AND VINYL SIDING TO MATCH THE


MAIN HOUSE


1 /2" X 1 2" ANCHOR BOLTS 4' O.C. 

NEW CONTIN. FLASHING AND


VINYL SIDING AT ROOF TO


EXIST. WALL


THERMAL REINF. AS REQ.


1 2" STL. DOWEL 4' O.C.


5/8" GWB TO


RIDGE 

5/8" GWB EA.


SIDE OF 2 X 6


WALL 

5/8" TYPE X GWB TO


UNDERSIDE OF GARAGE


ROOF DECK


2" CAP SLAB UNDER NEW


FLOOR


AT NEW FRAMING TO EXISTING


WALLS, SCREW THRU EXIST.


SHEATHING WITH (2)


ANCHORS PER NEW RAFTER/


EXIST. STUD CROSSINGS


TYPICAL


AT NEW FLOOR, FRAME WITH


PT 2 X 8 @1 6" O.C. WITH A


GLUED AND SCREWED 5/8"


ADVANTECH SUBFLOOR


2 X 8 @ 1 6" O.C. TYP.


CONTINUOUS 1  HR. WALL


WHERE COMMON AT GARAGE


AND HALL EXISTING DOOR AND FRAME


TO REMAIN


T.O. WALL & SLAB 

NEW UN-

INSULATED


GARAGE


T.O. WALL & SLAB 

T.O. WALL


NEW UN-

HEATED


ENCLOSED


ENTRY


NEW UN-

INSULATED


GARAGE


GYM


SAUNA
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APPLIED EAVE TRIM


2 X 10 @ 16" O.C.


2 X 8 COLLAR TIE @

EVERY OTHER RAFTER


2 1/2" CAP SLAB UNDER

CONNECTOR


1 HR. RATED WALL


FIBER REINFORCED 4" CAST

CONC. SLAB


UPWARD ACTING GARAGE

DOOR AT EA. END


5/8" TYPE "X" GYP. BOARD


NEW 2 X 4 STUD 16" O.C.


5/8" TYPE "X" GYP. BOARD 

NEW INTERIOR RATED WALL

1


UL U419 - TO UNDERSIDE OF DECKING
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