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PROPOSED SOUTH ELEVATION
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PAINTED CLAPBOARD SIDING (NEW)


EXTERIOR NOTES:

*PAINT ALL SIDING AND TRIM (EXCEPT REAR PORCH)

*REPAIR/ REPLACE TRIM AS NECESSARY

*SHINGLES TO BE ASPHALT ARCHITECTURAL, NEW ROOF OVER ALL
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EPDM ROOF TO REMAIN, TYP. @ LOW-SLOPE BAYS

EVALUATE AND REPAIR ROOFING AND FLASHING AS


NECESSARY


EPDM ROOF TO REMAIN, TYP. @ LOW-SLOPE BAYS


EVALUATE AND REPAIR ROOFING AND FLASHING AS
NECESSARY


PROPOSED EXPANSION


NO WORK
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PROPOSED EAST ELEVATION

Scale: 1/4" = 1'-0"
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NEW ARCHITECTURAL SHINGLES ON


ALL ROOF, TYP.
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PAINTED CLAPBOARD SIDING
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EPDM ROOF TO REMAIN, TYP. @ LOW-SLOPE BAYS

EVALUATE AND REPAIR ROOFINMG AND FLASHING AS


NECESSARY
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ROOF TO REMAIN,  TYP.  @ LOW-SLOPE BAYS

EVALUATE AND REPAIR ROOFING AND FLASHING AS
NECESSARY


NEW STAIR AND PORCH
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EASE  GRADE UP TO GRANITE STEP
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NEW GRANITE STEP AT GRADE


8” SONO TUBE


1" NOSING


NEW 4X4 POST, TRIMMED TO 6X6


NEW GUTTER


NEW ASPHALT SHINGLE ROOF


FLASHING


REFER TO SIMPSON STRONG-TIE FOR DTT2Z CONNECTION REQUIREMENTS, TYPICAL.


1X4 IPE DECKING


2X6 PT JOISTS @ 16” O.C.

CONTINUOUS  2X8 PT LEDGER WITH SIMPSON
STRONG-DRIVE SDWS TIMBER SCREW @ 12” O.C.,

STAGERED  TO ATTACH TO EXISTING RIM JOIST
PROVIDE SIMPSON DTT1Z DECK TENSION TIE EA.

END OF LEDGER
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