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Zinc Material Finish

Wood Construction

#DrgID
#LayID

11/2"

31/2"

4" TYP.

3'
-6

"

3/4" X1/4" GALV. SOLID STEEL BAR.
PLACED 4" O.C. TYP.

WELDED AND GROUND SMOOTH
@ VERTICALS.

1 1/2" X 3/8" THICK GALV. RALING VERTICAL.
ON BOTH ENDS OF MODULAR SYSTEM AND

WELDED AND GROUND SMOOTH
WITH TOP PLAT TO MAKE RIGID.

1 1/2" X 3/8" THICK GALV. RAILING TOP.
WELDED AND GROUND

SMOOTH TO BOTH ENDS TO FORM
A RIGID CONNECTION. (4) THRU HOLES

PLACE EQUAL DISTANCE FROM
EACH OTHER TO ACCEPT COUNTERSUNK

MACHINE SCREWS.

1 1/2" X 3/8" HORIZONTAL GALV.

3 1/2" X 3 1/2" X 3/8" THICK GALV. BASE
PLATE WELDED AND GROUND SMOOTH.
SEE DETAILS WHERE BASE PLATE OCCURS

DECKING

FABRICATOR TO PROVIDE ENGINEERED
AND STAMPED SHOP DRAWINGS

SEE SPECIFICATIONS FOR ADDITIONAL
INFORMATION. CONTRACTOR TO

PROVIDE ALTERNATE FOR PTD STEEL (NON-
GLAVANIZED)

0 6'' 12'' 18''SCALE: 1 1/2"=    1'-0"
10

EXTERIOR CORNICE SECTION DETAIL

0 6'' 12'' 18''SCALE: 1 1/2"=    1'-0"
12

EXTERIOR RAILING DETAILS
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