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Exterior Living
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407

N

PL

PL

PL

PL

PLPL

PLPL

11

55

44

F

F

A

A

33

C

C

E

E

22

D

D

B

B

C.9

C.9

E.9

E.9

2.22.2

2.42.4

2.62.6

2.32.3

2.72.7

A
R

T 
W

A
LL

A
R

T 
W

A
LL

UP

DN

Exercise
302E
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Bedroom 2
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Bath 2
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Bedroom 3
304
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Bath 3
304A

48 sq ft

Entry
Hall

301
133 sq ft

Hang Out
Room

305
205 sq ft

Master
Bedroom

302A
170 sq ft

Master Bath
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407

WC
302C

13 sq ft

Master
Entry Hall

302
63 sq ft

Master
Dressing

302D
127 sq ft

Laundry
306

36 sq ft

FLOOR PLAN GENERAL NOTES CONT.

5. Elevator: Elevator is a limited access type elevator. Basis of Design is a Savaria Eclipse
Model 40x54 Type 1L. Refer to Elevator detail sheet A-405 and specifications for more
information.

6. Automatic Sprinkler System: New NFPA 13R sprinkler system is design-build by the
sprinkler subcontractor. Fire department connection (only if required by the Portland
Fire Department) to be along West face of building. See RCP and specifications for
additional notes regarding design intent. Contractor is to provide shop drawings to
Architect for Review before installation.

7. Smoke Detection: Refer to Life Safety sheets and RCPs for locations.

8. Schedules: For more information regarding wall components, doors, windows,
finishes, etc. Refer to Schedules in the A-600 series with corresponding tags

9. Storm Water and Drainage: Provide Sound Attenuating Pipe Wrap or Cast Iron pipes
for all Rain Leaders. Overflow scuppers to be 1" higher than roof where indicated on
plans.

FURNITURE PLAN GENERAL NOTES

1. All furnishings are by Owner

0 2' 4' 8'SCALE: 1/4"   =    1'-0"
2

4TH FLOOR FURNITURE PLAN
0 2' 4' 8'SCALE: 1/4"   =    1'-0"
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3RD FLOOR FURNITURE PLAN
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