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- REMOVE EXISTING CONC. SLAB & FOOTINGS
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1 6


6 

6


MECH. DUCT

LOCATION 

ADD JOIST HANGERS TO

EXISTING JOISTS PER

STRUCTURAL ENGINEER


CRAWL

SPACE


FD2


A-3.2


DD1


A-3.7


WD2


A-3.5


4'-0"


INSULATION:

- SLOPED ROOFS: R38

- WALLS: DRY DENSE PACK CELLULOSE = R21


- FLAT ROOFS (OVER HEATED SPACE): CLOSED CELL SPRAY FOAM = R49

- FOUNDATION WALLS & SLAB: 3" RIGID = R15 (AS NOTED)


- FLOORS:  FULL THICKNESS SOUND ATTENUATION INSULATION (AS NOTED)


- BATHS & LAUNDRY (FLOORS & WALLS): FULL THICKNESS F'GLASS

- SEAL ALL DISSIMILAR MATERIALS WITH NON-HARDING THERMAL SEALANT

PER 2009 IECC REQUIREMENTS


4'-0"


BASEMENT 

+/- 29'-3"


(EXISTING)


6
'-

9
 1

/4
"


1
4

R
 @

 6
 1

/2
" 

=
 7

'-
7

"

1

8
R

 @
 6

 1
1


 1
6
" 

=
 1

0
'-

0
"


1
8

R
 @

 6
 1

1

 1

6
" 

=
 1

0
'-

0
"


9
'-

0
" 

C
L

'G



9
'-

0
" 

C
L

'G



9
'-

0
" 

C
L

'G



EXISTING LOAD

BEARING WALL

TO REMAIN

(TYP.  ALL


FLOORS)


LIMIT OF

EXISTING

EXTERIOR

WALL


EXISTING EXTERIOR WALL:

- EXISTING STUDS TO REMAIN

- NEW 'ZIP' WALL SHEATHING, U.N.O.

- NEW RAIN SCREEN SYSTEM, U.N.O.

- NEW FULL THICKNESS BLOWN IN

DENSE PACK CELLULOSE


INSULATION (R-21).


EXISTING FLOOR

SYSTEM TO

REMAIN, SHIM

LEVEL PER

STRUCTURALS


(TYP.  ALL FLOORS)


EXISTING ROOF SYSTEM:

- EXISTING RAFTERS TO REMAIN

- EXISTING SHEATHING TO REMAIN.


(ALLOW FOR F.V. CONDITION,

REPLACE AS REQUIRED)

- NEW FULL THICKNESS CLOSED

CELL SPRAY FOAM 'ICYNENE'


INSULATION (R-38).


EXISTING RUBBLE

FND WALLS TO

REMAIN, TYP.


28'-10"


6'-0"

(ALLOWABLE

EXPANSION)


VIEWSHED EASEMENT

(EXCLUDING RAILINGS) 

1
0

'-
2

 1
/4

"


(1
5

'-
0

" 
M

A
X

.)



V
IE

W
S

H
E

D
 E

A
S

E
M

E
N

T



(E
X

C
L

U
D

IN
G

 R
A

IL
IN

G
S

)


4
2

"


ENTRY 

ENTRY 

ENTRY MEDIA 

MEDIA 

MEDIA 

NEW FLAT ROOF

SYSTEM 

1 

6 

1


1


5


1 

1


1 

7
'-

6
" 

C
L

'G



7'-11" 7'-9" 12'-8"


7
'-

6
" 

C
L

'G



7
'-

6
" 

C
L

'G



+ 106.0' 

1 

2


3 

3 

MECHANICAL 

8'-4 1/2"
5'-5 1/4" 15'-5 1/4" 

REMOVE EXISTING CONC. SLAB


& REPLACE W/ NEW CONC. SLAB

PER STRUCTURAL ENGINEER


ADD RADON MITIGATION

PIPES & VENT THRU ROOF


8
'-

3
" 

C
L

'G



UNIT 4 

1
2 

5


5 6


6 

6 

6 

EXISTING FLOOR

JOIST TO REMAIN

(SEE STRUCTURALS)


EXISTING FLOOR

JOIST TO REMAIN

(SEE STRUCTURALS)


EXISTING FLOOR

JOIST TO REMAIN


(SEE STRUCTURALS)


10" 

WD1


A-3.5


+ 107.0' 

FD1


A-3.2

3


3
'-

6
"


1 

EMR 

MODIFY WALL/

FLOOR CONDITION

@ WIDE FLANGE

WALL PENETRATION


4'-0" 

8
 1

/4
"


2x12 ROOF RAFTERS @


16" O.C. W/ 3

4"


PLYWOOD SHEATHING


(PITCH 1

4"/ FOOT)


8
'-

3
" 

W
.H

.

8

 1
/4

"


- 4" CONC. SLAB W/ FIBER MESH REINFORCING


- 2" RIGID INSUL. (R10) OVER REINF. VAPOR


BARRIER (GRIFFOLYN TYPE-65 OR EQUAL) 
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CLOSED CELL SPRAY
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VERIFY GRADE


@ BUILDING

EDGE IN FIELD


SIM.


SEE ELEVATIONS

FOR FINAL

GUARDRAIL DESIGN


PROVIDE SILL GASKET AS


CAPILLARY BREAK/

THERMAL SEAL @ CONC.

SLAB & WALL INTERSECTION,

TYP. ALL LOCATIONS.
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