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ELEVATION OF BOTTOM OF FRAMING


8'-0" ABOVE NEW DECKING


3" FOAMED IN PLACE INSULATION


6
1



2
" 

INSULATION  TAPERS FROM


 3 1/2" TO 2 1/2"


INTERLOCKING HORIZONTAL


 .040  ALUMINUM SIDING


.040 ALUMINUM FLASHING


BUTT SPLICE WITH 12" BACKER


1

2" CDX PLYWOOD


1/4" MESH OR


1

4" MARINE PLYWOOD


 AT 24" 0C


2X4 WALL FRAMING


EXISTING 2X8 FLOOR FRAMING


INTERLOCKING HORIZONTAL


 .040  ALUMINUM SIDING


5

4 X 6 PVC TRIM BOARD


.O40 HEMMED ALUMINUM FLASHING


ASPHALT SHINGLES


 TO MATCH EXISTING


NEW WOOD GUTTERS


NEW 5

4" PVC FRIEZE BOARD


EXISTING EAVE


EXISTING


2X4 WALL FRAMING


EXISTING PLASTER CEILING


EXISTING 2X8 FLOOR FRAMING 

MARVIN INTEGRITY WINDOWS


METAL PAN FLASHING
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ELEVATION OF BOTTOM OF FRAMING


8'-0" ABOVE NEW DECKING


3" FOAMED IN PLACE INSULATION


MARVIN INTEGRITY WINDOWS


6
1



2
" 

INSULATION  TAPERS FROM


 3 1/2" TO 2 1/2"


6" HORIZONTAL 040  ALUMINUM SIDING 

.040 ALUMINUM FLASHING


BUTT SPLICE WITH 12" BACKER


8
"


TWO 71

4" LVL HEADER BEAMS 
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1 1/2" = 1'-0" 1 1/2" = 1'-0" 

1 1/2" = 1'-0" 1 1/2" = 1'-0"


Provide R value for walls and ceilings as 
required by the IECC throughout the 
attic area and new dormers.


