
Scale: 3/8" = 1'-0"


Proposed Building Section

1


Typical Exterior Wall Construction


Typical Roof Construction


Typical Drip Edge


Typical Basement Wall

Construction


Typical Floor Construction


1

A3.1


Typical Second Floor Construction


Typical Third Floor Construction 

1 1/2" = 1'-0"


Room Divider Plan Section

1b
 1 1/2" = 1'-0"


Room Divider Section

1a


Proposed


Building


Section

and


Details


A3.1

Issued for


Permit


Scale: 3/8" = 1'-0"


Consultants


Revisions


Drawing Title:


.


Date: 09.28.17


Job Number: 17.011


Copyright 2017 David Matero


Architecture, LLC


Portland, Maine


26 Moody Street


Condominium


Casco Bay Engineering

   Structural Engineer


100 Front Street


Suite 40


Bath, Maine  04530

207.389.4278


info@davidmatero.com


David Matero


A rchitecture


10/05/17

AutoCAD SHX Text: Top of Slab
AutoCAD SHX Text: Elev = 0
AutoCAD SHX Text: Top of Second FF
AutoCAD SHX Text: Elev = 18'-2 1/2"
AutoCAD SHX Text: Top of Third Sbflr
AutoCAD SHX Text: Elev = 28'-4"
AutoCAD SHX Text: Top of First FF
AutoCAD SHX Text: Elev = 7'-10 3/4"
AutoCAD SHX Text: Top of Ridge
AutoCAD SHX Text: Elev = +/- 44'-6"
AutoCAD SHX Text: 12
AutoCAD SHX Text: 12
AutoCAD SHX Text: TV Room
AutoCAD SHX Text: Kitchen
AutoCAD SHX Text: M. Bath
AutoCAD SHX Text: VIF
AutoCAD SHX Text: Closet
AutoCAD SHX Text: Hall
AutoCAD SHX Text: Laundry
AutoCAD SHX Text: Unfinished
AutoCAD SHX Text: Smartside Clapboard siding U.N. Hydrogap Existing sheathing. (GC to assesss condition)   Existing 2x4 studs New 2x2 studs attached to existing 2" Spray insulation 3 1/2" Batt insulation 1/2"  Gyp bd, pntd
AutoCAD SHX Text: Existing Asphalt roof shingles (GC to assess condition) Existing sheathing(GC to assess condition) CC Spray in insulation (to R-38 min. at slopes) Rafters, See structural
AutoCAD SHX Text: 4" Min. deep crushed stone Extend 24" from foundation min. Cover bottom of strip w/filter fabric Slope away from bldg @ 10% slope
AutoCAD SHX Text: Existing Brick/Rubble wall Spray insulation to R-15 min.  Intumescent Coating
AutoCAD SHX Text: Finish floor as specified Existing sheathing (GC to assess condition) 2x10 or 2x12 Floor joists (see structural)
AutoCAD SHX Text: Provide continuous gyp bd ceiling attached to strapping  prior to partition framing, typ.
AutoCAD SHX Text: Provide continuous gyp bd ceiling attached to strapping  prior to partition framing, typ.
AutoCAD SHX Text: Plywood as insulation stop.
AutoCAD SHX Text: Collar Ties, See structural
AutoCAD SHX Text: Patch floor at  existing attic ladder
AutoCAD SHX Text: 3 1/2" Roxul  Sound attenuation
AutoCAD SHX Text: 3 1/2" Roxul  Sound attenuation
AutoCAD SHX Text: Finish floor as specified Existing sheathing (GC to assess condition) Patch damaged sections to match existing 2x10 or 2x12 Floor joists (see structural) 1x Strapping Gyp bd, pntd
AutoCAD SHX Text: Finish floor as specified Existing sheathing (GC to assess condition) Patch damaged sections to match existing 2x10 Floor joists (see structural) 1x Strapping Gyp bd, pntd
AutoCAD SHX Text: See structural
AutoCAD SHX Text: 0.A
AutoCAD SHX Text: 0.A
AutoCAD SHX Text: 1x Baseboard, pntd
AutoCAD SHX Text: 1x4 Poplar Trim, pntd
AutoCAD SHX Text: 1/2" MDO, pntd.
AutoCAD SHX Text: Post See Structural
AutoCAD SHX Text: 2x Cherry ledge
AutoCAD SHX Text: 1x Poplar column wrap w/ Base, pntd
AutoCAD SHX Text: Post beyond
AutoCAD SHX Text: 2x4 studs, 18" o.c.
AutoCAD SHX Text: Finish floor Wd.
AutoCAD SHX Text: 2x4 Box @ ea. stud
AutoCAD SHX Text: 2x4 studs
AutoCAD SHX Text: Post See structural
AutoCAD SHX Text: Plam, 3/4" MDF  fixed in place
AutoCAD SHX Text: 1/2" MDO, pntd.
AutoCAD SHX Text: Plam, 3/4" MDF Fixed shelves w/ glass doors

	Sheets and Views
	A3.1


