
1/4" = 1'-0"

DOOR TYPES
1

1 2

FRAME TYPES

2
"

2" 2"

FULLY WELDEDWOOD CASED

GLAZING SCHEDULE
KEY

GL-1 INSULATED CLEAR GLAZING
GL-2
GL-3

FIRE RATED INSULATED GLAZING

GLAZING TYPE

CLEAR TEMPERED GLASS
GL-4 CLEAR INSULATED TEMPERED GLASS

NOTES:
1. EXTERIOR DOOR JAMBS TO BE SEALED TO THIER ROUGH OPENINGS
USING LOW EXPANDING FOAM, BACKER ROD OR CAULKING.

2. ALL EXTERIOR DOORS TO BE WEATHER STRIPPED

3. ALL DOOR HARDWARE TO BE "LEVER TYPE"

4.) ALL DOORS TO HAVE SOLID CORES

GL-5 FIRE RATED GLAZING

NOT TO SCALE

TYPICAL DOOR TRIM WITHIN DWELLING UNIT
2

DOOR SLAB

4-1/2"

NOT TO SCALE

AT INTERSECTING WALL
3

(UNLESS OTHERWISE NOTED)

TYPICAL DOOR WITHIN DWELLING UNIT 

TH
IC

KN
ES

S

HE
IG

HT

W
ID

TH

M
AT

ER
IA

L

FI
NI

SH

SIZE

SI
LL

JA
M

B

HE
AD

DETAILS

GENERAL

DOOR SCHEDULE
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HARDWARE KEY
MLS - MORTISE LOCK SET
LS  - LOCK SET
PR  - PRIVACY SET
PS  - PASSAGE SET
LP  - LEVER PULL
PH - PEEPHOLE LENSE

FI
RE

 R
AT

IN
G

NOTE: FOR DOOR HARDWARE SEE DOOR HARDWARE
SPECIFICATION SECTION 08710

WOOD BASE TO MATCH EXISTING

DOOR TRIM TO MATCH EXISTING

A INTERIOR

003.1 A 3'-0" 6'-8" 1-3/4 WD PTD Y 1 WD - - - - - 60 - -

B EXTERIOR

003.2 B 3'-0" 6'-8" 1-3/4 FG PTD Y 1 FG AL - - - - - - ANDERSON 400 SERIES FRENCH WOOD HINGED (OUTSWING) PATIO DOOR  (FULL LITE)
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