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TYPICAL SIDEWALK - PEDESTRIAN RAMP AT CROSSWALK 
NOT TO SCALE


1


C3.0 

ADA SIGNAGE DETAIL


ACCESSIBLE PARKING STALL DETAIL 

8'-0" 8'-0" (VAN)


5'-0"


3'-0"


1 2" DIA


1
8
'-
0
"


6
'-
0
"
2

'-
6
"


2' R 

2'-0"


ALIGN WITH CURB CUT

OR HANDICAP RAMP


5'-0" (AUTO)


HANDICAP PARKING


ONLY SIGN


(SEE NOTE)


NOTE:


5
' 
W

A
L
K



EDGE OF


PAVEMENT


NOTE:


1 . ALL ACCESSIBLE PARKING SPACE SIGNS SHALL BE MUTCD R7-8. ' VAN ACCESSIBLE' PLAQUES


(MUTCD R7-8P) SHALL BE PROVIDED FOR ALL SPACES WITH AN 8' WIDE (OR WIDER) AISLE


2. PAINT ALL PAVEMENT STRIPES AND LINES 4 INCHES WIDE (TYP.)


3. ALL ACCESSIBLE PARKING SPACES SHALL MEET MOST RECENT ADA STANDARDS FOR


ACCESSIBLE DESIGN


GALVANIZED U-CHANNEL


METAL SIGN POST (PLACE


ON BUILDING WHERE


APPROPRIATE)


DRIVE POST IN WELL DRAINING WELL


COMPACTED GRAVEL.  IF LEDGE


OBSTRUCTS DRILL AND GROUT


POST MIN. 2' DEPTH.


ALUMINUM SIGN PANEL FLUSH  MOUNTED TO


SUPPORT POST. PRESSURE-SENSITIVE VINYL


GRAPHICS LETTERING STYLE AND COPY TO MEET


CURRENT APPLICABLE STATE OF MAINE D.O.T.


CODES, MUTCD STANDARDS, AND ADA


REQUIREMENTS.


NOTES:


1 . PROVIDE SHOP DRAWINGS OF ALL SIGNS TO THE OWNER PRIOR TO  PURCHASING.


2. OWNER TO APPROVE ALL SIGN LOCATIONS IN THE FIELD  PRIOR TO INSTALLATION.


1 2"X 1 8"


(MUTCD R7-8)


FINISH GRADE


1 8"X 9"


(MUTCD R7-8P)


LOAM AND SEED DETAIL 

MULCH 2 BALES/1 ,000 SQ. FT. 

BROAD-CAST GRASS SEED;


1 30 LBS/ACRS (SEE SEEDING


NOTES FOR RATES)


LOAM (OR LOAM & SOIL


AMENDMENT MIXTURE)


UNDISTURBED OR


COMPACTED SUBGRADE


6
" 
M

IN
.


(S
E
E
 N

O
T
E
)


UNDISTURBED


NATIVE SOIL


1 2" GRANULAR BASE AGGREGATE


(MDOT 703.06 TYPE "A")


GRANULAR FILL,


IF REQUIRED


(DEPTH VARIES)


6"


EXTEND


GRAVEL


BASE


6"


EXTEND


GRANULAR 

FILL


6" LOAM AND SEED 

COMMON BORROW


(AS NEEDED) 

1


1 

SLOPE 1 H:1 V


IN FILL CONDITIONS


2" HMA (MDOT 703.09, 9.5mm)


WIDTH VARIES
 6"


EXTEND


GRANULAR


FILL


6"


EXTEND


GRAVEL 

BASE


BITUMINOUS CONCRETE WALKWAY PAVING SECTION 
NOT TO SCALE


8" 

W
O

O
D
 P

O
S
T



2
'-
4
"


6" 

6'-3" MAX.


3
'-
8
"


1
'-
4
"


8 1 /2" 

 6
"


3"M
IN.


2 1 /4"


ᘀ
ጀ
茀


2'-0"


END SECTION


SLOTTED HOLES


29/32"x 1  1 /8" 

GROUND  LINE


GUARD RAIL SECTION 

3


C3.0


4


C3.0


2


C3.0 

6


C3.0


5


C3.0


3


C3.0 

PLAN VIEW


SIDEWALK


GRANITE CURB (TYP.) 

1 :1 2 SLOPE


1
:1

2
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4'-0"
7'-0" (TYP.) 7' LONG GRANITE


TIPDOWN CURB


BACK OF SIDEWALK


7" REVEAL 

GUTTER 

1 :1 2 SLOPE


1
:1

2
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1 /4" RAMP REVEAL


SIDEWALK MATERIAL CAN BE PAVEMENT, CONCRETE,


CONCRETE BRICK PAVER, OR BRICK. 

MIN. 

4'-0" MIN. 7'-0" (TYP.)


7' LONG GRANITE


TIPDOWN CURB (TYP.)


PERSPECTIVE VIEW


PAINTED CROSSWALK


PAVED STREET


PAVED STREET


4"
'B' 

'D' 3"


COMPACTED GRANULAR BORROW (IN PAVED AREAS,


GRANULAR BORROW TO BE MIXED WITH NATIVE SOIL


MATERIAL TO PREVENT DIFFERENTIAL FROST


MOVEMENT)


'C' 3"


NOT TO SCALE


UNDERGROUND UTILITY TRENCH (MULTIPLE PIPE)


PLASTIC MARKER TAPE, 1 2" MINIMUM BELOW


FINISH GRADE OR AS NOTED


PRIMARY SERVICE (LINE 'A')


TELEPHONE SERVICE (LINE 'C')


CATV (LINE 'D')


SAND BEDDING MATERIAL


COMPACTED OR UNDISTURBED


SUBGRADE


LOAM, SEED AND MULCH; SEE DETAIL


PAVING AND GRAVEL SUB-BASE


NOTES:


1 .  CONDUIT SIZES TO BE AS LISTED ABOVE UNLESS OTHERWISE NOTED ON PLANS.


2.  ALL WORK SHALL COMPLY WITH THE RESPECTIVE UTILITY COMPANY STANDARDS.


3.  SEE UTILITIES PLANS FOR CONDUIT LOCATIONS.


4.  CONTRACTOR TO PROVIDE 1 /4" POLYPROPYLENE PULL ROPES IN ALL CONDUITS.


SCHEDULE 40 P.V.C.


ELECTRICAL GRADE


SCHEDULE 40 P.V.C.


ELECTRICAL GRADE


SCHEDULE 40 P.V.C.


ELECTRICAL GRADE


SECONDARY POWER


TELEPHONE


CATV
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6"


1 2"


1 8"


PAVED AREAS


1 8"


LAWN AREAS


TRENCH


SERVICE CONDUIT SIZE CONDUIT TYPE UTILITY


4" 'A'

SCHEDULE 40 P.V.C.


ELECTRICAL GRADE 
PRIMARY POWER


SECONDARY SERVICE (LINE 'B')


7


C3.0 

NOT TO SCALE 

VERTICAL GRANITE CURBING 8


C3.0


1
8
" 
+

/-

FINISH GRADE VARIES (SEE PLAN)


VERTICAL GRANITE CURB / SAWN TOP


SPLIT FACE FINISH


FINISH GRADE -- REFER TO ROAD AND


WALKWAY SECTIONS


5"


6" 5" 

GRAVEL SUBBASE (MDOT 703.06


(b) TYPE 'D')


COMPACTED SUBGRADE


6
'' 
(T

Y
P
.)



9
" 
+

/-

GRAVEL BASE (MDOT 703.06 (a)


TYPE 'A') 

6"


UNDISTURBED


NATIVE SOIL


1 5" GRANULAR SUBBASE AGGREGATE


(MDOT 703.06b TYPE "D")


GRANULAR FILL,


IF REQUIRED


(DEPTH VARIES)


6"


EXTEND


GRAVEL


BASE


6"


EXTEND


GRANULAR 

FILL


6" LOAM AND SEED 

COMMON BORROW


(AS NEEDED)


1


1


SLOPE 1 H:1 V


IN FILL CONDITIONS


1 .25" TOP COURSE (MDOT 703.09, 1 9 mm)


2.25" BASE COURSE (MDOT 703.09, 1 2.5 mm)


WIDTH VARIES
 6"


EXTEND


GRANULAR


FILL


6"


EXTEND


GRAVEL 

BASE


BITUMINOUS CONCRETE PARKING LOT PAVING SECTION

NOT TO SCALE 

9


C3.0 

3" GRANULAR BASE AGGREGATE


(MDOT 703.06a TYPE "A")
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