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FIXED / FIXED / FIXED / FIXED / FIXED / 1. FULL SCREENS ALL OPERABLE OPENINGS senatorearchitecture.com
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A | FIAW | 40" X 80" - - | AL | PTD |4LIGHT (1 ACTIVE AWNING)
A | FIaW | 40" X 80" : - | AL | PTD |4LIGHT (1 ACTIVE AWNING) 1 UNIT TEMPERED 4 VheoweNT
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B | AW |7-9"X 29" - - | AL | PTD |DIVIDED 2 LIGHT AWNING N 514 WOOD SILL EXTENSION WITH
C |FIAW | 7-9" X 8-1" - - - - | AL | PTD |DIVIDED 2 LIGHT AWNING (TOP)- 4 LIGHT FIXED (BELOW) / B R AT
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Fo| AW |2-7"X 26" - - | - | - | AL | PTD |SINGLE AWNING
G | AW |1-9"X2-101/2" - - | - | - | AL | PTD [SINGLE AWNING
H | F [14-0"X9-10" - - | - | - | AL | PTD | THERMALLY BROKEN STOREFONT UNIT WITH MULL REINFORCING AS REQUIRED TYPICAL WINDOW TRIM
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WINDOW NOTES:
*1.) COORDINATE AND ADJUST ROUGH OPENING DIMENSIONS
TO ACCOMMODATE SILL PAN FLASHING SYSTEM
2) PROVIDE MULL REINFORCING AT ALL MULTI-UNIT WINDOWS
AS REQUIRED TO ACHEIVE SPECIFIED DP-50 RATING
3.) ALL EXTERIOR GLAZING TO BE LOW-E ARGON FILLED
INSULATED GLAZING UNITS
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