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REMOVE EXISTING STAIRS, PAVEMENT AND BASE AS


REQUIRED FOR NEW STAIR AND RAMP CONSTRUCTION


REMOVE EXISTING STAIRS, PAVEMENT AND BASE


AS REQUIRED FOR NEW STAIR CONSTRUCTION


REMOVE EXISTING RAMP AND INFILL FLOOR FLUSH WITH ADJACENT


MATCH CONCRETE FINISH


REMOVE EXISTING MASONRY PARTITIONS


REMOVE EXISTING STAIR, PATCH FLOOR AND WALLS AS REQUIRED


REMOVE NON-BEARING


INFILL FRAMING AT PROPOSED


NEW RATED WALL


PROTECT EXISTING MASONRY CHIMNEY DURING DEMOLITION


REMOVE PLUMBING FIXTURES


DRAINS, PIPES, ETC.


REMOVE PLUMBING FIXTURES


DRAINS, PIPES, ETC.


REMOVE EXISTING


BUILT-IN COUNTERS,


CABINETS, FIXTURES


TYPICAL


REMOVE PARTITIONS


REMOVE PARTITION


REMOVE DOORS


REMOVE STAIRS


REMOVE MEZZANINE


ABOVE


DEMOLITION NOTES


1.) IF ANY WALLS OR PARTITIONS INDICATED TO BE REMOVED ARE FOUND TO


BE LOAD BEARING, CONTRACTOR TO LEAVE IN PLACE AND CONTACT


ARCHITECT


2.) REMOVE ALL EXISTING HUNG CEILINGS GRIDS, TO PROVIDE CLEAN SHELL


SPACE


3.) REMOVE ALL EXISTING DOORS AND WINDOWS AND PREPARE OPENINGS


FOR NEW DOORS AND WINDOWS


4.) REMOVE ALL EXISTING AND UNUSED BUILDING MOUNTED SIGNAGE,


BRACKETS, LIGHTS, CONDUIT, VENTS, ETC.


5.) CLEAN ALL FLOORS, REMOVE ALL GLUES, ADHESIVES, TILE, ETC.


REMOVE WINDOWS AND SECTION OF MASONRY WALL


AT LOCATION OF NEW OVERHEAD DOOR


REMOVE EXISTING EXTERIOR DOORS


REMOVE EXISTING RAISED PLATFORM AND BASE


REMOVE EXISTING MASONRY AT LOCATION OF PROPOSED NEW WINDOWS 

REMOVE AND REPLACE EXISTING WINDOWS, TYPICAL 

REMOVE EXISTING DOOR AND SIDELIGHT


REMOVE EXISTING STAIRS


RAMP AND RAILING


NEW BASE AND PATCH PAVEMENT


REMOVE EXISTING STAIRS, COLUMNS


CANOPY AND RAILING 

PROTECT WALLS TO REMAIN DURING DEMOLITION


REMOVE INTERIOR


WINDOW AT LOCATION


OF NEW INFILL WALL


REMOVE INTERIOR


DOOR AT LOCATION


OF NEW INFILL WALL


REMOVE EXISTING STAIRS


REMOVE EXISTING MASONRY AT LOCATION OF PROPOSED NEW DOORS 

ENLARGE MASONRY OPENING AS


REQUIRED FOR NEW DOORS


PROTECT COLUMNS AND ALL STRUCTURAL


ELEMENTS DURING DEMOLITION (TYP.)


REMOVE PAVEMENT AND BASE AT NEW RAMP AND STAIR


REMOVE EXISTING OVERHEAD DOOR 

RELOCATE GAS METERS


RELOCATE ELECTRICAL EQUIPMENT


AD1-0


DEMOLITION


PLAN
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DEMOLITION PLAN


EXISTING WALL TO REMAIN


WALL TO BE REMOVED


WALL LEGEND


NEW WALL


1 HR FIRE RATED WALL


08/26/14


