Reviewed for Code Compliance
Inspections Division
Approved with Conditions

os126/14 ELEVATION NOTES

Date:

1.) FILL AND PATCH ALL HOLES AND OPENINGS IN WALLS
AT LOCATION OF REMOVED ELEMENTS, PIPES, VENTS,

ETC. TO MATCH ADJACENT WALL. PAINT FINISH TO
MATCH ADJACENT WALL
REPAIR EXISTING CHIMNEY
/ AS REQUIRED, G.C. TO CHECK 2.) ALL CONCRETE TO HAVE AN ARCHITECTURAL FINISH,
FLASHING TO ROOF, AND CAP FLASHING UP WALL - PAINT EDGE TRIM OR ALUMN. FORMS, G.C. TO PROVIDE SAMPLE TO
CONDITION, REPAIR AS REQUIRED OWNER FOR APPROVAL PRIOR TO COMMENCING WORK (© 2014 RYAN SENATORE
CLEAN, PREP AND PAINT CLEAN, PREP AND PAINT ARCHITECTURE
CLEAN, PREP, AND PAINT EXISTING CANOPY (COLOR-1) ROOF EDGE - (COLOR 1)
ROOF EDGE - (COLOR 1) REPLACE ROOF EDGE AS REQUIRED REPLACE ROOF EDGE AS REQUIRED
REPLACE ROOF EDGE AS REQUIRED e
} — CLEAN, PREP AND PAINT
v EXISTING BRICK - (COLOR 2)
: ‘ /
CLEAN, PREP AND PAINT —— | I ~ AN | REMOVE ALL EXISTING SURFACE MOUNTED
MASONRY - (COLOR 2) B N, LIGHTS, PATCH MASONRY
[~ /4 ﬁ ﬁ 4 ﬁ AND PAINT TO MATCH ADJACENT I_
] - | NEWOVERHEAD DOOR N | | |
_ N _ N N 7 P NEW MASONRY OPENING
i N Y L e LLI
| | = o X
(8
| ”_/ [ w 4' ’- i T P LIJ
oM "l Z
\ 7)) —
| | | | = <
zZ =S
B 5 d 5 NEW STAIR WITH
- - GUARDRAILS AND HANDRAILS O O -
NEW CONCRETE RAMP AND NEW CONCRETE STAIR ON FROST INFILL WINDOW AND SILL AREA e 0
NEW THERMALLY BROKEN WINDOW ENTRIES TO REMAIN UNCHANGED STAIR ON FROST PROTECTED CONCRETE FOUNDATION WITH BRICK TO MATCH ADJACENT |— U) =
IN EXISTING OPENING PROTECTED CONCRETE <
FOUNDATION NEW DOCK BUMPERS m <L
WITH GALV. MOUNTING CLIPS > 1
4 \EAST ELEVATION Y <
1/8" = 10"
D w
= PAINT ALL PIPES AND VENTS THAT CAN NOT BE REMOVED
REPLACE DOWNSPOUTS IN (REMOVE ALL EXCESS PIPES THROUGH BUILDING REPLACE DOWNSPOUTS IN
CLEAN, PREP, AND PAINT EXISTING LOCATIONS PATCH MASONRY TO MATCH ADJACENT) EXISTING LOCATIONS
ROOF EDGE - (COLOR 1) H
REPLACE ROOF EDGE AS REQUIRED | | | | | | | |
CLEAN, PREP AND PAINT / \
CLEAN, PREP, AND PAINT MASONRY - (COLOR 2) \\
ROOF EDGE - (COLOR 1)
REPLACE ROOF EDGE AS REQUIRED
CLEAN, PREP AND PAINT
MASONRY -(COLOR2) | — RYAN SENATORE
— — S | — ARCHITECTURE
e N e N e o 565 CONGRESS STREET
/ \ / \ SUITE 304
‘ ‘ ‘ ‘ ‘ ‘ PORTLAND, MAINE 04101
= 207-650-6414
;11 % senatorearchitecture.com
= =T | CONSULTANTS:
— STRUCTURAL:
‘ ‘ Structural Integrity
77 Oak Street
‘ ‘ Portland, ME 04101
‘ 207-774-4614
J P2
DRAINAGE WEEPS
NEW CONCRETE RAMP AND LANDING ON FROST
PROTECTED CONCRETE FOUNDATION
3 NORTH ELEVATION
1/8" = 10"
CLEAN. PREP. AND PAINT NEW STORE FRONT WINDOW
ROOF EDGE - (COLOR 1) REMOVE EXISTING LIGHT, PATCH MASONRY
REPLACE ROOF EDGE AS REQUIRED ; AND PAINT TO MATCH ADJACENT
| 0
CLEAN, PREP AND PAINT — | W — T
MASONRY - (COLOR 2)
NEW GUARDRAIL [ =
N DEEEE . DEEE DEED DEEE @ '
[
7 | NEW CONCRETE STAIR WITH GUARDRAILS AND HANDRAIL
NEW CONCRETE WALL i | CONCRETE S cu S S (“10) NEW 8" MASONRY CURB
—————— - WEST ELEVATION ot/ PAINTED FINISH
2 Pt
VEGETATED ROOF TRAYS
RE-GROUT, PATCH AND PAINT AT " " ADHERED FLASHING UP SIDE OF MASONRY WALL
CLEAN, PREP, AND PAINT NEW WINDOW IN MASONRY OPENING NEW LINTEL INSTALLATION 3" THICK 18" TALL RAISED NUMBERS BRUSHED ALUMINUM
ROOF EDGE - (COLOR 1) \ REVISIONS:
REPLACE ROOF EDGE AS REQUIRED : /N REVISION #1 - 06126/14
\ \ [ ——— REMOVE EXISTING ELECTRICAL ENTRANCES
BEUEURG PATCH TO MATCH ADJACENT MASONRY
‘ 79 \ / e CLEAN, PREP AND PAINT
I [ ! MASONRY - (COLOR 2)
CLEAN, PREP AND PAINT j\ —
MASONRY - (COLOR 2) TAPERED BEAM / DATE: JUNE 4, 2014

ADD PAINTED STEEL HANDRAILS PROJECT No. 1416
BOTH SIDES OF STAIR —
N e ~ e ~ e ~ e ~ DRAWN BY: RJS / RRT
8 Z@N >
@ ZaN N AN AN gé E‘ §§ N[N / CHECKED BY: RJS

/a‘ <;|U_,_z ‘ z | | SCALE: AS NOTED
1 \ / [ \ [ \ SHEET TITLE:

‘ \
NEW PRECAST STAIR J | | J |
WITH GUARDRAILS AND HANDRAILS /; L NEW CONCRETE STAIR ON FROST d ELEVATIONS
NEW STAIR WITH HANDRAILS AND

PLANTER WITH GRANITE CURB EDGE PROTECTED CONCRETE FOUNDATION

GUARDRAIL
STRAIGHTEN, PAINT AND REPAIR CLEAN, PREP, AND PAINT MASONRY (COLOR 3) / NEW LANDING WITH GUARDRAIL
EXISTING GUARDRAIL FROST WALL AT NEW STAIR /
PLATFORM / RAMP, TYP. 0 8' 16"

SOUTH ELEVATION
1 1/8"=1'-0"

A2-0




