18-10"

24I_OII

existing roof deck

t.0. building elev.

existing rafters beyond

existing

new

steel collar to cover
existing chimney top

2'-0" min.

Simpson IUS
3.56/14 hanger

55'-9" " /] /]

/] /] N

Simpson EPC44 end post cap

P/ N/ N /B /RN

New (2) 134" x 14" LVL ridge beam

\l&i 2x10 rafter

t.o. building elev.

60I_4II

2X6 rafter tie

S

Date:

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

01/02/14

Eg master
(| / bedroom w.i.C
o
»
(2) 2" layers of rigid polyiso foam board exzisting 3" x 5" floor joists
new 4x6 floor joists
: second floor f.f. elev. Q
! : YAl
(2) 2x6 header w/ plywood spacers N N N N _ N N M M M \M M M M (2) 2x6 header w/ plywood spacers AT-4%
window to meet impact requirements
as outlined in section R308.3 of IRC 2009, TYP.
casement w/ sash limiter, TYP. N -
. studio/
living room = 11R @ 7.938" i guest room
closed-cell spray foam o
@ sills, TYP. wood stove
H heat pump
first floor f.f. elev. ] v
1 1/n T
39-1174 I I ) ) i I I B B B B
fiberglass insulation . — j/
12" foil-faced rigid foam ——Simpson WM610 top flange “mﬁ . umﬁ _—
%" G.W.B. hanger w/ offset flange @ carrying f
beam, TYP. PT plywood skirt w/
vents to code, line
| | | | back w/ screen
: : : : 10" peir w/ 24" dia. footing,
} } } : (1) vertical #4 TYP.
utility/storage laundry } } } }
11R @ 8.125" | | | |
: F=—-A F=—-A
- 3 fommmm - 3
L - - J L - - ]
7-10%" % 7-10%" +
finish slab elev. 7% f 7% |
33|_4| 3/4" :
existing new
\A3-01 ) \A3-02) longitudinal section
1/2|| — 1|_O||
0 1 2 4 8'
A renovations to . . . issue status: permit set
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