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t.0. building elev.

existing roof deck

steel collar to cover
existing chimney top

existing new

2'-0" min.

increased building height 2 J2"

Simpson EPC44

New (2) 194" x 18" LVL ridge beam

a@ded LVL structure to
avoid exposed tie framing

" t.o. structural ridge eIev.O
60'-6 2"

4x4 post, continuous from
ridge beam to LVL below

Simpson IUS ;
3.58/14 hanger |
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Simpson EPC44 end post cap

New (2) 1 34" x 14" LVL ridge beam

(2) 2" layers of rigid polyiso board

(2) 2x6 header w/ plywood spacers

window to meet impact requirements
as outlined in section R308.3 of IRC 2009, TYP.

casement window w/ sash limiter, TYP.

closed-cell spray foam
@ sills, TYP.

first floor f.f. elev.

living room

] master
bedroom w.i.c
=
™
new 4x6 floor joists
T

iwood stove

A A Pl

11R @ 7.938" —

studio/
guest room

!
Fe Simpson EPC44 end post cap

| 4x4 post , continuous from ridge beam

i to LVL below

\ added LVL structure to
\ avoid exposed tie framing

Bl (2) 19" x 14" LVL bearing on T.O.W.

| t.0. wall elev. Q
54'-4 4"

‘ increased floor elev. 2"

changed from patio door
to awning windows
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fiberglass batt

first floor f.f. elev. O
39-11 )4

0 £ il ; . Simpson WM610 top flanger
1 )" foil-faced polyiso hanger w/ offset flange @ : ©
%' G.W.B. carrying beam, TYP. : — PT plywood skirt w/
vents to code, line
" ‘ ‘ ‘ back w/ screen
: : | | 10" peir w/ 24" dia. footing
: : : 1 (1) vertical #4 TYP.
utility/storage laundry } } } }
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1/2|| — 1|_O||
0 1 2 4 8'
A renovations to . . . issue status: permit set
F T E | 51 HAMMOND STREET longitudinal section | - date: cctober, 2013 A3-03
A R revision: may 25, 2014
@ COPYRIGHT 2013

51 Hammond Street - Portland, Maine 04101




