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Nail sheathing to top plate with 10d

nails at 6" on center, typical all

shear walls.


Nail plate through sheathing with

10d nails at 6" on center, typical all

shear walls.


Nail plate through sheathing with

10d nails at 6" on center


Fasten sheathing to plates below

with 10d nails at 6" on center, or

use equivalent screws, typical all

shear walls.


Nail plate through sheathing with

10d nails at 6" on center, typical all

shear walls.


Fasten sheathing to beam/blocking

below with 10d nails at 6" on

center, or use equivalent screws,

typical all shear walls.


Full depth blocking below shear

wall.  Fasten blocking to adjacent

beam with (3) 16d nails at 12" on

center


Triple 2x or 3-1/2" LVL below shear

wall end post.


All stair handrails will be located at 
2'-10" min. from the sloped plane 
of the stair nosings.  Top guardrails 
will be located a minimum of 3'-0" 
above finished floor surface

The sypical tread depth at 
non-winder treads for interior stair 
cases will be 10"

04/13/17

Thaddeus 03/13/17 14:41:01
Thaddeus 03/13/17 14:42:25
Thaddeus 03/13/17 14:42:36
Thaddeus 03/13/17 14:53:44: Nail sheathing to top plate with 10d nails at 6" on center, typical all shear walls.
Thaddeus 03/13/17 14:57:53: Nail plate through sheathing with 10d nails at 6" on center, typical all shear walls.
Thaddeus 03/13/17 14:53:06: Nail plate through sheathing with 10d nails at 6" on center
Thaddeus 03/13/17 14:59:48: Fasten sheathing to plates below with 10d nails at 6" on center, or use equivalent screws, typical all shear walls.
Thaddeus 03/13/17 15:32:00: Nail plate through sheathing with 10d nails at 6" on center, typical all shear walls.
Thaddeus 03/13/17 15:33:28: Fasten sheathing to beam/blocking below with 10d nails at 6" on center, or use equivalent screws, typical all shear walls.
Thaddeus 03/13/17 15:32:41
Thaddeus 03/13/17 15:36:20: Full depth blocking below shear wall.  Fasten blocking to adjacent beam with (3) 16d nails at 12" on center
Thaddeus 03/13/17 15:37:33: Triple 2x or 3-1/2" LVL below shear wall end post.
Thaddeus 03/13/17 15:40:03
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