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building sections


@ balcony


existing 1x board sheathing


existing 2" x 4" wall studs


2x8 rafters @ 16" o.c. (additional


rafter @ rafter tie locations)
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" plywood roof sheathing

11 '-63
4" 11 '-11
4"


8
'-
0
"
 c
le

a
r



building section @ balcony 
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existing 2x6 ceiling joists @ 16" o.c. 

existing 2 1
2" x 6" rafters @ 16" o.c. 

existing 2" x 4" wall studs


existing masonry


foundation wall


e xisting  2X4 wall framing


new 2X2 cross strapping @ 16" o.c.
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" T+G OSB sub-floor

3 
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" T+G pine finish floor
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new 5
8" plywood roof deck, fasten deck

to roof w/ 10d nails at 4" o.c.


at supported edges, and 12" o.c. @ field


0.06" fully adhered single-ply EPDM, black


5 
4
 x 4 decking, TBD

min. 1 1
4" PTSYP tapered sleepers @ 16" o.c.
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new HSS 2 x 1 1
2 x 3/16 steel rafter tie @ 32" o.c. 

Simpson H2.5A tie @ ea. rafter, typ.


(2) 1 3
4" x 7 
1

4" LVL beam
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1' 

existing concrete slab


5 
4
 x 4 decking, TBD

2x tapered PT sleepers


new EPDM roofing membrane


existing roof deck 

existing 2x6 ceiling joists @ 16" o.c.


existing 2 1
2" x 6" rafters @ 16" o.c.


slatted partition aligned and


matched to siding, TBD
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slatted partition to


match siding, TBD


4x4 PT post, wrapped in trim


wooden guardrail to match decking, TBD


SS cable balusters


63
4"


2x ridge


new (2) 1  3
4" LVL beam, C to A lines, rip to fit


8" dia. pier w/ 18" dia.


x 8" deep footing


new LUS210 hanger
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new 2x10 ledger, attach


thru to sill w/ 1
2" dia. lags @ 12" o.c.


hurricane tie @ ea. joist


new (3) 2X10 PT beam


Simpson DTT1Z tension connector w/

3 
8
" lag @ locations shown on 1/S1-01 .
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Simpson ABW66Z post base w/

1 
2
" galv. anchor bolt,typ.

new solid blocking between joists

H2.5A tie @ ea. end


run sheathing continuous to


underside of roof deck
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