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10-0"
- = 246 SILL PLATE W/ 7' DIAMETER x 12" LONG
HOOKED A307 ANCHOR BOLTS @ 3-0" O.C.
— PLUS @ ENDS OF PLATES AND AT BOTH SIDES
OF CORNERS.

DRAINAGE PLANE EXISTING SHEATHING
LAP OVER FLASHING \

METAL FLASHING

LATERAL LOAD DEVICE IN 2LOCATIONS \
SMPSON LTT208 OR SMLAR G SCREWS 2 FROM TOP AND BOTTOM
OF LEDGER, MAX BETWEEN 5",
JOIST HANGER MIN. BETWEEN 158" SPACING 16" 0.C.

FULLY ADHERED MEMBRANE
WATERPROOFING

HO. ~ VENTILATION & ACCESS PANEL. COORDINATE
o ™ LOCATION OF OPENING W/OWNER.

S EXISTING FOUNDATION

“w_lo__

/ STEP DOWN FOOTING TO BOTTOM OF
N EXISTING BUILDING FOOTING TO
~— EXTEND 3-0" FROM BLDG.

SIMPSON ABAB6 POST BASE
ONJA8* MIN. ANCHOR BOLTS

SIMPSON BCSZ POST CAP

PIN TO EXISTING FDN STRUCTURAL FOUNDATION NOTES:

W/#4 BARS @ 18" 0.C. A. FOOTINGS (PRESUMED SOIL BEARING PRESSURE = 200 PSF TO BE
EPOXY IN PLACE. VERIFIED IN FIELD
R \I .

K B. CONCRETE SLAB ON GRADE SHALL BE 300 PSI (FC) CONCRETE

3 ] STRENGTH W/6x6 W 1.4 x W1.4 WWF %" CLR FROM TOP OF SLAB.
||||||||||||||| JOINTS (/4" WIDE x %" DEEP) @ MAX. 1515' (225 SF. MAX). TYP,

1 5I_4II
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N\ 4'POLYETHELENE PERIMETER DRAIN TILE EXISTING FOUNDATION  ——~
\— @ FOOTING. DRAIN TO DAYLIGHT.

8" @ SONOTUBE
EXTENDING 4-0"
BELOW GRADE

_w_lom__ h._lx_ OM__ @.lNM__
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DATE:  6.13.2014

DRAWN BY: BB

PROPOSED SUNROOM FOUNDATION PLAN SCALE: 1/4" = 1-0"

1/4" = 10"

DESIGN >|\_ w
55 B i, HEELAN, B SUNROOM FOUNDATION PLAN .
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