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NOTE: RAISED ROOF DORMER

 IN THIS AREA TO PROVIDE

HEADROOM FOR STAIRCASE
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SCALE: 1/4" = 1'-0" ON 24" X 36" SHEET


4 X 4 VERSA-LAM POST

BELOW WRAPPED IN 5/8"

FIRE CODE SHEETROCK


NOTES:

1. ROOF SHEATHING TO BE 3/4" ADVANTECH 
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SECOND FLOOR FRAMING PLAN (and ELL ROOF FRAMING PLAN) P 2


S-2


1-3/4" X 11-7/8"LVL RAFTERS@ 24" O.C

ADD EXTRA RAFTER AT EACH END FOR


DRIFTING SNOW LOAD


1-3/4" X 9-1/2" VERSA-LAM FLOOR JOISTS

@ 24" O.C.


9-1/2" LVL BLOCKING BETWEEN JOISTS (2) 1-3/4" X 9-1/2" VERSA-LAM

FLUSH GIRDER AT STAIRWELL STAIR LANDING BELOW


ARCHITECT TO VERIFY


HEIGHT


S 3


S-2


S 4


S-3


OPEN

TO


BELOW

FOR


STAIRS


SCALE: 1/4" = 1'-0" ON 24" X 36" SHEET 

4 X 4 VERSA-LAM

POST EITHER SIDE


  OF WINDOW TO

HEADER ABOVE


MAIN BLOCK 33'± ELL 19'-6"± STUDIO 63'±


NOTES:

1. SECOND FLOOR SHEATHING TO BE 3/4" T&G ADVANTECH


S 5


S-3


STAIR LANDING BELOW

ARCHITECT TO VERIFY

HEIGHT
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SECTION OF MAIN BLOCK ENTRANCE LOOKING WEST


SCALE: 1/2" = 1'-0" ON 24" X 36" SHEET


S 3


S-2


24" X 12" 4,000psi CONCRETE FOOTING SET

ON UNDISTURBED SOIL AT 48" MIN. DEPTH


(4) #5 STEEL REINFORCING BARS CONTINUOUS

AT 6" BELOW SURFACE OF FOOTING


8" THICK 4,000psi CONCRETE


FOUNDATION WALL


#5 STEEL REINFORCING BARS AT 12" O.C.

HORIZONTALLY AND VERTICALLY


FOUNDATION REDUCED TO 6" THICK

ABOVE FLOOR HEIGHT


SIMPSON BC40 Z POST BASE TYP.


VERSA-LAM 4 X 4 POST TYP.


SIMPSON EPC4 Z POST CAP TYP.


(2) 1-3/4" X 14" VERSA LAM SUPPORT BEAM


(2) 1-3/4" X VERSA-LAM FLUSH HEADER

WITH SIMPSON HU410Z HANGER TYP.


NEW FLOOR HEIGHT, 1-3/4" X 9-1/2 VERSA-LAM

JOISTS @ 24" O.C. WITH ADVANTECH 3/4" T&G


SUB FLOOR


NEW 2 X 4 24" O.C. SUPPORT WALL


EXISTING BALLOON FRAMED WALL

TO BE OVERSHEATHED

WITH 1/2" CDX PLYWOOD


SIMPSON TA STAIR ANGLE TO TIE NEW


AND OLD WALLS AND SECURE

NEW 2 X 12 RAFTERS


4'-6"±


NEW 2 X 12 SPF ROOF RAFTERS @ 24" O.C.

SHEATHED WITH 3/4" ADVANTECH


SIMPSON EPC4Z POST CAP TYP.


NEW VERSA-LAM 4 X 4 POST

EITHER SIDE OF WINDOW


(2) 1-3/4" X 14" HEADER SECURED TO RAFTER

WITH (6) #10 X 4-3/4" GRK RSS

STRUCTURAL SCREWS


GRK #10 X 3-1/8" STRUCTURAL SCREW TYP.


SIMPSON BC4Z POST CAP


(2) 1-3/4" X 24" VERSA-LAM RIDGE BEAM

WITH (3) #10 X 3-1/8" GRK RSS STRUCTURAL

SCREWS @24" O.C. ON ALTERNATING SIDES


NOTE: RIDGE LOWERED 1-1/2"

TO ALLOW FOR VENTING


8"
 m

in
.
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207.773.4880


PORTLAND, ME  041 03


1 32 BRENTWOOD STREET


engineering & preservation, inc.


ResurgencE


www.resurgenceengineering.com


engineer    of    record


ALFRED H.


HODSON III


No. 9246
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Main Block & Ell

Framing Plans and


Sections
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