A B

(N) LINTEL; SEE S1.0 FOR SIZE
AND INSTALLATION DETAIL

SOLID GROUT FILL FIRST FULL
@ NEW OPENING W/ (1) #4 VER
EPOXY SET 4" INTO (E) CUT ST(
BELOW, AND EXTENDING UP I
GROUTED JAMB, TO (N) LINTEL
OF OPENING. SEE $1.0 FOR MO}

CMU CELL
'TICAL BAR
NE SILL
'HRU (N)
, @ EA. SIDE
XE INFO.

5/8"¥ GALV. THREADED ROD A

-TYP. EA. SIDE OF OPENING

(B) 11x13

1.6X4X5/16" ANGLE FULL HEIGHT W/ /

NCHORS
EPOXY SET 16" O.C. - 6" MIN. INTO
MASONRY BELOW CUT SILL & ABOVE CUT
SILL, INTO SOLID GROUT FILLED CMU

HU7 W/ CONCEALED
FLANGES, @ EA.
(N) 9 1/4" LVL SISTER

E) | 11x13

(N)| W6x25

D)

WORK (E) MASONRY AS NEEDED TO PROVIDE
BEARING @ (N) SISTERED MEMBERS OVER P.T.
2x PLATE FASTENED TO MASONRY W/ MIN. (3)
TAPCONS @ EA. $ISTER. VIF

I

SAW CUT (E) MASONRY, STONE SILL, & CMU OR
RESET & LACE IN MASONRY AS NEEDED FOR
CLEAN FINISH @ NEW OPENING - TYP.

®©

(NJ 9 1/4" T.VI.

(W)

}4 (E) ! 11x13

= ”_v_ ™N)| Wox25 |

(E) 31/2x13 RAFTERS
@ +4'6"O.C. 7TYP.

=N

HU7 W/ CONCEALED
FLANGES, @ EA.

(N) 9 1/4" LVL SISTER
TO (E) BEAM

(NY O T/4" L.V,

ad

(N) 9 1/4" LVI.

L (N) 7 1/4" LVL SISTERE.
TO (E) GIRDER TO
SUPPORT SISTERED
RAFTERS SEE DETAIL.

(E) 11x13

NEW LINTEL AS NEEDED.
SEE GENERAL NOTES -TYP.

0
M —— (E) CMU MASONRY
/ WALL. VIF

/

R \

EXISTING WINDOWS
f REMOVED FOR NEW
: VERIFY (E) LINTELS

& INFILL TO BE

WINDOWS & DOOR.

TYP.

NEW OPENING|IN CMU WALL. S

SEE GENERAL NOTES FOR
LINTEL HEADER SIZE &
DETAIL INFORMATION - TYP.

—— NEW OPENING IN CMU WALL - SEE
GENERAL NOTES FOR LINTEL HEADER
SIZE|& DETAIL INFORMATION - TYP.

ROOF FRAMING PLAN

NOTES: SCALE 1/8"=1"-0"

1.

Bl N

PN

SEE GENERAL NOTES FOR ADDITIONAL INFORMATION.

TEMPORARY SHORING OF ALL REPAIR WORK BY CONTRACTOR -TYP

(E) INDICATES EXISTING, (N) INDICATES NEW, (R) INDICATES REMOVE.

ALL WOOD COLUMNS IN 2x6 WALLS SHALL BE 3-2x6 AND IN 2x4 WALLS SHALL BE 3-2x4
UNLESS NOTED OTHERWISE ON PLANS.

ALL BEAMS ARE FLUSH, UNO.

ALL HEADERS IN 2x6 BEARING WALLS ARE (3) 2x6, UNO.

ALL HEADERS IN 2x4 BEARING WALLS ARE (2) 2x8, UNO.

SAWCUT NEW MASONRY OPENINGS OR ALIGN/ KNIT BLOCK/ BRICK FOR CLEAN EDGE -TYP.

FOR PERMIT

Structmtﬁt

Integrity

Consulting Enginé&rs. Ine.
Sl # 16-0239

77 Oak Street
Portland, ME, 04101
p. 207-774-4614
f. 866-793-7835
www.structuralinteg.com

BUILD WITH CONFIDENCE

© 2017 Structural Integrity Consulting Engineers, Inc.

\\\\\\HIHH/,‘,,
W€ OF 44/,
S pi e &

\c}‘.’f M'q/,p 7

Reviewed for Code Compliance
Inspections Division

S

-~ -~
DO
=
S

032117
§ AARONC. : = Date:__ 2«7
*: JoNes [i¥Z
No. 10968 /{2

© 2015 RYAN SENATORE
ARCHITECTURE

PORTLAND, MAINE

123 WASHINGTON
123 WASHINGTON AVENUE

RYAN SENATORE
ARCHITECTURE

565 CONGRESS ST. SUITE 304
PORTLAND, MAINE 04101
207-650-6414
senatorearchitecture.com

CONSULTANTS:

STRUCTURAL:
Structural Integrity
77 Oak Street
Portland, ME 04101
207-774-4614

REVISIONS:

DATE: March 8, 2017

PROJECT No. 1638

DRAWN BY: WMc

CHECKED BY: ACJ

SCALE: AS NOTED

SHEET TITLE:

ROOF FRAMING
PLAN

S-1.2



