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NEW STOREFRONT ASSEMBLY TO REPLACE EXISTING

INFILL WALL AT REMOVED WINDOW WITH


MASONRY BLOCK; MATCH ADJACENT


EXISTING DOOR TO REMAIN EXISTING STOREFRONT TO REMAIN


UNLESS NOTED OTHERWISE


NEW STOREFRONT


WINDOW


NEW STOREFRONT


WINDOW


NEW STOREFRONT DOOR


AND WINDOW ASSEMBLY


EXISTING MASONRY HEADER TO REMAIN - TYPICAL


EXISTING OVERHEAD


DOOR TO REMAIN


EXISTING WINDOW TO REMAIN


NEW PAINTED GALVANIZED


STEEL GUARDRAIL 42" A.F.F.


NEW SILO AND FOUNDATION;


TBD BY OWNER


PATCH AND REPAIR MASONRY


AS REQUIRED - TYPICAL


REPAIR AND REPLACE ALL TRIM AND FLASHING TO REMAIN


PAINT ALL MASONRY WITH EXISTING PAINT; COLOR


TBD BY OWNER (ALL RAW BRICK TO REMAIN)


1 1/2" HANDRAIL


AT 36" A.F.F.


EXISTING RAIN LEADER TO BE


REMOVED AND REDIRECTED

NEW ADA RAMP


1/4" STAINLESS STEEL


CABLE AT 3" O.C.
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NEW SILO AND FOUNDATION;


NEW STOREFRONT WINDOW


PATCH AND REPAIR MASONRY


AS REQUIRED - TYPICAL


NEW STOREFRONT DOOR


AND WINDOW ASSEMBLY


EXISTING MASONRY HEADER TO REMAIN - TYPICAL

PATCH AND REPAIR MASONRY AS REQUIRED - TYPICAL 

EXISTING TRIM AND FLASHING TO REMAIN - TYPICAL
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NEW EGRESS PLATFORM TO BE


LEVEL WITH FIRST FLOOR LEVEL


NEW EGRESS PLATFORM TO BE


LEVEL WITH FIRST FLOOR LEVEL 

NEW EGRESS DOOR  WITH NEW


HEADER; SEE STRUCTURAL DRAWINGS

NEW EGRESS DOOR  WITH NEW


HEADER; SEE STRUCTURAL DRAWINGS 

CONFIRM LOCATION WITH TENANT


PATCH AND REPAIR MASONRY AS REQUIRED - TYPICAL
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EXISTING MASONRY HEADER TO REMAIN - TYPICAL


NEW STOREFRONT WINDOWS


NEW OVERHEAD DOOR FINISH TO MATCH NEW STOREFRONT


NEW STOREFRONT DOOR


NEW GALVANIZED STEEL GUARDRAIL


NEW PATIO


NEW ADA RAMP


NEW STAIRS FRAMED OVER EXISTING STAIRS


PATCH AND REPAIR MASONRY


AS REQUIRED - TYPICAL


GRADE AT NEW PATIO


EXISTING TRIM AND FLASHING TO REMAIN


A5-0 

2


1.) PREPARE AND REPAIR ALL EXISTING SIDING FOR NEW PAINT


COATING, PER PAINT MANUFACTURER INSTRUCTION.


2.) SEE ELECTRICAL DRAWINGS FOR EXTERIOR LIGHTING


SPECS


3.) FOR EXTERIOR VENT LOCATIONS SEE MECHANICAL PLANS


ALL VENTS AND PENETRATIONS TO BE FLASHED INTO


EXISTING FACADE AND PAINTED TO MATCH EIFS THEY ARE


MOUNTED WITHIN
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1/4" = 1'-0"


SOUTH EXTERIOR ELEVATION


3

1/4" = 1'-0"


EAST EXTERIOR ELEVATION


2

1/4" = 1'-0"


NORTH EXTERIOR ELEVATION


1

1/4" = 1'-0"


WEST EXTERIOR ELEVATION
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