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NOTES:   1. DO NOT COMPACT SUBGRADE. DO NOT COMPACT SUBGRADE. 2. PRECAST PAVING SLABS TO BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS AND STANDARDS. PRECAST PAVING SLABS TO BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS AND STANDARDS. SLABS TO BE REPLACED IF GREATER THAN 40% OF THE PERVIOUS SYSTEM SHOWS SIGNS OF CLOGGING. 3. COMPACT THE GRAVEL FILTER COURSE TO 95% MAXIMUM DRY DENSITY IN ACCORDANCE WITH ASTM COMPACT THE GRAVEL FILTER COURSE TO 95% MAXIMUM DRY DENSITY IN ACCORDANCE WITH ASTM D-1557. DO NOT OVER-COMPACT. THE INFILTRATION RATE SHALL BE DETERMINED BY ASTM D-3385 OR AN APPROVED ALTERNATE AT THE DISCRETION OF THE ENGINEER. THE INFILTRATION RATE SHALL BE NO LESS THAN 5-30 FT/DAY OR 50% OF THE HYDRAULIC CONDUCTIVITY (ASTM D-2434) AT 95% STANDARD PROCTOR COMPACTION. FILTER COURSE SHALL HAVE A HYDRAULIC CONDUCTIVITY OF 10-60 FT/DAY (0.0036 TO 0.022 CM/SEC) AT 95% COMPACTION.
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