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ROOF FRAMING PLAN

NOTES:

1. SEE S1.0 FOR GENERAL STRUCTURAL NOTES.
2. FLOOR SHEATHING TO BE 3/4" -SEE GENERAL NOTES FOR ADDITIONAL INFORMATION.
3. WALL SHEATHING TO BE 1/2" -SEE GENERAL NOTES FOR ADDITIONAL INFORMATION.
4. ROOF SHEATHING TO BE 5/8" -SEE GENERAL NOTES FOR ADDITIONAL INFORMATION.
5. ALL WOOD COLUMNS IN 2x6 WALLS SHALL BE (3) 2x6 AND IN 2x4 WALLS SHALL BE (3) 2x4, UNO.
6. ALL WOOD BEAMS ARE FLUSH, UNO.
7. ALL HEADERS ARE (2) 2x6, UNO W/ 1 TRIM & 1 KING STUD EA. SIDE
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PROVIDE SIMPSON
LSSU210 @ EA. RAFTER -
TYP.

PROVIDE SIMPSON H2.5a
HURRICANE CLIP @ EA.
(N) RAFTER - TYP.

(N) 2x B.W. ALIGN EXTERIOR
FACE OF NEW 2x W/ EXTERIOR
FACE OF EXISTING STUDS

(E) 2x B.W. TO REMAIN

REMOVE ExISTING COLLAR TIES
AND SISTER (E) 2x6 W/ (N) 2x8 FOR
90% OF (E) RAFTER OR REPLACE
W/ (N) 2x12 @ 16" O.C.

(N) GABLE END BEARING
WALL - TYP. EA. SIDE

CENTER (N) BEAM
UNDER (N) GABLE
END WALL - TYP.

PROVIDE SIMPSON
H2.5a HURRICANE CLIP
@ EA. (N) RAFTER - TYP.

(N) 2x B.W. ALIGN
EXTERIOR FACE OF NEW
2x W/ EXTERIOR FACE OF
EXISTING STUDS

(N) GABLE END
BEARING WALL -
TYP. EA. SIDE

REMOVE EXISTING COLLAR
TIES AND SISTER (E) 2x6 W/
(N) 2x8 FOR 90% OF (E)
RAFTER OR REPLACE W/ (N)
2x12 @ 16" O.C.

(E) 2x6 @ 18" O.C. W/ 1x8
CEILING FRAMING TO
REMAIN
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ROOF EDGE TO
REMAIN - TYP

PROVIDE SIMPSON LSSU212
AT FLUSH HEADER
CONDITIONS - TYP

PROVIDE SIMPSON
LSSU212 AT FLUSH
HEADER
CONDITIONS

GC TO PROVIDE NEW FLOOR SHEATHING PER
GENERAL NOTES WHERE REQUIRED BASED ON
EXISTING CONDITIONS, VIF. ADD'L SHEATHING
MAY BE REQUIRED AT INFILL AREAS TO MATCH
EXISTING FLOOR ELEVATION, VIF

HATCH INDICATES EXTENTS
OF NEW ROOF DESIGNED
FOR AN ADDITIONAL 10 PSF
FOR SOLAR PANELS, SEE
ARCH DWGS
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