
20'-11"

THIRD FLOOR

10'-11"

SECOND FLOOR

0'-0"

FIRST FLOOR

-8'-6"

GROUND FLOOR

F

G 

J

D

FLUSH JOINT 8" HORIZONTAL
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CABLE SUPPORTED CANOPY

FLAT-SEAM METAL SIDING
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PAINT BRICK FOUNDATION WALL

DORMER SIDING SHALL BE .032" MIN KYNAR COATED ALUMINUM SMOOTH

PANELS WITH FLAT-LOCK SEAM AT PANEL EDGES, SEQUENTIALLY INSTALLED

AND MECHANICALLY ATTACHED WITH CONCEALED STAINLESS STEEL CLIPS.

PANEL WIDTH TO BE MIN +/- 1'-4" AND  PANEL HEIGHT TO BE FULL HEIGHT OF

SIDEWALL. TRIM TO BE FIELD FABRICATED FROM SAME STOCK AS PANELS.

FASTENERS TO BE "10 PAN-HEAD STAINLESS STEEL. TRIM TO BE FASTENED

WITH EQUALLY SPACED FASTENERS +/- 16" O.C. EXPOSED FASTENERS TO

MATCH COLOR OF WALL PANELS WITH FACTORY APPLIED COATING. PANEL

COLOR TO MATCH STANDING SEAM ROOFING, AS APPROVED BY ARCHITECT.
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