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EXISTING ACCESS DOOR IN FLOOR TO BASEMENT @ ON THE FIRST FLOOR RETAIL SPACE, MOST OF THE FINISHES ARE STILL IN PLACE. Apartments
EXISTNG STAIR TO REMAN HOWEVER, SOME PORTIONS OF THE EXISTING WALLS NEED TO BE REPLACED OR
: ,, FIXED. PLEASE REFER TO THE WALL TYPES ON THE PLAN FOR HOW THE WALLS
EXISTING FINISH FLOOR OF THIS UNIT 15 APPROX. 5* HIGHER THAN THE SHOULD BE REPAIRED AND/OR UPDATED. (NOTE: IT I THE UPPER FLOORS Portland
g%ﬁ%i&ﬂ?@ﬁiﬁiﬁ TO REMAIN (PROTECT A$ REQUIRED) WHERE AL FINISHES RAVE BEEN REMOVED) . /
@ BATH 125 AND 107 ARE FOR EMPLOYEE USE ONLY AND NOT INTENDED FOR Maine
EXISTING MASONRY CHIMNEY 18 INACTIVE AND SHALL BE REMOVED DUE PUBLIC USE.
TO STRUCTURAL INTEGRITY 1S8UES. THE FLOOR/CEILING STSTEM SHALL BE ( @ ALL BATHROOMS TO HAVE MOISTURE-RESISTANT GYP BOARD. REVISIONS
D A S LEVEL TO BLTINATE THE CRASE LEFT BY THE @ SEE STRUCTURAL DRAUNGS FOR ADDITIONAL INFORMATION * | ate_| pEscRPTION
' @ FLOOR/CEILING ASSEMBLIES BETWEEN RETAIL AREAS AND APARTMENT UNITS (N | || &-B-13 | FOR PERMIT

EXISTING ELECTRICAL PANEL TO REMAN OFFICE AREA 104, VESTIBULE 1044, AND BATH 105, THAT CURRENTLY HAVE THE | 2 | 120-13 | REVISION|
MILLUORK BY OUNER CEILINGS REMOVED) ARE TO BE I-HOUR RATED. SEE DETAIL 3, SHEET Al2 FOR

L UMBING FIXTURE Bv OUNE TOP OF INTERIOR WALL DETAIL. THE RATED FLOOR/CEILING ASSEMBLY SHALL B
PUMB B R SIMILAR TO UL. DESIGN %513 AND APPROVED BY THE AUTHORITY HAVING
POCR TO BE I-HOUR (60 MINUTE) FIRE-RATED JURISDICTION. CEILINGS IN THE RETAIL AREAS ARE EXISTING AND SHALL REMAN
PROVIDE AND INSTALL HANDRAIL AS SHOUN PER DETAIL 3, SHEET Al2 ® ALL UNITS ARE TO BE SEPARATED FROM EACH OTHER WITH 20-MINUTE

NOTE: THE HANDRAIL ON THIS SIDE OF THE STAIR WAS REMOVED AND 15 FIRE-SEPARATIONS (WALLS AND FLOOR/CEILINGS). WALLS SHALL HAVE 112" GYP

BEING REPLACED. THERE IS HANDRAIL AND BALLUSTER SYSTEM ON THE BOARD ON EACH 8IDE OF THE WALL (UL. ®313). FLOOR/CEILINGS SHALL HAVE 112

OTHER SIDE OF THE STAIR THAT IS EXISTING AND 15 NOT BEING REMOVED. GYP BOARD ATTACHED TO THE UNDERSIDE OF THE FLOOR JOISTS. ALL
PROVIDE AND INSTALL HANDRAIL AS SHOUN PER DETAIL 3, SHEET Al2 ASSEMBLIES SHALL BE FIRE-CAULKED AS REQUIRED.

OF EXISTING STUD WALL THAT WAS REMOVED

PROVIDE AND INSTALL HANDRAIL / GUARDRAIL (SEE 3, SHT Al2, 5IM)
NOTE: THE HANDRAIL ON THIS SIDE OF THE STAIR WAS REMOVED AND 15

BEING REFLACED. THERE 1S A HALF-WALL ON THE OTHER SIDE OF THE
STAIR THAT 15 EXISTING AND 15 NOT BEING REMOVED. THE GYP BOARD
ON THE HALF-WALL HAS BEEN REMOVED AND IS BEING REFPLACED. THERE

WAS NO EXISTING HANDRAIL ON THE EXISTING HALF-WALL.

REQUIRED.

OUNER TO CONFIRM EXISTING DOCR 15 62 MIN RATED (MIN.). REPLACE IF

INFILL MASONRY FOUNDATION WALL TO MATCH EXISTING

PROVIDE AND INSTALL 5/8' TYPE "X' GYP OVER EXISTING FLOOR JOISTS AS
REQUIRED TO PROVIDE A I-HOUR FIRE-SEPARATION FROM THE APARTMENT

USE ABOYE. ASSEMBLY TO BE UL. L5I13 (SEE 3, SHT Al2).

STRENGTHENED AS REQUIRED. Project Number 13116

EXISTING MASONRY CHIMNEY TO REMAIN, PROTECT AS REQUIRED. PER ) | Praung sesle  AS NOTED
SECTION 1082 - EXCEPTION & (2009 IBC), A SHAFT ENCLOSURE 15 NOT SHEET NAE
REQUIRED. THE ANNULAR SPACE BETUEEN THE MASONRY AND THE WALL
SURROUNDING THE CHIMNEY SHALL BE FIREBLOCKED AS REQUIRED PER
SECTION 11125 AT EACH FLOOR/CEILING LEVEL. FLOOR PLANS
NDICATED SPACE 16 NOT A CHASE AND DOES NOT REQUIRE A SHAFT
ENCLOSURE. THIS SPACE 16 SEPARATED AT EACH FLOOR LEVEL WITH THE ) | Brawn By
TYPICAL FLOORICEILING ASSEMBLY. ANY PENETRATIONS THROUGH THE Me
FLOOR/CEILING UILL REQUIRE TO BE FIRE-BLOCKED WITH THE USE OF
SEALANTS, BARRIER DEVICES, COLLARS, OR OTHER PRODUCTS 45 Crecked By A1l1.0
REQUIRED BY THE AUTHORITY HAYING JIRISDICTION, e
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