
T.O. SLAB

0' - 0"


Second Floor

10' - 0" 

T.O. PLATE

27' - 6" 

Third Floor

19' - 0"
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DASHED LINE DELINEATES THERMAL

ENVELOPE/TEMPERED SPACE. FLOOR BTW

GARAGE & SECOND FLOOR UTILIZES 5/8"


TYPE X GWB & IS INSUL. TO R-30


FUTURE WORKBENCH TO

BE INSTALLED BY

CLIENT - NIC


1.5 

B


A-3.1


KITCHEN LAYOUT BY

CONTRACTOR/KITCHEN

DESIGNER


0
' -
 8

" 
M
IN

.


DROP RIDGE BEAM


RIDGE VENT


SOLID BLOCKING BTW RAFTERS, TYP.


SOLID BLOCKING BTW

RAFTERS, TYP.


2


C-1.1


T.O. PLATE

27' - 6"


1 

TYPICAL ROOF SECTION (COLD ROOF)TYPICAL ROOF SECTION (COLD ROOF)TYPICAL ROOF SECTION (COLD ROOF)TYPICAL ROOF SECTION (COLD ROOF)

-STANDING SEAM ROOFING (GRAY COLOR)

-5/8" APA-RATED ADVANTECH ROOF SHEATHING

-ROOF RAFTERS - SEE STRUCT. FOR SIZE & SPACING


2x10 RIM BOARD & SOLID BLOCKING BTW. RAFTERS


PROVIDE STARTER STRIP & INSECT SCREEN, TYP.


METAL DRIP EDGE, TYP.


3/4" ADVANTECH DECKING OVER 2" XPS INSUL. GLUE

& SCREW THROUGH DECKING & XPS TO JOISTS, TYP.


[R-10]


ACCUVENT BAFFLES, TYP. 

SIMPSON 2.5 HU CLIP, TYP. 

DENSE PACK CELLULOSE CEILING PLANE BTW ATTIC

& 3RD FLOOR [R-41.625]


SOFFIT VENT W/INSECT SCREEN


BLOCKING BTW RAFTERS 

BIRDMOUTH RAFTERS, TYP.


1' - 0" 

1/2" GWB


1x4 STRAPPING, TYP.


SISTER RAFTER & JOIST, TYP. FASTEN W/(4) RSS

GRK SCREWS, TYP.


Third Floor

19' - 0"


1


TYP. WALL - SEE DETAIL E/A-3.1


(2) 2x6 TOP PLATE, TYP.


SEAL EDGES @ RIM TOP & BOTTOM W/SPRAY FOAM INSUL.,

TYP


FILL FIRST BAY W/DENSE PACK CELLULOSE. USE INSULWEB TO

CONTAIN CELLULOSE. [R-29.6]


1X4 STRAPPING - STAPLE INSULWEB TO CONTAIN CELLULOSE

TO LOWER SURFACE OF STRAPPING TO INCLUDE STRAPPING

DEPTH IN INSUL. VALUE


1/2" GWB CEILING, TYP. - FIRST FLOOR TO HAVE 5/8" TYPE X GWB


TRIM, TYP.


3/4" ADVANTECH FLOOR SHEATHING, TYP. GLUE & SCREW TO

JOISTS, TYP. [R-0.94)


T.O. SLAB

0' - 0"


Footing

-4' - 8"


1


0
' -
 8

"


8" MIN. SEP. BTW GRADE & BOTTOM OF SIDING, TYP.


4
' -
 0

"

4'-0" OF COVERAGE TO BOTTOM OF FOOTING, TYP.


7/16" ADVANTECH ZIP-SYSTEM SHEATHING, TAPE

ALL SEAMS & PENETRATIONS, TYP. 

4" CONC. SLAB, REINFORCED W/WIRE MESH, TYP.


STRAP OUT WALL  @ STAIR/FDN WALL W/2x6'S

RIPPED IN HALF OR BOND OUT @ STAIR TO ENABLE


STAIR TO SIT FLUSH W/2x6 WALL 

15 MIL STEGO WRAP TAPED VAPOR BARRIER, TYP.


12" COMPACTED CRUSHED AGREGATE. INSULATION CONTINUOUS

4" EXTERIOR POLYETHELENE DRAIN TILE, DRAIN TO DAYLIGHT.


SURROUND W/CRUSHED STONE WRAPPED IN GEOTEXTILE

FABRIC. 

0
' -
 3

"

1' 
- 
0
" 

0
' -
 4

"


3" XPS INSUL.


3" XPS INSUL.


1x4 STRAPPING AS RAIN SHEILD, TYP. PROVIDE INSECT

SCREEN @ TOP & BOTTOM OF WALL, TYP.


CEMENTITIOUS CLAPBOARD


2x6 PT SILL PLATE W/5/8" DIAMETER x 12" LONG HOOKED A307

ANCHOR BOLT @ 3'-0" PLUS @ ENDS OF PLATES & @ BOTH SIDES

OR CORNERS, TYP. SILL SEAL GASKET & CAPILLARY BREAK.

PROTECTO ENERGY PLATE LINER OR APPROVED EQUAL. SEAL TO

VAPOR BARRIER.


XPS CANT STRIP


UNDISTURBED SOIL


ROLL-ON WATERPROOF MEMBRANE


1" XPS AS DRAINAGE PLANE BELOW GRADE, TYP.


CONTINUOUS 4" EXTERIOR POLYETHELENE DRAIN TILE, DRAIN TO

DAYLIGHT. SURROUND W/CRUSHED STONE WRAPPED IN

GEOTEXTILE

FABRIC.


FORM 2x4 KEY BTW FOOTING & FDN WALL


0
' -
 1
0
"


#4 x 3'-0" @ 48" O.C.


1' - 4"


(3) #4 CONT.


(2) #4 CONT. TOP


CRUSHED STONE W/GEOTEXTILE FABRIC @ BOTTOM


T.O. PLATE

27' - 6"


2 
SISTER RAFTER & JOISTS W/(4) RSS GRK SCREWS, TYP. 

BLOCKING TO SUPPORT

SHEATHING, TYP.


RUN ICE & WATER SHEILD UP

10'-0" MIN. ON SIDE OF ROOF.


PROVIDE 4" OF METAL

FLASHING @ TRANSITION


BTW EPDM ROOF & METAL

ROOF, TYP.


JOIST HANGER, TYP.


HU CLIP, TYP.


2x4 SISTERED TO RAFTER TO CREATE TRANSITION CEILING TRANSITION


(2) 1.75" x 14" LVL BEAM W/1.5"

XPS. IN BTW. PROVIDE SOLID 2x4


VERT. BLOCKING @ 16" O.C. TO

ACCEPT GRK FASTENERS, TYP.


FASTEN (2x6) TO BOTTOM OF

LVL BEAM W/#12 x 2.5" GRK


FASTENERS @ 16" O.C.


FLAT ROOF  RAFTER


3


26' - 7 1/4"


1' - 0"


METAL FLASHING, SECURED AT

TOP TO ADVANTECH BY PEEL &

STICK FLASHING. 

PEEL & STICK TAPE TO SEAL TOP & SIDES OF WINDOW FLANGE

TO ADVANTECH. PEEL & STICK FLASHING TO EXTEND 9" AROUND

OPENING, TYP.


TRIM, SUPPORTED BY SOLID

WOOD BLOCKING, TYP.


CAULKING W/BACKER

ROD, TYP.


PRE-PRIMED WOOD TRIM, TYP.


3.5" x 7.25" LVL HEADER


SOLID BLOCKING BTW RAFTERS, TYP.


SIMPSON HU TIE, TYP.


60 MIL EPDM W/SRI OF 90 OR BETTER W/DRIP

EDGE, TYP.


TAPERED RAFTER TO EXTEND FORMING EAVE


TRIM, TYP.


1/2" PRIMED & PAINTED SOFFIT, TYP.


WINDOW


3


BACKER ROD W/CAULK, TYP.


PEEL & STICK FLASHING TO EXTEND 9"

AROUND OPENING, TYP.


SOLID BLOCKING UNDER TRIM 

METAL PAN FLASHING W/DRIP

EDGE, WRAP UP BEHIND


WINDOW TO FORM END DAM,

TYP. TURN UP ENDS & SEAL


ENDS @ JAMB, EACH SIDE, TYP.


SEAL ALL GAPS W/SPRAY

FOAM ADHESIVE. 

1


TYPICAL WALL SECTION : R-21TYPICAL WALL SECTION : R-21TYPICAL WALL SECTION : R-21TYPICAL WALL SECTION : R-21

FROM EXTERIOR TO INTERIOR

-FIBER CEMENT SIDING

-1x4 STRAPPING AS RAIN SCREEN

-7/16" ADVANTECH ZIP WALL-SYSTEM SHEATHING. TAPE

SEAMS & PENETRATIONS, TYP. [0.546]

-2x6 STUDS @ 16" O.C. CAVITY FILLED W/DENSE PACKED

CELLOSE [R-20.35)

-VAPOR PERMEABLE VAPOR BARRIER W/0.003 PERM @ 0%

RH TO 0.429 PERM @ 100% RH)

-1/2" GWB [R-0.45]

-PRIME & PAINT


. 

Second Floor

10' - 0"


B.5


WOOD FLOORING


3/4" ADVANTECH PLYWOOD GLUED &

SCREWED TO JOISTS, TYP. 

STEEL BEAM - SEE STRUCT FOR SIZING 

PACK BEAM TO CREATE FASTENABLE

SURFACE TO ACCEPT JOIST HANGERS.


USE LIQUID NAILS BTW LAYERS. FASTEN

W/1/2" DIAMETER THROUGH BOLTS


FASTENED THROUGH PRE-DRILLED HOLES

STAGGERED BTW TOP & BOTTOM EVERY


16" O.C. PROVIDE (4) 1/2" DIAMETER

THROUGH BOLTS @ 2" AND 6" FROM EACH


END OF BEAM.


SIMPSON LUS28 JOIST HANGER


1x4 STRAPPING


5/8" TYPE-X GWB BTW FIRST & SECOND

FLOORS FOR FIRE PROTECTION OVER

GARAGE (PER IRC 2009). 1/2" GWB BTW

2ND & 3RD FLOOR, TYP.


PACK CAVITY W/DENSE ROXUL INSUL. BTW GARAGE

& FIRST FLOOR (NOT SHOWN FOR VC)


0
' -
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/1
6
"


0
' -
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"


Second Floor

10' - 0"


3 

AZEK DECKING, TYP.


PT DECK JOISTS, SEE STRUCT.

FOR SIZE & SPACING


PROVIDE PEAL & STICK FLASHING

16" UP SIDE WALL BEHIND DECKING,

UNDER SIDING, TYP. HOLD SIDING 4"

FROM T.O. DECKING & PROVIDE

METAL FLASHING TO COVER

REVEAL, TYP.


0
' -
 4

"


3
' -
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"


0' - 3 1/2"


0
' -
 4

 1
/2

"


0' - 1" 

0
' -
 3

 1
/2

"


5/4 x 4 CAMBRIA RAILS SPACED 3

1/2" APART. CAMBRIA HAND RAIL @

36" ABOVE DECKING. 4x4 CAMRIA

POSTS SPACED NO GREATER THAN

4'-0" O.C. FASTEN CAMBRIA RAIL TO

POSTS W/(2) 3" RSS GRK SCREWS

EACH POST, TYP.


0' - 5 1/4" 5/4x6 CAMBRIA HAND RAIL MITER

CORNERS. FASTEN TO POSTS W/(4)

3" RSS GRK SCREWS, EACH POST,

TYP. 

GALV. JOIST HANGER, TYP.


(2) 5/8" DIAMETER THRU-BOLTS

PER POST TO (2) 2x8 LEDGER,

TYP. EACH POST


Second Floor

10' - 0"


C D 

7' - 0"


TYP. EXT. WALL

HOLD SIDING 4" ABOVE EPDM ROOFING. PROVIDE METAL FLASHING TO

COVER REVEAL & PEAL & STICK FLASHING 16" UP WALL, TYP.


SOLID BLOCKING FOR NAILING SURFACE BTW JOISTS


3/4" ADANTECH SHEATHING, TYP.


2x10 JOISTS, PER STRUCT. EXTENDING OUT PAST BEARING LINE "C" TO

BEAR ON EXT. WALL "D". TAPER JOISTS @ END TO ALLOW FOR SLOPED

ROOF


DRIP EDGE, TYP.


TRIM


SOLID BLOCKING BTW JOISTS @ BEARING LINE, TYP.


2x RIM


1/2" PRIMED & PAINTED SOFFIT


TRIM AROUND GARAGE DOOR OPENING, TYP.


5/8" TYPE X GWB BTW

GARAGE & FIRST FLOOR, TYP.


BLOCKING TO PROVIDE

NAILING SURFACE FOR 1x4

STRAPPING UNDER GWB


(2) 1.75" x 14" LVL BEAM W/1.5" XPS. IN BTW. PROVIDE SOLID 2x4 VERT.

BLOCKING @ 16" O.C. TO ACCEPT GRK FASTENERS, TYP.


FILL CAVITY W/DENSE

PACKED CELLULOSE, TYP. 

SOLID 2x10

BLOCKING BTW

JOISTS , TYP.


Second Floor

10' - 0"


D 

STAINLESS STEEL CABLE (EACH SIDE). PROVIDE

ISOLATION BTW BRACKETS, FASTENERS & GALVANIZED,

WRAPPED AWNING TO ENSURE TO ENSURE NO GALVANIC

ACTION. CABLE RATED FOR 1500#, EACH


EPDM RUBBER MEMBRANE OVER PREPARED  3/4"

PLYWOOD (TOP/BOTTOM). WRAP W/GALVANIZED SHEET

W/FLAT LOCK SEAMS 3

5
.0

0
°



DRIP EDGE, ALL SIDES, TYP.


TRIM (ALL SIDES) OF AWNING, TYP.


1/2" PRIMED & PAINTED SOFFIT


HOLD SIDING 4" UP FROM AWNING. PROVIDE CANT STRIP, &

INSTALL PEEL & STICK FLASHING 16" UP UNDER CEMENTITOUS

BOARD. PROVIDE METAL FLASHING TO COVER FIRST 4" OF REVEAL

& CANT STRIP.


FASTEN 2x6 AWNING JOISTS TO EXT. WALL W/(5)

RSS GRK SCREWS, TYP. SOLID BLOCKING @ MID-SPAN, TYP.


USE XPS INSUL. & SPRAY FOAM INSUL. TO SEAL

CAVITY, TYP.
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 1/4" = 1'-0"

A TYPICAL BUILDING SECTION


 1" = 1'-0"

C TYPICAL ROOF & EAVE DETAIL


 1" = 1'-0"

D TYPICAL RIM DETAIL


 1" = 1'-0" 
F TYPICAL SILL, FDN & FOOTING DETAIL 

 1" = 1'-0" 
J ROOF TRANSITION DETAIL


 1" = 1'-0" 
G HEAD + EAVE DETAIL


 1" = 1'-0" 
H SILL DETAIL


 1" = 1'-0"

E
TYPICAL WALL DETAIL


 1" = 1'-0"

B DETAIL @ STEEL BEAM - FLUSH FRAMED & PACKED


 1" = 1'-0" 
K TYPICAL DECK/RAIL DETAIL 

NEW SINGLE-FAMILY INFILL


OWNEROWNEROWNEROWNER

Nancy Boulanger

85 Little John Road

Yarmouth, ME 04096

(207) 653-5307 (cell)

boulan9@hotmail.com


GENERAL CONTRACTORGENERAL CONTRACTORGENERAL CONTRACTORGENERAL CONTRACTOR

Paul Grant

Wally J. Staples Builders

21 Greenwood Rd. Brunswick, ME 04011

(207) 725-7700 (office)

(207) 751-1683 (cell)

paul@wallyjstaplesbuilders.com

www.wallyjstaplesbuilders.com


 1" = 1'-0" 
M SOUTH FACADE GARAGE OPENING DETAIL 

 1" = 1'-0" 
N ENTRANCE AWNING DETAIL
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http://www.wallyjstaplesbuilders.com

