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GENERAL NOTES

/ INDEX


CHANNEL LINTEL BOTH SIDES, PER

SCHEDULE,  EXTEND  PAST OPENING EACH

SIDE, PER SCEDULE, W/, PER SCHEDULE, 5/8"

鄀 ␀̀☀⬀㈀㔀㘀 ⠀̀㌀㈀㬀㰀 㘀̀⠀㜀̀ᬀ Ԁ Ⰰ̀㜀㈀ 㨀̀␀⼀⼀̀̀⌀ ᐀̀ᬀԀ

MAX AND AT ENDS ABOVE EXISTING TO

REMAIN, PER SCHEDULE


3/16" 

3/8" x WALL WIDTH +3" x OPENING

LENGTH, PLATE @ BOTTOM OF

CHANNELS

REMOVE EXISTING MASORY AS

NEEDED FOR OPENING AFTER STEEL

LINTELS ARE ANCHORED IN PLACE


-TYP

3-12


OPENING SIZE


LESS THAN 4'-0


4'-0 TO 8'-0


LINTEL SIZE


C6 x 8.2


C8 x 11.5


EXTEND 

ANCHORS PER SHCEDULE 

(2) 5 /8" x 18" 

(2) 5 /8 " x 18" 

JAMB ANCHORS JAMB EXTENSION LENGTH


6" 

6" 

5 / 8" x 8" @ 12"


5 / 8" x 8" @ 18"


3/16"

-TYP


3-12 

VERIFY IN FIELD


4" MIN


SAW CUT CLEAN EDGE

OR REMOVE AND RESET

BRICK AT JAMBS FOR

CLEAN VERITCAL FINISH.


4" TYP


NEW LINTEL INSTALLATION IN EXISTING BRICK

N.T.S.
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