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1.) ALL STOREFRONT TO BE THERMALLY BROKEN WITH INSULATED GLAZING UNITS WITH LOW-E COATING ARGON FILLED UNITS


2.) TEMPER ALL GLASS AS REQUIRED BY BUILDING CODE


3.) PROVIDE SUB SILLS WITH DRAINED PANS WITH END AND BACK DAMS, PROVIDE COMPRESSION HEAD SLIP TRACKS


4.) PROVIDE FINISH TO MATCH ADJACENT EXISTING STOREFRONT, PROVIDE SAMPLE AND SHOP DRAWINGS FOR OWNER AND ARCHITECT APPROVAL PRIOR TO ORDER


5.) FOR STOREFRONT FRAME GEOMETRY AND ARRANGEMENTS SEE EXTERIOR BUILDING ELEVATIONS


6.) G.C. TO FIELD MEASURE ALL STOREFRONT UNITS PRIOR TO ORDER


7.) PROVIDE STANDARD HEAD COMPENSATING RECEPTORS (DEFLECTION HEAD)
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ALIGN MULL HEIGHTS WITH


ADJACENT OVERHEAD DOOR


PANEL JOINTS (SEE EXTERIOR ELEVATION)


STEEL REINFORCING WITHIN VERTICAL STOREFRONT MEMBER
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4 EQUAL GLASS PANELS
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