
12"


2" 

EXISTING BLOCKING &

ATTACHMENTS @

ROLL UP DOOR


L4X4X1/4" VERTS. @ 8'-6" O.C. MAX

.ALIGNED W/ EXTERIOR ROD

DIAGONAL CONNECTION - TYP.


L4X4X1/4" DIAG. @ 4'-4" O.C.

MAX. WELDED @ TOP WEB

OF EXISTING ROOF BEAMS

- TYP.


(E) ROOF BEAMS


5" 7"
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A325 GALV. BOLT TO PLATE 

PRE MANUFACTURED CANOPY PANEL

SYSTEM - SEE ARCHITECTURAL PLANS

FOR DETAILS - TYP.


W8X13 MIN


1/2" THICK 'T' PLATED BRACKET W/ 1"

MIN. EDGE TO HOLE DIMENSION 

1/2" THICK PLATE

CONNECTION W/ 1"

MIN. EDGE TO HOLE

DIMENSION


EXISTING C10 LINTELS

TO BE VERIFIED


6" X 3-1/2" X 1/2" THICK TAB PLATE @

TUBE TO W8 CONNECTION


C6X10.5 MIN. 
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'aa'


'aa'


'aa' DETAIL @

THRU BOLTS


L4X4 VERTS.


4X4X1/4" TAB WELDED

TO ANGLE


3/16"

-TYP


TYP.


SEE DETAIL FOR TAB @

BOLT CONNECTION 

(E) 3" THICK WOOD

DECKING TO REMAIN


S2.1 SECTION 3/4"=1'-0

A


EXISTING SOLID POURED

COLUMN W/ EXTERIOR STEEL

SHEET WRAP


6"



10
"


6"


2"
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& 'WEDGE' WASHERS


3 1/2" 

HSS10X6X1/2" 

HSS4X4X3/8"


3/8" PLATE FINISH WELD TO COLUMN

WRAP STEEL - TYP.


3/16"

-TYP


GARAGE DOOR EQUIPMENT - VERIFY

CLEARANCE @ REMAINING DOOR - SEE

ARCHITECTURAL PLANS FOR FURTHER

DETAILS


6
"


C8X11.5 CHANNEL BOLTED @ W8X13

CANOPY BEAMS W/ L3X3X1/8" X5-1/2"

ATTACHMENT ANGLES - TYP.


3/16"


WELD TAB @ GIRDER

BEAM @ CENTER

COLUMN IF REQUIRED


(N) 2x8 @ 16" O.C.


(N) 6x10 

(E) WF BEAM
(E) WF BEAM 

(N) 6x10 SQUASH BLOCKS

BOLTED TO (E) WF BEAM W/ (2)

᠀ሀᬀԀ鄀 㜀̀⬀㔀㠀 ─̀㈀⼀㜀㘀ᄀ


FASTEN (N) 6x10 BEAM TO

BLOCKING W/ (3) 5/16" x 5 1/8"

RSS TOE SCREWS


SHIM (E) BEAM TO BE

TIGHT AGAINST TOP

FLANGE.


FASTEN DECKING AT

EDGE OF NEW OPENING

଀─⠀㰀㈀㄀✀ఀ 㨀̀ሀ ᐀̀ሀᜀԀ鄀 嬀̀ ᜀ̀

1/2" WOOD SCREWS @ 12"

O.C. -TYP.


(N) (3) 7 1/4" LVL -TYP.


PROVIDE SIMPSON

DTT2Z  HOLD DOWN W/

᐀ሀᔀԀ鄀 嬀̀ ᐀̀ᔀԀ ⼀̀␀⨀ 㘀̀☀㔀⠀㨀

INTO 6x10 TIMBER -TYP.

@ FOUR CORNERS OF

POP-TOP ROOF.


2x6 @ 16" O.C. -TYP


7/16" OSB SHEATHING

-TYP FASTENING PER IBC


H3 HURRICANE CLIP @

EA. RAFTER -TYP.


5/8" ROOFTOP

SHEATHING -TYP.


S2.1 SECTION 3/4"=1'-0
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