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NOTES: 

ROOF FRAMING PLAN


1. SEE SHEET S1.0 FOR GENERAL STRUCTURAL NOTES

2. (E) INDICATES EXISTING TO REMAIN, (N) INDICATES NEW -TYP

3. CONTRACTOR TO SHORE ALL EXISTING CONSTRUCTION AS NEEDED TO MAKE ALTERATIONS

4. NOTIFY SI Inc. OF ANY DISCREPANCIES FOUND IN THE FIELD

5. VERIFY ALL OPENINGS LOCATION AND DIMENSIONS W/ LATEST ARCHITECTURAL DRAWINGS -TYP
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(N) 6x6 EDGE TIMBER AT ROOF DECK

OPENING FOR DECKING FASTENING

BETWEEN (E) STL BEAMS.  INSTALL

TIGHT TO BOT OF DECKING AND

NOTCH FOR SNUG FIT TO EXISTING

STL BEAM WEB.


(N) 6x6 (N)  6x6 (N)  6x6


SUPPORT 6x6 ON SOLID BLOCKING TO

BOT FLANGE OF WIDE FLANGE.


18" CANTILEVER MAX


CUT BACK EXISTING DECKING TO

CANTILEVER FROM LAST WF BEAM.  NOTE:

DECKING SHALL NOT "BEAR" ON NEW

LIGHT GAGE COURTYARD WALLS BELOW.

PROVIDE 1" MINIMUM DEFLECTION TRACK

OR CLIPS AT HEAD OF WALL -TYP.
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EXISTING WF. BEAMS TO REMAIN.

PROTECTIVE COATING PER ARCH.
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WOOD DECKING TO REMAIN -TYP UNO
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(1) #4 x 12" EPOXY SET PIN @ 24" O.C. @

NEW SLAB TO EXISTING -TYP.  3"

EMBED IN EXISTING SOG.


EXISTING SOG TO

REMAIN AS POSSIBLE.


STEP 

SLOPE LOW SLAB TO DRAIN PER ARCH


ASSUMED EXISTING FOUNDATIONS TO

REMAIN UNDISTURBED.  NOTIFY

ARCHITECT IF CONFLICT EXISTS


ASSUMED EXISTING COL ABOVE TO

REMAIN.  NOTIFY ARCHITECT IF

CONFLICT EXISTS


(N) 4" CONC SLAB ON RIGID INSUL ON 4"

COMPACTED CRUSHED STONE ON

VIRGIN SOIL.  3,500 PSI CONC W/ 5-7% AIR

ENTRAINMENT & W/C = .5 OR LESS W/ 6x6

- W1.9xW1.9 WWR ON 2" PLASTIC CHAIRS.

FIELD KINK WWR AT STEP IN SLAB.

CONTOL JOINTS @ 10'-0" O.C. MAX


DRAIN PER ARCH 

CUT SLAB AS INDICATED PER ARCH.


NOTES:


SLAB PLAN 

1. SEE SHEET S1.0 FOR GENERAL STRUCTURAL NOTES

2. (E) INDICATES EXISTING TO REMAIN, (N) INDICATES NEW -TYP

3. CONTRACTOR TO SHORE ALL EXISTING CONSTRUCTION AS NEEDED TO MAKE ALTERATIONS

4. NOTIFY ARCH OF ANY DISCREPANCIES FOUND IN THE FIELD

5. VERIFY ALL OPENINGS LOCATION AND DIMENSIONS W/ LATEST ARCHITECTURAL DRAWINGS -TYP


SCALE 1/8"=1'-0"
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HAUNCH SLAB PER SECTION

& ARCH AT STEP.


STEP 

PAVERS, SAND &

WATERPROOFING PER ARCH.
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3/4"=1'-0 S1.1

A


SECTION 3/4"=1'-0
S1.1 
B


SECTION 

#4 CONT. W/ 24" LAP AT STEP PERIMETER.


CHAMFER PER ARCH


WELDED WIRE REINFORCING PER PLAN


PAVERS, SAND, WATERPROOFING PER ARCH.


PIN (N) SLAB TO EXISTING 

THICKEN SLAB BELOW EXISTING SLAB AS SHOWN 

1" MIN 2" RIGID INSUL PER ARCH.


5" MIN STEP VERIFY W/ ARCH 

STOREFRONT BY OTHERS


CANTILEVER 2x DECKING OVER LAST

BEAM.  SEE PLAN FOR MORE INFO.


DIETRICH FLAT TAIL SLIDE CLIP  @ 32"

O.C.W/ (4) #12 TEK SCREWS  TO STEEL & (3)

TO STUD


TYPICAL BOX BEAM GIRT @ STOREFRONT & GARAGE

DOOR: DBL 1000S200-68 VERTICAL WITH 600T200-68 TOP

& BOT PLATE.  FASTEN ALL CORNERS W/ #12 TEK @ 6"

O.C. -TYP.


L1x1x20 GAGE CLIP WITH (2) #10 TEK INTO STUD

AND TRACK.


EXISTING DECK TO BE REMOVED.


18 GA. DEFLECTION TRACK @ TOP 1"

DEFLECTION -TYP.


2x6 EA. SIDE OF KICKER @ 8'-0" SPANNING

BETWEEN (E) STL BEAMS


(N) 4x4 LATERAL BRACE @ 8'-0" O.C.


(2) 5/8" CARRIAGE BOLTS EA. END.


(N) 1/4" x 3" x 6" PLATE TAB ONE SIDE FIELD

WELDED TO EXISTING BEAM ALL AROUND

W/ (2) 11/16"Ø HOLES.


(E) STL BEAM TO REMAIN


20 GA. STUDS -TYP.


4"
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SEE ARCHITECTURAL PLANS FOR

ADDITIONAL INFORMATION REGARDING


SLAB PLACEMENT ETC. -TYP


TYPICAL JOINTS AT INTERIOR SLAB-ON-GRADE 

CONTROL JOINT


SAWCUT JOINT 1/4 DEPTH OF SLAB


CONCRETE SLAB-ON-GRADE


SEE PLAN


JOINT LOCATION

SEE PLAN


ON PREPARED SUB-GRADE

IF REQUIRED, SEE PLAN.
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