
1 
1 1/2" =  1'-0"


NEW WALL MEETS EX ISTING BRICK WALL PLAN DETAIL


2 
1 1/2" =  1'-0"


CORNER PLAN DETAIL @  EX TERIOR WALL LOCATION


5

1 1/2" =  1'-0"


TYPICAL STOREFRONT HEADER SECTION DETAIL 

3 
1 1/2" =  1'-0"


INFILL WALL PLAN DETAIL AT BRICK WALL LOCATION


4 
1 1/2" =  1'-0" 

TYPICAL STOREFRONT WINDOW SECTION DETAIL 

3/8" SHIM WITH BACKER ROD AND


SEALANT


CONTINUOUS PT BLOCKING 

RIGID INSULATION WITH GALVANIZED


STEEL HORIZONTAL Z -FURRING


2x PT BLOCKING 

3/8" BACKER ROD AND SEALANT


'MUD' TYPE J-CHANNEL


EX ISTING STEEL BEAM


CONNECT NEW WALL EX ISTING STEEL BEAM WITH MTL CLIP


ANGLES 32" O.C.; SEE STRUCTURAL DRAWINGS


6" MTL STUD WALL - TYPICAL


5/8" GWB


'MUD' TYPE CORNER BEAD 

NEW CUSTOM STOREFRONT


CENTERED ON MTL STUD WALL

METAL DRIP CAP EX TRUSION


COLOR MATCH STOREFRONT 

METAL DRIP CAP EX TRUSION -

COLOR MATCH SIDING


ADHERED METAL FLASHING LAP OVER DRIP


EDGE AND SEAL TO DRAINAGE PLANE 

FIBERCEMENT PANEL SIDING STAINLESS


STEEL EX POSED FASTENERS COLOR


MATCHED TO SIDING COLOR METAL


JOINT TRIM AND FLASH JOINTS PER


MANUFACTURERS INSTRUCTIONS


DRAINAGE PLANE


CONTINUOUS SEALANT BEAD


AND BACKER ROD - COLOR


MATCH STOREFRONT 

METAL DRIP CAP EX TRUSION -

COLOR MATCH LAP SIDING


1/2" CHAMFER ON CONCRETE


SILL  AT ALL STOREFRONT


LOCATIONS - TYPICAL


2x PT BLOCKING AS REQ UIRED


4
"


PREFINISHED MTL COUNTER FLASHING


PREFINISHED MTL FLASHING WITH HEMMED EDGE


PREFINISHED MTL COUNTER FLASHING


EX ISTING MASONRY WALL APPLY NEW WATERPROOF


PAINT TO EX TERIOR FACE OF BRICK WALL


PREFINISHED MTL FLASHING WITH HEMMED DRIP EDGE


STRIP OF EPDM WITH SEALANT BEADS


2" X PS INSULATION


EPDM MEMBRANE TO LAP ONTO EX ISTING


MEMBRANE ROOF MINIMUM 12"  AND RUN DOWN


FACE OF WALL LAP OVER WALL DRAINAGE PLANE


NEW TAPERED INSULATION MINIMUM SLOPE 1/4" PER FOOT


STRIP OF EPDM WITH SEALANT BEADS


1/2" GALVANIZED METAL HAT


CHANNEL RUN VERTICALLY @  24" O.C.


PREFINISHED METAL VERTICAL SIDING WITH EX POSED


FASTENERS COLOR MATCHED TO SIDING


1/2" CHAMFER ON CONCRETE AT


STOREFRONT LOCATION - TYPICAL 

PRE-FINISHED MTL SILL PAN WITH HEMMED


EDGE  PAINTED TO MATCH STOREFRONT


THERMALLY BROKEN STOREFRONT


FRAME WITH DRAINED SUBSILL TYPICAL


3/8" SHIM WITH BACKER


ROD AND SEALANT


1
"


2" X PS INSULATION - TYPICAL 

TAPERED SLAB 1/4" PER FOOT - TYPICAL


CARLISLE - MIRADRAIN 9000 - FABRIC SIDE UP


ADDITIONAL LAYER OF FILTER FABRIC ON TOP OF MIRADRAIN LAYER


2" LAYER OF SAND


STONE PAVERS - TBD BY OWNER 

6" CRUSHED STONE - TYPICAL 

CONCRETE SLAB EX ISTING SLAB


ALIGN MULLIONS WITH ADJACENT


GARAGE DOOR PANELS


FIBER CEMENT END PANEL TRIM


COLOR MATCH PANELS - TYPICAL


DRAINAGE PLANE


2" X PS INSULATION


2x PT BLOCKING


1/2" GALVANIZED METAL HAT CHANNEL 24" O.C.


FIBERCEMENT PANEL SIDING STAINLESS STEEL


EX POSED FASTENERS COLOR MATCHED TO


SIDING COLOR, METAL JOINT TRIM AND FLASH


JOINTS PER MANUFACTURERS INSTRUCTIONS


6" MTL STUD WALL


CONT. SEALANT BEAD AND BACKER


ROD - COLOR MATCH SIDING


WEATHER STRIPING COLOR


MATCH PANEL SIDING


REPLACE EX ISTING 5/8" GWB WITH 5/8" DENSGLASS


NEW HEADER; SEE STRUCTURAL


DRAWINGS


2" X PS INSULATION


NEW DRAINAGE PLANE ADHERED DENSGLASS RUN


AND SEAL TO EX ISTING MASONRY WALL


3/8" BACKER ROD AND SEALANT CONTINUOUS


OVERHEAD DOOR HARDWARE INSTALL PER MANUFACTURER


INSTRUCTION G.C. TO PROVIDE BLOCKING AS REQ UIRED


5/8" GWB


'MUD' TYPE CORNER BEAD


'MUD' TYPE CORNER BEAD


EX ISTING MASONRY WALL APPLY


NEW WATERPROOF PAINT TO


EX TERIOR FACE OF BRICK WALL


1
0

1 2
"


NEW CUSTOM STOREFRONT


CENTERED ON MTL STUD WALL


6" MTL STUD WALL


5/8" GWB


'MUD' TYPE CORNER BEAD 

2" X PS INSULATION


2x PT BLOCKING


1/2" GALVANIZED METAL HAT CHANNEL 24" O.C.


FIBERCEMENT PANEL SIDING STAINLESS STEEL


EX POSED FASTENERS COLOR MATCHED TO


SIDING COLOR METAL JOINT TRIM AND FLASH


JOINTS PER MANUFACTURERS INSTRUCTIONS


'MUD' TYPE J-CHANNEL


3/8" BACKER ROD AND SEALANT


DRAINAGE PLANE RUN ONTO WALL AND


SEAL TO EX ISTING MASONRY MINIMUM 3"


FIBER CEMENT END PANEL


TRIM - COLOR MATCH PANELS


5/8" DENSGLASS


CONTINUOUS SEALANT


BETWEEN FIBER CEMENT TRIM


AND MASONRY WALL - TYPICAL


5/8" GWB


1
'-
6
"


3/8" BACKER ROD AND SEALANT


EDGE OF CONCRETE SLAB BELOW


NEW CUSTOM ALUMINUM


OVERHEAD DOOR


INTERIOR


INTERIOR 

INTERIOR 

INTERIOR


INTERIOR


EX TERIOR 

EX TERIOR


EX TERIOR 

EX TERIOR


EX TERIOR


6" BATT INSULATION


INFILL CAVITY WITH BATT INSULATION


SLOPE


1/4" PER FOOT


4'-6"


INFILL ALL VOIDS WITH BATT


INSULATION


NEW CUSTOM STOREFRONT


CENTERED ON MTL STUD WALL


2x PT BLOCKING 1523.C


A5-0


DETAILS
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