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Hoo . EXHAUST Rﬁ'g?;l(’g, TOTAL HOOD (HOOD CONFIG | sc_psp cUnited Stotesd — US Patent 7963830 B2
N TAG MODEL LENGTH |[COOKING| TOTAL SUPPLY CONSTRUCTION END TO ROW | AC-PSP Wall (Canada) — CA Patent 2820509
: TEMP. |EXH. CFM| WIDTH |LENG. [HEIGHT| DIA. [ CFM | S.P. CFM END AC-PSP Island <Canada) - CA Patent 2520330
5430 600 430 SS
1 ND-apsp—f | 12 000" | peg, 4020 100 | 38" | 4 4020 |-1185"[ 3417 |\, oo Fyposed | ALONE | ALONE
00D INFORMATION
FILTERCD LIGHT(S) I UTILITY CABINETCS) FIRE | HooD
HOO: FIRE_SYSTEM ELECTRICAL SWITCHES
TAG EFFICIENCY @ 9 WIRE SYSTEMHANGIN
NO. TYPE @TY .| HEIGHT (LENGTH MICRONS ary. TYPE GuaRp| LOCATION SIZE TYPE SIZE MODEL # QUANTITY PIPING | WGHT
1 Captrate Solo Fllter 9 20" 16* 93% See Filter 4 Screw In Compact NO Right 12°x54°x30" SC-211110FP 1 Light NO 867
Spec. 1 Fan LBS
00D OPTIONS
HOCD| tag OPTION
BACKSPLASH  80.00° High X 156.00° Long 430 SS Vertical
RIGHT QUARTER END PANEL 23" Top Width, 0’ Bottom Width, 23" High 430 SS
1 STRUCTURAL FRONT PANEL
LEFT VERTICAL END PANEL 27° Top Width, 21 Bottom Width, 80° High Insulated 430
SS
ERFORATED SUPPLY PLENUM(S)
HOOD RISERCS)
No, | TAG [ PoOS. |LENGTH| WIDTH |HEIGHT| TYPE [\ inrnliencl oia [ crm | sp.
Mua | 1er [ a4 683 | 0.206*
Mua | ter [ 24 683 [ 0.206*
1 Front | 156* | 20° [ Mua | 1er [ a4 683 | 0.206°
MUA_ | 12* | 247 €83 | 0.206% SPECIFICATION: CAPTRATE® GREASE-STOP®SOLO FILTER
Mua | 1er | a4 683 | 0.206*
THE CAPTRATE GREASE-STOP SOLO FILTER IS A SINGLE-STAGE FILTER FEATURING

A UNIQUE S-BAFFLE DESIGN IN CONJUNCTION WITH A SLOTTED REAR BAFFLE DESIGN,
TO DELIVER EXCEPTIONAL FILTRATION EFFICIENCY.

FILTER IS STAINLESS STEEL CONSTRUCTION, AND SIZED TO FIT INTO STANDARD

2-INCH DEEP HOOD CHANNEL(SD.

UNITS SHALL INCLUDE STAINLESS STEEL HANDLES AND A FASTENING DEVICE TO SECURE THE TwO

COMPONENTS WHEN ASSEMBLED.

GREASE EXTRACTION EFFICIENCY PERFORMANCE SHALL REMOVE AT LEAST 75X OF GREASE
PARTICLES FIVE MICRONS IN SIZE, AND 907% GREASE PARTICLES SEVEN MICRONS IN SIZE AND
LARGER, WITH A CORRESPONDING PRESSURE DROP NOT TO EXCEED 1.0 INCHES OF WATER GAUGE.

THE CAPTRATE GREASE-STOP SOLO WAS TESTED TO ASTM STANDARD ASTM F2519-0S.

FILTER COLLECTION EFFICIENCY 2" G puw'(‘unswsags‘m, Eilter

TILTRATION RETICIENCY (%)
—]

]

PARTICLE DIAMETER (um)

CAPTRATE FILTERS ARE BUILT IN COMPLIANCE WITH.

NFPA #96

NSF STANDARD #2

UL STANDARD #1046
INT. MECH. CODE <IMC>
ULC-S649
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XHAUST FAN INFORMATION — Job#2870108
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4 MINIMUM 3FT SERVICE
| , | CLEARANCE REQUIRED ON THIS
I 38 | END OF THE HOOD FOR
ACCESS INTO UTILITY
54 UL. Listed Screw In CABINET COMPONENTS
Compact Fluorescent Bulb
) O O @)
Utilty
| 24 I I 243 I aug. I IEII 247 I I 24lé]_Calolce't
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72" ! 72
—- 17 1/4* |— 30 1/4* —|— 30 172 —|— 30 1/2' 30 1/74* —|
12 0.00’Nom./12’ 0.00°0D = 12 =
13’-0.00 Overall Length
. PLAN VIEW — Hood #1
12 0.00" LONG 5430ND—2—PSP—F
NOTE: Additional hanging angles provided for hoods 12’ and longer.
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HOOD CORNER
SCREW IN COMPACT FLUORESCENT BULB, LSS HANGING ANGLE
SERIES E26 CANOPY LIGHT FIXTURE - HIGH
TEMP ASSEMBLY, INCLUDES CLEAR THERMAL
544 AND SHOCK RESISTANT GLOBE
EXHAUST RISER
ATTACHING SUPPLY RISER
HANGING ANGLE ~ PLATES WITH VOLUME DAMPER
HOOD 7ABLE 23,57 OPEN STAINLESS
50¢ CAPTRATE SOLO ] = 47 | — STEEL PERFORATED PANEL tom comes
FILTER WITH HOOK ] Y 6 SR i
3’ INTERNAL STANDOFF —m| ] [— 20 _‘| 1 yE G s
30' NDM. FLAT WASHER
24* ye -0 m
IT IS THE RESPONSIBILITY / STEEL HEXCNITS
OF THE ARCHITECT/OWNER TO
ENSURE THAT THE HOOD CLEARANCE ASSEMBLY INSTRUCTIONS
FROM LIMITED-COMBUSTIBLE HANGING ANGLE MUST BE SUPPORTED WITH 1/2° - 13 TPI
AND COMBUSTIBLE MATERIALS GRADE 5 (MINIMUM) ALL-THREAD. SANDWICH HANGING
IS IN COMPLIANCE WITH / ANGLES AND CEILING ANCHOR POINTS WITH 1/2* GRADE 5
LOCAL CODE REQUIREMENTS. 23" (MINIMUM)> STEEL FLAT WASHERS AND 1/2° - 13 TPI
2 DOUBLED HEX NUT CONFIGURATION BENEATH HODD HANGING
GREASE DRAIN _/ / ANGLES AND ABOVE CEILING ANCHORS. MAINTAIN 1/4‘ OF
WITH REMOVABLE CUP 48,0" MAX EXPOSED THREADS BENEATH BOTTOM HEX NUT. TORQUE
ALL HEX NUTS TO 57 FT-LBS.
% —— 23- —|
RIGHT QUARTER END PANEL

80

GAS CHASE cuTOUT /
(FOR GAS AND POWER LINES) ~ ™

LEFT VERTICAL END PANEL
WITH ADJUSTABLE LEGS

BACKSPLAKH 80.00” HIGH

/‘ X 156.00 [[LIING
1 80

47

20"

EQUIPMENT

— BY WTHERS
2

4 /2"
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— 210 —]
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SECTION VIEW — MODEL 5430ND—2—PSP—F

CUSTOMER APPROVAL TO MANUFACTURE:

FaN WEIGHT
UNIT | TAG FAN UNIT MODEL # CFM ESP. RPM HP. | BHP.| ¢ |VOLT| FLA LBSY SONES
NO. -
1 NCA24HPFA 4020 1750 1031 | 3.000 (19620 1 230 170 299 20
MUA FAN INFORMATION — Job#2870108
FAN
UNIT | TaG FAN UNIT MODEL # LOveR | HOusING [ DESION | esp, | reM | e, [BHP.| o |voT (Fial WEIGHT |sones
NO. -
2 A2-G12 G12 A2 3417 0.400 696 1,500 [0.9590] 1 230 |68 385 174
AN _OPTIONS
FAN
UNIT | TAG OPTION <Qty. - DescrJ
NO.
1 - Grease Box
0 1 - 3 Year Extended Motor Warranty
1 - Extra Set of Belts
1 - Fan Base Ceramic Seal - For Grease Ducts
1 - Full Crating For Untempered Fans
2 1 - Gravity Backdraft Damper for Size 2 Housing
1 - Extra Set of Belts
1 - 3 Year Extended Motor Warranty
'AN ACCESSORIES
FAN EXHAUST SUPPLY
UNIT | TAG
NO. GREASE|GRAVITY | WALL SIDE GRAVITY | MOTORIZED | WALL
CUP | DAMPER [MOUNT |DISCHARGE| DAMPER DAMPER [MOUNT
1 YES
2 YES
URB ASSEMBLIFS
ON
NO. FAN WEIGHT ITEM SIZE
1 # 1 48 LBS Curb 31.500°W x 31.500°L x 24.000°H Vented Hinged
2| #2 S50 LBS Curb 31.000°W x 31.000°L x 24.000°H
AN SOUND INFORMATIO
FaN DISTANCE
UNIT MOTOR RPM LWA | SONES | DBA FT OCTAVE 1 | OCTAVE 2 | OCTAVE 3 | OCTAVE 4 | OCTAVE S | OCTAVE 6 | OCTAVE 7 | OCTAVE 8
NO.
1 Exhaust 1031 83 20 71.5 S 76.6 89.6 87 791 74 715 66.4 62.4
2 Supply 696 79.4 171 679 S 85.4 828 779 752 736 72 683 65.3
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HOOD — #1

L SUPPLY PLENUM
INIMUO HANGING ANGLE

2 - 13 TPL

GRADE 5 _CMINIMUM)'

STEEL HEX NUT SUPPLY PLENUM
HANGING ANGLE

1/2* GRADE S5

CMINIMM STEEL" ANCHIR POINT

FLAT WASHER FOR SUPPLY
PLENUM
1/2* GRADE S
CMINIMUM STEEL-
FLAT WASHER
2 - 13 TPL
GRADE 5 _CMINIMUM
STEEL HEX NUT

ASSEMBLY INSTRUCTIONS

HANGING ANGLE MUST BE SUPPORTED WITH 1/2‘ - 13 TPI
GRADE S (MINIMUM)> ALL-THREAD. SANDWICH HANGING
ANGLES AND CEILING ANCHOR POINTS WITH 1/2° GRADE S
(MINIMUM> STEEL FLAT WASHERS AND 1/2‘ - 13 TPI
GRADE S (MINIMUM> HEX NUTS AS SHOWN. MUST USE
DOUBLED HEX NUT CONFIGURATION ABOVE CEILING
ANCHORS. SINGLE HEX NUT BENEATH HANGING ANGLE IS
ACCEPTABLE FOR PSP HANGING ANGLES. MAINTAIN 1/4‘ OF
EXPOSED THREADS BENEATH BOTTOM HEX NUT. TORQUE
ALL HEX NUTS TO S7 FT-LBS.
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JOBWashington Ave Restaurant r2

LOCAZ70N BIDDEFORD, ME,

DATE 12/21/2016 JOB # 2870108
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FAN SCHED

HOOD ELE

FOR CONSTRUCTION

CONG TU BOT RESTAURANT
DETAILS AND SCHEDULES
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Reviewed for Code Compliance
Inspections Division
Approved with Conditions



