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New Bedroomm
in

Driveway length

Grade

Upper Level
Elevation

Main Level
Elevation

Lower Level
Elevation

Upper Level
Elevation

Main Level
Elevation:

Lower Level
Elevation

Main Level
Elevation: 122.3'

Upper Level
Elevation

Lower Level
Elevation

Lower Level
Bedroom Elevation

New wooden stairs 
to grade below - 6" risers

and 12" treads

Exist retaining wall
beyond

3'
-6

"

Lower Level

Main Level

Upper Level

CXW14

Lower Level
Bedroom Elevation

2'
-1

0"

2'
-1

0"

3'
-6

"

3'
-6

"

6"
4"

3'
-6

"

3'
-6

"

4"
 m

in
6"

7'
-6

"

2 
7/

8"
(+

/-)

7 
1/

2"
 (+

-)

Built-up beam - refer to Structural

3'
-6

"
3'

-6
"

Support beam - refer to StructuralWood post - refer
to Structural (typ)

4'-10 1/2" 7'-8 3/4"

4'-8 3/4"

Center line of 4x4 post

3'-5 1/2"

12 4
124

Grade

Grade

New metal chimney -
refer to Mechanical Drawings

2'
-0

"

2'
-0

"

Refer to Landscape Plan
for grade changes

New 12" high parapet
w/ metal drip edge

New downspout

New scupper

12
3

New metal chimney -
refer to Mechanical Drawings

New steps
Trex Decking with
a natural wood finish,
vertical balusters and
a 2x4 top rail cap 

New retaining wall - refer to
structural for details

New wooden stairs 
to grade below - 7" risers
and 13" treads

New wooden stairs 
to grade below - 6" risers
and 12" treads 

New Decks
Trex Decking with
a natural wood finish,
vertical balusters and
a 2x4 top rail cap 

New wooden stairs 
to grade below -

7" risers and
13" treads 

New decks
Trex Decking with
a natural wood finish,
vertical balusters and
a 2x4 top rail cap 

General Notes

New window color shall match the existing windows.
Existing windows are Andersen Windows.

A vertical reinforced joining material by Andersen Windows
shall be installed in multiple configured units.

Refer to Landscape Plan for new grade elevations.

Extend roof deck

Decking
Sleepers
1" Thermax

Continuous 2x10 ledger

Head height of new door.
Window - refer to plan and elevations

2x10 joists @ 16" O.C.

2" Thermax

6x6 structural post -refer to Structural

Line of existing building

New Gliding
Window #G32

New gutter and downspout

New gutter and downspout

New gutter and
downspout

New gutter and downspout

Stair from parking
to grade beyond

4
A3.1

4
A3.1

3
A3.1

sim

7
A3.1

Post beyond - refer to
Structural

(2) 2x8 PT beam
(platform support)

(4) 4x4 PT post on pre-cast
tapered piers (typ)

4 1/2" 4 1/2" Edge of 2x12 stringers

4'-1 1/4"
(2) 2x8 PT beam

(platform support)
refer to Detail 8/A3.1

for connection at
exterior wall

4x4 PT post on pre-cast
tapered piers

4'-6 1/2"
Sonotube pier
@stringers

Sonotube pier
@stringers

Sonotube pier
@stringers

Sonotube pier
@stringers

8'-4"

4
A3.1

7
A3.1

5
A3.1

Refer to Landscape
Plans for grade elevation


