
10"

BENT DIAMOND PLATE TREAD
AND RISER

7 
3/

4"

STEEL CHANNEL - REF
STRUCT

BENT DIAMOND PLATE
LANDING

3"

1/
4"

1-1/2' O.D. HANDRAIL
WALL - SEE PLAN

1'-0"
LINE OF TREAD
BELOW

1-1/2' O.D. HANDRAIL
GYP BD WALL - SEE PLAN

3"
HANDRAIL BRACKET
@48" O.C. MAX

WOOD BLOCKING
BEHIND GYP BD
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1-1/2' O.D. HANDRAIL
LINE OF TREAD BELOW
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11"

3/4" WOOD TREADS AND
RISERS

4 2X12 WOOD STRINGERS

1"

1-1/2' O.D. HANDRAIL
3"

HANDRAIL BRACKET
@48" O.C. MAX

MTL CABLES OR RODS
SPACED 4" MAX

1-1/2' O.D. GUARDRAIL -
FINISH TBD

4"
M

A
X

MTL SIDING
AIR BARRIER
HUNTER PANEL

5/8" TYPE "X" DENSGLASS
SHEATHING - UP TO RATED
ROOF ASSEMBLY
2X6 WOOD STUDS W/
BLOWN CELLULOSE
INSULATION FULL CAVITY

STL COLUMN - SEE STRUCT
1X WOOD BLOCKING
5/8" TYPE "X" GYP BD.

4 3/4"

5 
3/

4"

2X12 JOIST PER STRUCTURAL W/
ACOUSTIC BATT INSULATION

SOUND ISOLATION CHANNEL
HANGERS

7/8" METAL HAT CHANNEL
FURRING
2 LAYERS OF 5/8" TYPE X
GYPSUM BOARD
1 LAYER OF 5/8" TYPE X
GYPSUM BOARD

LVL - SEE STRUCT

FLOOR ASSEMBLY

GYP BD TO CONTINUE PAST
STRUCTURE TO UNDERSIDE OF
FLOOR DECK TO ACT AS FIRE STOP
WALL ASSEMBLY

WOOD JOISTS

2 X 6 CEDAR
BOARDS RUN
HORIZONTALLY
SPACED 1" APART

2 X 8 CEDAR CAP

4 X 4 CEDAR POSTS
- SPACED 6' APART -
SET IN CONCRETE

2'
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1

A1.3A3.2

STAIR SECTION
SCALE: 1/2" = 1'-0"2'-0"

2

A3.1A3.2

TYP. RISER TREAD DETAIL
SCALE:1-1/2" = 1'-0"8"

3

A3.2A3.2

EXTERIOR TREAD/RISER DETAIL
SCALE: 1-1/2" = 1'-0"8"

6 HANDRAIL DETAIL
SCALE: 3" = 1'-0"4"

4 HANDRAIL SECTION
SCALE: 3" = 1'-0"4"

5 HANDRAIL DETAIL
SCALE: 3" = 1'-0"4"

7 HANDRAIL SECTION
SCALE: 3" = 1'-0"4"

11

A3.1A3.3

T.O. RATED EXT WALL DETAIL
SCALE: 1-1/2" = 1'-0"8"

8

A1.1A3.3

COLUMN WRAP DETAIL
SCALE: 3" = 1'-0"4"

9

A3.1A3.3

LVL WRAP DETAIL
SCALE: 1-1/2" = 1'-0"8"

10

A1.1A3.3

INTERIOR BEARING WALL DETAIL
SCALE: 1-1/2" = 1'-0"8"

12

A3.1A3.3

FENCE DETAIL
SCALE: 3/4" = 1'-0"1' - 4""
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