BRICKS TO BE USED: BRICKS TO BE USED: S
NEW CONSTRUCTION: NEW _CONSTRUCTION: NOTE: [ o
4"X8” PINE HALL PATHWAY PAVER 4°X8” PINE HALL PATHWAY PAVER MATCH GRADE OF EXISTING
BRICK, MFG. BY PINE HALL BRICK CO., BRICK, MFG. BY PINE HALL BRICK CO., DRIVEWAY AT R.OW. LINE FLow
MADISON, NORTH CAROLINA. LACHANCE MADISON, NORTH CAROLINA. LACHANCE EXCEPT WHEN DIRECTED. o~ e FLOW
ITEM #193623, PINE HALL PATHWAY ITEM #193623, PINE HALL PATHWAY OTHERWISE BY CITY ENGINEER.
PAVER BRICK. ——————10" AGGREGATE BASE COURSE, PAVER BRICK. \ \
12” AGGREGATE BASE COURSE, TYPE "B” GRAVEL TYPE "B” GRAVEL
REPAIR/MAINTENANCE TO EXISTING BRICK : " o no» REPAIR/MAINTENANCE TO EXISTING BRICK ST
SIDEWALKS: VERMONT PAVER, SUPPLIED b, SEED. & Clommy 00> PAVEMERT, GRADING "B™ SDFWALKS: VERMONT PAVER, SUPPLIED
BY GAGNE AND SONS. SPECIFICATION ———— 2" BITUMINOUS PAVEMENT, GRADING "B” (19mm) DIRECTED. BY CITY BY GAGNE AND SONS. SPECIFICATION
NUMBER "VERMONT BACKER BRICK”, ENGINEER —— CLEAN SAND SWEPT INTO JOINTS NUMBER "VERMONT BACKER BRICK”, RIGHT OF WAY 30 \45
ITEM NO. #VBBB n ~1” DRY SAND CEMENT MIX (6:1) FOR  [TEM NO. #VBBB
BORDER COURSES ——1” DRY SAND CEMENT MIX (6.1) FOR BASE : _ B | ‘
oF BRICK SET IN BASE i Reviewed for.Code Compliance
CEMENT MORTAR CLEAN SAND SWEPT INTO JOINTS BRICKS LAID FLAT 4” LOAM, SEED & MULCH 5 Inspections Division
OR USE APPROVED 6 " SIDEWALK BITUMINOUS, BRICK OR SIDEWALK - 6" : %
EDGE RAIL. 12 —~— 6 7" REVEAL CONCRETE. DRIVEWAY LENGTH AS REQUIRED ——= LA Approved with Conditions
Ao ds = - /{ APRON TO BRING 3’ BEYOND |P <o
STRP | 17 p AL A A7 SECTION (3 7 1 7
IS0s1 5 VS USw, 1" BITUMINOUS STRIP FOR N.T.S. . 10/2 /
Z ii% %@%@%@%% t ESPLANADE I BRICK AND CONCRETE APRONS NOTES: TE Date-
S S FINISHED STREET GRADE / \ ESPLANADE : Q/cp
ENZE | FINISHED STREET GRADE . { . . 1.INSTALL BACKFLOW VALVE WITH RUBBER SEAL IN EACH FOUNDATION
s 6" MINIMUM |o* FARE 6" MINIMUM DRAIN SERVICE.
GRANITE CURB GRANITE_CURB [<yp 3~ GRANITE CURB 2. IF SUMP PUMP IS UTILIZED INSTALL CHECK VALVE AT SUMP
- WIDTH VARIES _ TIPDOWN VARIES TIPDOWN PUMP. -
- WIDTH VARIES — 5" MINIMUM BORDER BRICK COURSE, SET IN — — - = 5
CEMENT MORTAR OR USE APPROVED
EDGE RAIL (TYP.). /
DRIVEWAY APRON LAYOUT SEWER FOUNDATION DRAIN g
E DRIVE : BASE BRICK SIDEWALK WITH BITUMINOUS BASE ZRVENA _
N oRILE o SERVICE_CONNECTION N
NOT TO SCALE =
>
EDGE OF EASEMENT L
APPLY TACK COAT (MIMIMUM OF 5’ FROM >
0" 4/ (M.D.0.T. SPEC. SECTON 409) NOTE: ————— PERVIOUS, INTERLOCKING PAVERS FACE OF BUILDING) <
PROPOSED ROADWAY FILTER COURSE MUST BE A MINERAL SOIL — 4" 3/4” CRUSHED STONE (CHOKER COURSE)
(SEE TYPICAL ROAD SECTION) MG SPECIFICATION WITHIN TABLE 7.7.3, 8” BANK RUN SAND (FILTER COURSE) , O
‘ 3” PEA GRAVEL |- 7' CAST—IN—PLACE TIPDOWN o 6" Z 9
- " TABE 773 WDoT SPEc —— 4" (MIN.) 1 1/2” CRUSHED STONE (RESERVOIR COURSE) | 4"‘—|<* 5 =
— T ¥ FOR AGGREGATE v v SIDEWALK FLUSH TO X =
e / (MDOT #703.01) " REVEAL STREET | v FINISH GRADE 5 N
L E%SJ(':%REAVEMENT SIEVE SIZE |% BY WEIGHT e SERVICE. BOX M o
e > 100 4> — — 17 DRIVEWAY LIP WITH ROD
% s SAW CUT AND REMOVE 8 el e . /_ %
EXIST. TOP COURSE #4 95-100 R [ R R 6 CURB STOP o
PAVEMENT FOR A 48 80—100 : RN TR R L (TYPE K) COPPER /_
DISTANCE OF 12” OR TO T L___
SOUND PAVEMENT, #16 - - TIZZ  SERVICE ON I~
HOT BITUMINOUS SURFACE PAVING WHICHEVER IS GREATER. #30 25-60 s B ; GUTTER LINE | PRIVATE TO
= BE ACCEPTABLE
#60  [10-30 DAL I JIAL NN A TO TOWN ) 2
HOT BITUMINOUS BINDER PAING —— #100 2-10 \ [YPICAL TIPDOWN CURB INSTALLATION CORPORATION STOP COPPER OR BRASS - I g
AGGREGATE BASE AND SUBBASE GRAVELS #200 0-5 (8—10% IMPERVIOUS LINER: NOT TO SCALE : = 5
(SEE TYPICAL ROAD SECTIONS FOR DETAILS) PREFERRED) DEPENDING ON ACTUAL DEPTH TO BEDROCK Q e =
AND SOIL CONDITIONS, AN IMPERVIOUS LINER 3 O |
MAY NEED TO BE INSTALLED BETWEEN THE g a | &
RESERVOIR COURSE AND NATURAL GROUND.
TYPICAL PAVEMENT JOINT NOT TO SCALE [YPICAL WATER SERVICE CONNECTIO I
NOT TO SCALE NOT TO SCALE < | @ II
o | <« I
R 8 !
- | |
Section 1 - Transportation Systems and Street Design Section 4 - Landscaping and Landscape Preservation 51 g 8 a
CL PIPE AND TRENCH City of Portland Technical Manual Adopted 7-19-10 Rev. 6-17-11; 7-21-11 City of Portland Technical Manual134134 Adopted 7-19-10 Rev. 6-17-11 £ % g g ;
F 5 & 88| ©
—=— PAVED AREAS UNPAVED AREAS ——— == jgm
PLACE SILTSACK FINISH GRADE LOAM AND SEED NOTES: BEe
CRATE MY BE SILTSACK PLACED IN \ e B 16"¢ EXPANDABLE TREE OPENING. 0.25" SLOT OPENINGS. > Egd
77777 d : w
REPLACED DURING TO FRAME & GRATE PAVEMENT BUILDUP [~ HLU—L—LJl1J —SIDE OF TRENCH AT Nl M :-cirications and Space Use - S &8s
CONSTRUCTION. INSTALLATION. AS REQUIRED : : i MAY BE SLOPED SIDEWALK MATERIAL PER CITY SIDEWALK MATERIAL POLICY. ] | &k
= T
CATCH BASIN gﬁgETYTO MEET roduct et ke Hich E SRt
BACKFILL WITH S ! BRRUIREMENTS Ties: As manacired by Der e ads WHEN THE TREE GRATE IS INSTALLED IN A CONCRETE SIDEWALK, A & 2% E@gz2e
ELCAVATED MATL S WHERE EXTRA I oy 2610 NOTCH MUST BE INSTALLED ALONG THE EDGE TO HOLD THE GRATE, HENNEELE
EX. GRADE CNISH GRADE INSTALL CRUSHED OR SELECT BACKALL ™ / WIDTH IS P WHEN INSTALLED IN A BRICK SIDEWALK IT REQUIRES A FRAME TO BE 5 a8 8 s
STONE AROUND THE AS DIRECTED BY THE o / POSSIBLE INSTALLED TO HOLD THE GRATE IN PLACE. 582 5/8|2 &
EDGE TO HOLD SACK ENGINEER | / VARIABLE Materials Centerbearn: 2 schedue 40 pipa (2.375° 00) 212 5 833
IN PLACE 'V DEPTH IN E RIng: 1.57 O0 11 gauge tube
=T ACCORDANCE
SELECT BACKFILL ———m o “N\TO PIPE DEPTH L:
) =N = MAINTAIN TRENCH Fimishes Anaﬁu'fat:'mr'u hmilgpedgahr:anlm:lﬂnlmlssta'da'cllj z
PIPE SIZE AS ~J*  WIDTH TO TOP OF Sl gt sk ol R
J\ J\ NOTED ON PLANS - SELECT BACKFILL | g 9
o Our powwdar coat finish assunes 3 high level of adhesion -~ 0 @ g
O and durahility by following these steps: th, = &&
” . 1. sandblast T @ 9 9
EXISTING BASIN NEW_INSTALLATION 344" CRUSH st o eeptt petesnt S E Sws
~ 3. Epoy primer electrostatically applied &+ fe S &
| K 4. Final thick TGIC pokyester powder coat B 60" . 2': 53 L § E
Stakless Steal: 3014 grade stalnless steel material finkshed | & §g H e
I eithar 3 high piolichied shine or 3 satin finish, _ ‘& S g = o &
- =
TYPICAL TRENCH SECTION Abbery PYC Dip's abo sl SIDEWALK \\ | =S ] :
- . - ’ Qo
NOT TO SCALE 5" (TYP.) \ SIEER 52
I tallation in-ground mount |5 embedded Into concrete base, u E. A
Methoeds Surface mount has one 5” x 67 foot which 1s anchored ‘::'J M N ‘"
@ 1o the ground with four anchors (Induded with rack). ““ 36“ -g o ,g\..-.
1 1/2” HOT BITUMINOUS PAVING (12.5 mm SUPERPAVE) [wﬁ”ﬂii 5~ 8
2" HOT BITUMINOUS PAVING (19 mm SUPERPAVE) b R ke eyl to vl a@@/f/ = c
3" AGGREGATE BASE COURSE— CRUSHED o 20° é@ // 4 —
(M.D.O.T. spec. 703.06 (a), TYPE A) ' 1 &//j % \ jas iy
= AN
N For racks set perpendicular to a wall: _I
— 15" AGGREGATE SUBBASE COURSE— GRAVEL Miimum” 357 [centerline mezsurement) |
(M.D.O.T. spec. 703.06 (b), TYPE D) Recommended: 38" (54" If aksle ks neadad batween bike |
and wally
blstance Betwoen Facks GRANITE CURB —
mce i H ”
Minimum: 24” 7" REVEAL (TYP)
Recommendad: 38°
Wy,
Stroat Sathacks:
MrimLm: 367 PLAN VIEW
NOTES:
PRIOR TO FINAL GRADING AND PAVING OPERATIONS BEGIN, A CATCH FXPANDABLE TREE GRATE @
BASIN INSERT (SUCH AS A SILT SACK OR A DANDY BAG II) MUST BE 'f R IcENGED
(== - PS50 —
INSTALLED IN EACH BASIN PER MANUFACTURES INSTRUCTIONS. HAY BALES BRING TO SUBGRADE AS REQUIRED W/ COMMON BIKE RACKS S wwwderecom B 1-pos-sov-491s NEENAH MODEL R—8810 RAWINGS NOT 5 ARD%;N
SHOULD BE REMOVED ONCE INSERTS ARE INSTALLED. BORROW COMPACTED TO 90% OF MAXIMUM DENSITY. NOT TO SCALE PURPOSE@W.// BS\NO
NOTES: FOR PERMITTING, BIDDING OR CONSARUCTION
1. COMPACT GRAVEL SUBBASE COURSE TO 92% OF MAXIMUM DENSITY USING HEAVY . S i '
ROLLER COMPACTION. DATE: CITY OF PORTLAND. MAINE | TRANSPORTATION SYSTEMS |FIGURE: 011 CITY OF PORTLAND, MAINE f-"ND_DS ﬁf{’é‘siﬁi\\‘,ﬁ%g‘gf FIGURE: SHEET 5 OF 3
CATCH BASIN EROSION CONTROL INSERT 2. CONTRACTOR SHALL SET GRADE STAKES MARKING SUBBASE AND FINISH GRADE AUGUST 2009 ' AND STREET DESIGN , TECHNICAL STANDARDS MANUAL EXISTING VEGETATION
= - 2/m =l Dl A~ A =15 TECHNICAL STANDARDS MANUAL REVISED: SECTION 1V
NOT TO SCALE ELEVATIONS FOR CONSTRUCTION REFERENCE. REVISED: SECTION I - A
T- 3 3 3 EXPANDABLE TREE GRATE FOR l\/-érA
CITY OF PO RTLAND LOCAL ST SECTION BICYCLE RACK SPECIFICATION - BIKE HITCH - o NARROW RESIDENTIAL URBAN STREETS 134
NOT TO SCALE




