COPYRIGHT: Reuse or reproduction of the contents of this document is not permitted without written permission of Bild Architecture LLC

N

2 X 8 CEDAR CAP

4 X4 POSTS -
SPACED 6' APART -
SET IN CONCRETE

2 X 6 ROUGH PINET
BOARDS RUN @

11 1/4"

COMPOSITE
TRIM BD

‘V

SIDING

e T .

UPPER PARAPET

COMPOSITE
TRIMBD ——

1-1 3/4" ﬂé

1-1 3/4"

e TS V.

31/2"

"
COMPOSITE / 1.0 1/2" 4
TRIM BD
SOFFIT BD

COMPOSITE
TRIM BD

\‘_I

LOWER PARAPET

/7, PARAPET DETAILS

NP/

SCALE: 1-1/2" = 1-0"

/1o, FENCE DETAIL NEAR CURB

HORIZONTALLY -
SPACED 1" APART
(CLEAR COAT)
3 —— — ~
VF\ v |
o
T |
[ ' I
i T T
o I [ ' I
Eﬁ | [ : |
Lo |
T
R
BRI
Sﬁ I |
|
|

3.1A3. —
NIV

2 X 8 CEDAR CAP —

2 X 6 ROUGH PINE
BOARDS RUN
HORIZONTALLY
SPACED 1" APART ——

4 X4 POSTS -
SPACED 6' APART -
SET IN CONCRETE

2I_OII

g
4>‘
—
ﬁé:@_ ‘T"\/]
o
IR
R
Lo |
T
T
T
.
IR
B
N & I
| |
| |
b—————- d

SCALE: 3/4" = 1-0"

—_—

/2 FENCE DETAIL

3.1A —
NI

1

_ 4III

SCALE: 3/4" =

1I_OII

LOWER FRONT PARAPET

MTL COPING CAP —_

DRIP EDGE

SIDING

SEALANT ~ N

—

SEALANT

EPDM MEMBRANE -
WRAPPED OVER PARAPET
FASTNER

WELDED MTL SCUPPER

9" FLASHING OVER 5" FLASHING
AT SCUPPER BASE

5" FLASHING OVER SCUPPER
SLEEVE

SCUPPER DETAIL

[IJ 4"

SIDING
AIR BARRIER

HUNTER PANEL

5/8" TYPE "X" DENSGLASS
SHEATHING - UP TO RATED
ROOF ASSEMBLY

2X6 WOOD STUDS W/
BLOWN CELLULOSE

1 I_OII

SCALE: 3" = 1-0"

LINE OF TREAD
BELOW

INSULATION FULL CAVITY U

(™ TO.RATE

D EXT WALL DETAIL

SCALE: 1-1/2" = 1'-0"

ap

(o

RADRAGIRD. R R

— 2X12 JOIST PER STRUCTURAL W/
ACOUSTIC BATT INSULATION

SOUND ISOLATION CHANNEL

HANGERS

7/8" METAL HAT CHANNEL

FURRING

2 LAYERS OF 5/8" TYPE X

GYPSUM BOARD

1 LAYER OF 5/8" TYPE X
GYPSUM BOARD

LVL - SEE STRUCT

LVL WRAP DETAIL

7% 4 3/4" ﬁ‘

|

|

QO

+—— 5 3/4"

SCALE: 1-1/2" = 10"

—5/8" TYPE "X" GYP BD.
+—1X'WOOD BLOCKING
STL COLUMN - SEE STRUCT

/o, COLUMN WRAP DETAIL

1.1A3. O 4

SCALE: 3" = 1-0"

WALL - SEE PLAN
1-1/2' O.D. HANDRAIL
{ 3
]

WXXXXXXXXXXWI /W

X

760\ HANDRAIL DETAIL

NI

11/2"

)

11/2

SCALE: 3" = 1-0"

LINE OF TREAD BELOW
1-1/2' O.D. HANDRAIL

GYP BD WALL
EDGE OF LANDING

750\ HANDRAIL DETAIL

NIDZERE

@48" 0.C. MAX

WOOD BLOCKING
BEHIND GYP BD

YOO XYY,

SCALE: 3" = 1-0"

GYP BD WALL - SEE PLAN
1-1/2' O.D. HANDRAIL

HANDRAIL BRACKET

SCALE: 3" = 1-0"

/", HANDRAIL SECTION
\L/

NV ann

1-1/2' O.D. GUARDRAIL -

FINISH TBD
1-1/2' O.D. HANDRAIL

O\

HANDRAIL BRACKET
@48" O.C. MAX

4
MAX

MTL CABLES OR RODS
SPACED 4" MAX

/™, HANDRAIL SECTION

SCALE: 3" = 1-0"

NI

BENT DIAMOND PLATE
LANDING

BENT DIAMOND PLATE TREAD
AND RISER

STEEL CHANNEL - REF
STRUCT

3N EXTERIOR TREAD/RISER DETAIL

SCALE: 1-1/2" = 1'-0"

NS

—
—
l
|z

— 61/2"

—

4 2X12 WOOD STRINGERS

3/4"WOOD TREADS AND
RISERS

//\ TYP RISER TREAD DETAIL

SCALE:1-1/2" = 1-0"

Date:

Reviewed for Code Compliance

Inspections Division
Approved with Conditions

10/27/17

ARCHITH

Q
4

<=
mﬁ
w <
m <
s P
=
Oo
N QO

PROJECT NO
16035
PROJECT NAME

03-15-2017

REVISIONS

1
2
3
4
5

PERMIT SET

NOT FOR CONSTRUCTION

DETAILS

DRAWN BY
SHEET TITLE

2/24/17 | EMW
SHEET SCALE

ISSUE DATE
VARIES



AutoCAD SHX Text: A3.2
AutoCAD SHX Text: 4
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0
AutoCAD SHX Text: 0

	Sheets and Views
	A3.2


