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2X12 LEDGER FASTENED
W/ (6) 1/4"@ x 6" SDWS
SCREWS @ 24" O.C. INTO
VERT FRAMING - TYP.

ALL HEADER TO BE (2) 2x6

NO.1 GRADE SPF MIN. 250LB OR LESS HVAC UNITS.

HATCH INDICATES AREA OF INTERIOR

Qéo 'BOX BEAM' W/ 2x TOP & NOTIFY SI IF UNITS ARE TO BE OVER-FRAMED FLOOR SYSTEM.
& BOTTOM BEAM - TYP. UNO HEAVIER PRIOR TO CONST.
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(2) 2x10 HEADER AT
CONTINUOUS (2) 2x12 (INSIDE

TYPICAL RIM) TO EXTEND 4'-0"
| BEYOND 'BUMP OUT' -

3 STAGGER SPLICE LSL RIM TO

. LVL W/ 4'-0" MIN. OVERLAP -
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2x12 @ 16" O.C.

PRE-FABRICATED
BALCONY/RAILING BY OTHERS,
MIN. (4) 1/4" @ TIMBERLOKS

TOP + BOT. EA. SIDE, INTO MIN.
(3) STUD PACK IN WALL. - TYP.
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2x6 @ 16" O.C. INTERIOR
BEARING WALL - TYP. UNO

INDICATES BEARING WALL
ABOVE - TYP. UNO

AT

2x12 LEDGE

(2) 2x12 ALIGNED W/ POSTS ABOVE

FULL HEIGHT BLOCKING @
BEARING WALL ABOVE - TYP.

2x12 @ 16" O.C.

2X INFILL HEADER AS NEEDED
@ BUMP OUT SIDE WINDOWS -

2) 2x10 HEADER
(2) 2x 1 i TYP.
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FRAMING PLAN SYMBOLS KEY

WOOD POST

STEEL COLUMN

NUMBER OF WOOD STUDS IN POST BELOW

COLUMN ABOVE THIS LEVEL

COLUMN CONTINUOUS THROUGH THIS LEVEL

JOIST BEARING

F+Tn>®on

CONTINUOUS JOIST WITH INTERMEDIATE BEARING

A

FLUSH FRAMED JOIST BEARING WITH HANGER

WOOD STUD BEARING WALL BELOW

OVER FRAMING BY OTHERS -TYP

"X”T

NUMBER OF TRIM STUDS UNDER HEADER

"X"K

NUMBER OF KING STUDS ADJACENT TO HEADER

FOURTH FLOOR / ROOF FRAMING PLAN =

> T _ 3..

EDGE OF ROOF

NOTES:
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SEE SHEET S1.0 FOR GENERAL STRUCTURAL NOTES

SCALE 1/4"=1"-0"

ALL WOOD COLUMNS IN 2x6 WALLS SHALL BE 3-2x6 AND IN 2x4 WALLS SHALL BE 3-2x4 UNLESS NOTED

OTHERWISE ON PLANS

ALL BEAMS ARE DROPPED, UNO

ALL HEADERS IN 2x6 BEARING WALLS ARE (2) 2x6 NO.1 GRADE SPF MIN, UNO

ALL HEADERS IN 2x4 BEARING WALLS ARE (2) 2x6 NO.1 GRADE SPF MIN, UNO

ALL ROOF SHEATHING TO BE 5/8", SEE GENERAL NOTES FOR ADDITIONAL INFORMATION -TYP
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