FOR WIDTH OF NEW PORCH ROOF: STRIP EXISTING ROOFING AND
UNDERLAYMENT FROM EXISTING ROOF MIN. 3'-0" UP FROM EAVE.
INSTALL NEW FULLY ADHERED WATERPROOF ROOFING
UNDERLAYMENT OVER NEW PORCH ROOF AND EXTENDING UP
EXISTING ROOF SHEATHING MIN. 3'-0". INSTALL NEW
ARCHITECTURAL ASPHALT SHINGLE ROOFING TO MATCH
EXISTNG.
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EXISTING FIRST FLOOR FRAMING

PT 2X10 DECK FRAMING

EXISTING MASONRY FOUNDATION

WALL

1/2" = 1'-0"

PAINTED WOOD RAILING

4X4 CORNER POST
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NEW ROOF DECK: HARDWOOD —

ADD ALTERNATE:
NEW DECK ON P.T. SLEEPERS OVER
EXISTING FLAT ROOF AND MEMBRANE.
VERIFY SLOPE > 1/4" PER 1'-0".

NEW RAILING. WOOD POSTS WITH
PAINTED WOOD RAIL, AND PAINTED
WOOD BALUSTRADE SPACED AT 4"
0.C. WOOD GUARD RAIL 42" AFF.

NEW EXTERIOR DOOR AS ROOF DECK

ACCESS.

REMA

IN PLACE OF EXTERIOR DOOR,
PROVIDE WINDOW TYPE J.2 WITH
HEADER WHICH CAN SERVE AS DOOR
OPENING IN FUTURE. ALIGN NEW J.2
WINDOW WITH ADJACENT EXISTING

BASE BID:
NO NEW ROOF DECK. FLAT ROOF TO

IN AS-IS.

WINDOW.

DECKING ON PT 2X4 SLEEPERS

TAPERED OR SHIMMED AS
REQUIRED TO PROVIDE LEVEL
DECK SURFACE

EXISTING MEMBRANE ROOFING

TO REMAIN \\
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EXISTING SLOPED ROOF TO
REMAIN

]

NEW (2) 2X8 HEADER
AT 6'-8" TO ALLOW
FOR FUTURE DOOR
INSTALLATION

EW DOOR IN
EXISTING EXTERIOR
WALL

—NEW WOOD STEP AT
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EXISTING FLAT ROOF FRAMING—— |

PROVIDE R-25 DENSE PACKED ——— |

DOOR TO ROOF DECK

. 6"
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THIRD FLOOR

119" - 7"

TO REMAIN

CELLULOSE INSULATION
NEW GWB CEILING ON WOOD

STRAPPING

ROOF DECK SECTION - ADD

ALTERNATE
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1/2" = 10"

REPAINT EXISTING BRICK
FOUNDATION WALL

APPROXIMATE LINE OF
EXISTING TAPERED

STAIRS TO BE REM
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(7) EQUAL RISERS: MAX 7"
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HANDRAIL @ 34" BOTH
SIDES OF STAIR

EXISTING PORCH POST ——|
_ TO REMAIN (ENGAGED—

—TO EXTERIOR WALL)

-NEW PAINTED WOOD —{

CORNER TRIM BOARD

NEW 5/4 X 6 DECKING ON EXISTING

PORCH FRAMING

47-61/2"

- ~ FIRST FLOOR

'f 100" - 0"

\ CUT BACK EXISTING PORCH

FRAMING AND INSTALL NEW (2) 2X12
HEADER AT TOP OF NEW STAIR

. NEW PT 2X12 STRINGER

NEW CONCRETE SLAB ON
GRADE ALIGNED WITH EXISTING
CONCRETE SIDEWALK AND
SLOPED TO BASE OF RE-BUILT
STAIR TO ENSURE STAIR
RISERS DO NOT EXCEED 7"

SIDEWALK +/-
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FRONT PORCH STAIR SECTION

(6) TREADS @ 11"

1/2" = 1'-0"
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