EXISTING RAKE AND EAVE
TRIM TO REMAIN TYP.

NEW ENTRY LIGHTING. TYP.

NEW PORCH. RETAIN EXISTING
STRUCTURE TO THE
GREATEST EXTENT POSSIBLE.
NEW PAINTED WOOD RAILING

TOP RAIL AT 36". BALUSTERS
SPACED 4" O.C.

DOWNSPOUT. TYP.

NEW SKYLIGHT

NEW ALUMINUM
GUTTER AND

7| _ 7"

-A30

ROOF RIDGE

7| _ 7||

_ ROOF RIDGE

127'-51/2"

NEW SKYLIGHT ﬁ\

EXISTING ROOFING TO REMAIN TYP. ——

NEW ALUMINUM —

LEVEL 03 _ GUTTER___|

NEW VINYL SIDING ON NORTH
/ ELEVATION

127'-51/2"
| NEW SKYLIGHT

LEVEL 03

117" - 8"

117" - 8"

NEW ALUMINUM —| 1 |
DOWNSPOUT |1
NEW EXTERIOR LIGHTING i

|

5

EXISTING RAKE AND EAVE TRIM TO

NORTH ELEVATION

1/4" = 1'-0"

REMAIN TYP.

/ NEW FIBER CEMENT SIDING \
EXISTING CORNER BOARDS TO REMAIN TYP.\

NEW ENTRY LIGHTING TYP.

BUILDING AT 77 CONGRESS ST - REAR

C-A201

C-A201

| EGRESS
NEW ENTRY DOOR IN—} =/, o | NEW ENTRY DOOR IN EXISTING DOOR OPENING
EXISTING DOOR OPENING H |
LEVEL 02 B | B | B B ~ LEVEL 02
109'- 1" NEW WINDOW IN NEW —} . [ NEW WINDOW IN NEW 109'- 1"
OPENING H | OPENING
I | : | NEW COVERED PORCH.
EXISTING CORNER BOARDS TO REMAIN TYP. = | RETAIN EXISTING STRUCTURE
N IEl TO THE GREATEST EXTENT
A\ POSSIBLE. NEW PAINTED
H | 70 WOOD RAILING TOP RAIL AT
NEW FIBER CEMENT SIDING —{ .| i - 36". BALUSTERS SPACED 4"
| W/ \/«/ 0.C.
INFILL OPENING IN——} | |
FOUNDATION WALL WHERE -
BULKHEAD IS REMOVED,
LEVEL 01 - INSTALL EGRESS WINDOW IN =] B i B B B EVEL 01
- . —
EXISTING BRICK FOUNDATION TO T WITH NEW EGRESS CASEMENT
REMAIN. TYP. WINDOW
5| - 6"
BASEMENT - - - 304 - - - - - ~ BASEMENT
92' = 8" 92! _ 8"
4 EAST ELEVATION
1/ n = 1'_0"
ROOF RIDGE B B B B ~_ ROOF RIDGE
127'-51/2" 127'-51/2"
NEW SKYLIGHT IN EXISTING ROOF
BUILDING AT 77 CONGRESS ST - REAR
| NEW ASPHALT SHINGLES TO
/ MATCH EXISTING ON THIS ROOF
PLANE ONLY.
[ NEW ALUMINUM
GUTTER AND
LEVEL 03 B B L B DOWNSPOUT B LEVEL 03
117' - 8" 117' - 8"

3! _ Oll

EXISTING BRICK FOUNDATION TO

2

REMAIN TYP.

SOUTH ELEVATION

LEVEL 02

- 109'- 1"

NEW PORCH. RETAIN EXISTING
STRUCTURE TO THE
GREATEST EXTENT POSSIBLE.
NEW PAINTED WOOD RAILING
TOP RAIL AT 36". BALUSTERS
SPACED 4" O.C.

NEW WINDOW IN REDUCED —
SIZE WINDOW OPENING

GYPSUM SHEATHING CONTINUOUSLY OVER

EXISTING SHEATHING, PRIOR TO NEW SIDING
INSTALLATION, AS PART OF 1-HOUR FIRE
RATED ASSEMBLY

:THIS ELEVATION ONLY: INSTALL NEW TYPE-X

——NEW EXTERIOR LIGHTING TYP.

B B B LEVEL 02
A 109'- 1"
—— NEW WINDOW IN REDUCED
SIZE WINDOW OPENING
B B - LEVEL 01
100' - 0"

100' - Q" N N
NEW WINDOW IN ENLARGED —

EXISTING OPENING. FIRST

FLOOR EGRESS WINDOWS

EXISTING BRICK FOUNDATION

TO REMAIN TYP.

BASEMENT B B B
92| _ 8"

WEST ELEVATION

1/4" = 1'-0"

— NEW WINDOW IN
ENLARGED EXISTING
OPENING. FIRST FLOOR
EGRESS WINDOWS

COORDINATE GRADING WITH FOUNDATION
REINFORCEMENT. REMOVE ASPHALT FROM
SIDING.

BASEMENT

92l - 8"

V4= 100

C-A201

3 KEY PLAN

C-A201

1" — 10!_0"

WINDOW AREA CALCULATIONS FIRST FLOOR WEST ELEVATION

EXISTING: 42.28SF TOTAL
8.72SF + 12.66SF + 8.24SF + 12.66SF

PROPOSED: 38.16SF TOTAL
G.1 8.46SF X2 =16.92SF
C.1 10.62SF X2 = 21.24SF

CONSULTANTS:

ELLA HOUSING - 79 CONGRESS

79 CONGRESS ST, PORTLAND, ME

RENOVATIONS
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