
LEVEL 01

100' - 0"


LEVEL 02

109' - 1"


LEVEL 03

117' - 8"


BASEMENT

92' - 8"
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NEW PORCH, STEPS AND RAILINGS


NEW SKYLIGHT IN EXISTING ROOF


ROOF RIDGE

127' - 5 1/2"


NEW BEAM WHERE LOAD-BEARING

WALL HAS BEEN REMOVED


INSULATE FIRST FLOOR BETWEEN

EXISTING JOISTS WITH FACED


FIBERGLASS BATT INSULATION 

EXISTING STONE RUBBLE

FOUNDATION WALL


EXISTING BRICK FOUNDATION

WALL 

REFER TO STRUCTURAL DRAWINGS

FOR REPAIRS / REINFORCING TO


FOUNDATION WALLS EXISTING WOOD STAIR

TO REMAIN


FILL EXISTING WALL CAVITIES WITH

BLOWN-IN CELLULOSE INSULATION


INSTALLED FROM EXTERIOR PRIOR TO

INSTALLING NEW SIDING, TYP.


REFER TO FINISH SCHEDULE FOR

AREAS OF NEW CEILINGS


3
' -

 0
"


EXISTING ROOF FRAMING,

ASSUMED 2X6 RAFTERS


CONTRACTOR TO VERIFY

EXISTING ROOF INSULATION,


INSTALL NEW DENSE PACKED

CELLULOSE INSULATION AS

REQUIRED TO FILL RAFTER


CAVITIES THROUGHOUT

NEW INTERIOR FINISHED


THROUGHOUT TOP FLOOR


NEW PAINTED WOOD RAILING

AND BALUSTRADE


STRIP ALL EXISTING ASPHALT

SHINGLES  AND UNDERLAYMENT


FROM WEST SLOPE OF ROOF

AND INSTALL NEW 

REFER TO FINISH SCHEDULE FOR

AREAS OF NEW FLOORING 

EXISTING ASPHALT SHINGLES ON EAST

SLOPE TO REMAIN


NEW ALUMINUM GUTTER


STRIP ALL EXISTING VINYL SIDING,

WOOD SIDING AND UNDERLAYMENTS


BACK TO ORIGINAL SHEAHTING

LAYER. INSTALL NEW WEATHER

RESISTIVE BARRIER AND FIBER


CEMENT SIDING ON ALL SIDES OF

BUILDING


WALL MOUNTED LIGHT


EXISTING FLOOR FRMAING TO

REMAIN, ASSUMED 2X10


EXISTING FLOOR FRMAING TO

REMAIN, ASSUMED 2X10


INFILL OPENING IN

FOUNDATION WALL WHERE


BULKHEAD IS REMOVED,

INSTALL EMERGENCY

ESCAPE AND RESCUE


WINDOW IN ORIGINAL DOOR

OPENING


4
' -

 0
"


5' - 0" 

3
' -

 0
"


NEW WALL MOUNTED LIGHTS OVER

ENTRY DOORS


NEW CONCRETE SLAB ON GRADE IN

BASEMENT OF LEFT UNIT. RAKE TO LEVEL

EXISTING CRUSHED STONE AND INSTALL


VAPOR BARRIER PRIOR TO POURING SLAB
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LEVEL 01

100' - 0"


GRADE

96' - 0"


3
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5' - 0"
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3
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"


PT 2X10 DECK FRAMING


CONCRETE FROST POST


4X4 NEWEL POST WITH CAP


PAINTED WOOD RAILING


PT 2X10 LEDGER


5/4 X 6 HARDWOOD DECKING


6
"


PT 2X 12 STRINGER


EXISTING FOUNDATION WALL
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