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FIRST FLOOR FRAMING PLAN


NOTES: SCALE 1/4"=1'-0"


1. SEE S1.0 FOR GENERAL STRUCTURAL NOTES.

2. ALL WOOD COLUMNS IN 2x6 WALLS SHALL BE 3-2x6 AND IN 2x4 WALLS SHALL BE (3) 2x4, UNO.

3. ALL WOOD BEAMS ARE FLUSH, UNO.

4. ALL HEADERS ARE (2) 2x8 MIN. BOX HEADER W/ TOP & BOTTOM PLATE - TYP. UNO.

5. SHORE EXISTING WALLS AS NEEDED FOR NEW CONSTRUCTION.
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SOG, SEE FND PLAN


SUPPORT EXISTING ON NEW PIER,

SEE FND PLAN


EXISTING SONOTUBE CIP

PIER & DROPPED BEAM


(N) FOUNDATION TO BE 1" AWAY

FROM (E) W/ WALL ATTACHMENT

ABOVE PER SECTION - TYP.
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EXTEND P.T. BEAM INTO NEW EXT

WALL AND BEAR ON (3) STUD PACK
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SUPPORT (E) 6x6 BEAM LINES W/ (N)

6x6 POSTS BEARING ON ABU POST

BASES ON EXISTING SLAB.
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SUPPORT (E) 6x6 BEAM LINES W/ (N)

6x6 POSTS W/ LCE4 POST CAP TOP

AND ABU66Z POST BASE AT BOT

ON EXISTING SLAB.
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(E) OPENING TO REMAIN


ADD 2x BLOCKING

BETWEEN JOISTS @

BEARING WALL ABOVE


NEW DBL 2x8 FLUSH BEAM TO

SUPPORT BEARING WALL ABOVE.


INDICATES POST ABOVE.  ALL NEW

POSTS TO GET TRACKED TO

EXISTING FOUNDATION WALL OR

MAIN TIMBER GIRDER AS SHOWN.


(E) B.W. ABOVE


(E) BEAM  SISTER

W/ (2) 2x8 PT
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