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NOTES: SCALE 1/4"=1'-0"
1. ALL FOOTINGS ARE 10" DEEP 2'-0" WIDE x CONT.
WITH (2) # 5 BARS LONGITUDINAL.
2. STEP IN TOP OF FOUNDATION WALL IS INDICATED
THUS: £ 4 , AND SHOWS LOWER SIDE OF WALL.
3. SEE S1.1 FOR STRUCTURAL GENERAL NOTES
4. STEP IN TOP OF FOOTING IS INDICATED THUS:
> , AND SHOWS LOWER FOOTING.
5. (XX'-XX") INDICATES TOP OF FOOTING - MAINTAIN 4'-6" MIN. FROST DEPTH TYP.
6. FIELD VERIFY ALL EXISTING DIMENSIONS - TYP.

ADJACENT BUILDING FOUNDATION TO REMAIN
UNDISTURBED. USE CAUTION DURING DEMO TO
NOT INDUCE EXCESSIVE VIBRATIONS OR
STRESSES ON EXISTING FOUNDATION.

EXISTING FOUNDATION TO BE
COMPLETELY REMOVED WITHIN 6" OF
NEW. EXISTING FOUNDATION BEYOND
NEW TO BE CHIPPED BACK TO 12"
BELOW FINISH GRADE.

STEP DOWN CIP WALLS @ DOORS &
POUR SLAB OVER - TYP.

T.W. = 99'-6"

NEW 8" CIP FROST WALL W/ #4 VERTS @ 32"
0O.C. MAX & #4 HORIZ @ 18" MAX.

———— (N) 10" THICK x 2'-0" WIDE

FOOTING TO BEAR 4'-0" MIN.
BELOW FINISHED GRADE
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