
SECOND FLOOR

ELEVATION


FIRST FLOOR
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11 7/8" FLOOR

JOISTS

@ 16"OC


W/D
WC 

STAIR


DINING ROOM

BEYOND


MUD

ROOM


NEW STEEL BEAM - SEE

STRUCTURAL DWGS


HALL 

ALL INTERIOR BEDROOM

AND BATH ROOM WALLS

AND FLOOR AREA SHALL

BE INSULATED (TYP)


3


2


INSUL. AT MUD


ROOM (TYP)


AREA BELOW EXISTING FOUNDATION AND BASEMENT SLAB IS


UNKNOWN (TYP)


SLOPED ROOF AREA

- R-38 DENSE PACK

INSULATION-TYP


ROOF DECK AREA -
R-49 SPRAY FOAM

INSULATION-TYP


1


2


SITTING ROOM


RENOVATED PORCH

TO ENCLOSED MUD

ROOM


NEW EPDM ROOF W/ 1x6

FASCIA AND 3" MTL DRIP

EDGE (TYP)


EXISTING WALLS

TO REMAIN

(NON-RATED)
4


12


6


12


34" HIGH

HANDRAIL @

SPIRAL STAIR


SECOND FLOOR

ELEVATION


FIRST FLOOR

ELEVATION


BASEMENT

ELEVATION


MEDIA/FUTURE


FAMILY ROOM


ROOF DECK AREA -
R-49 SPRAY FOAM

INSULATION-TYP


CLO.

BEDROOM


ALL INTERIOR BEDROOM

AND BATH ROOM WALLS

AND FLOOR AREA SHALL


BE INSULATED (TYP)


STAIRS TO

BASEMENT


2


1


3


2


INSUL. AT MUD


ROOM (TYP)


M. BATH


AREA BELOW EXISTING FOUNDATION AND BASEMENT SLAB IS


UNKNOWN (TYP)


8" RAILING AND

ROOF INTERSECTION

AT 3'-0" ABOVE DECK


EXTERIOR


EXTERIOR INTERIOR


- 5/4x6 COMPOSITE DECKING, FIBRON

HORIZON SERIES OR EQUAL

- 2x4 P.T. TAPERED SLEEPERS W/ EPDM


RUBBER SOLES.  (TAPER FROM 1" TO 3"


@  1

4"/ FT)


- EPDM RUBBER ROOFING, TURN UP

OVER DOOR CURB & UP WALLS 24"

- 3/4" 'CDX' PLYWOOD (P.T.S.)

- 2x CANTED FLOOR JOISTS (1/4"/ FT),


SISTER TO  FLOOR JOISTS W/ 16d NAILS


ROOF DECK AREA - R-49 SPRAY

FOAM INSULATION-TYP


2


1


NEW EXTERIOR

WALL (RATED)


36" HIGH S.S. CABLE

GUARDRAIL SYSTEM


NEW EPDM ROOF W/ 1x6

FASCIA AND 3" MTL DRIP

EDGE (TYP)


NEW PITCHED ROOF

AT MUD ROOM


4


12


12


12


1


1/2"


2x  WOOD STUD WALL (PROP.)

NON-RATED


(1) LAYERS 1/2"

G.W.B. EACH SIDE


2x  WOOD STUD


VARIES

1/2"


6 MIL VAPOR BARRIER.  TAPE ALL

SEAMS


SIDING


5/8" TYPE 'X' GYPSUM PANEL


FULL THICKNESS INSULATION -
MIN. HIGH DENSITY BATT - R21


VARIES


5/8" 

WOOD EXTERIOR WALL DETAIL (PROP.)

ONE HOUR RATED


(UL DESIGN: U 344, FIRE CAULK PERIMETER)


2x_  STUD WALL


1/2" 'ZIP' WALL SHEATHING SYSTEM

@ NEW WALLS


1/2" 5/8"


5/8" EXTERIOR TYPE 'X'

GYPSUM PANEL


2


3


FULL THICKNESS F'GLASS

INSULATION


(INTERIOR BEDROOM AND BATH

ROOM WALLS ONLY, PER PLANS)


6 MIL VAPOR BARRIER.  TAPE ALL

SEAMS


SIDING


5/8" GYPSUM PANEL


FULL THICKNESS INSULATION -
MIN. HIGH DENSITY BATT - R21


VARIES


5/8"


WOOD EXTERIOR WALL DETAIL (PROP.)

NON-RATED


2x_  STUD WALL


1/2" PLYWOOD SHEATHING SYSTEM


1/2"


AIR INFILTRATION BARRIER, TAPE SEAMS


WINDOW NOTES:


1. ALL WINDOWS & DOORS SHALL BE 200 SERIES FROM ANDERSEN WINDOWS.


2. COLOR:


   INTERIOR:  T.B.D.


   EXTERIOR:  T.B.D.


3. GRILLS:


   PATTERN AS SHOWN ON THE ELEVATIONS


   7/8" SIMULATED DIVIDED LIGHT


4. EXTENSION JAMBS:


4 9

16" JAMBS


5. GLAZING


HIGH PERFORMANCE LOW-E GLASS W/ ARGON


6. CASINGS:


INTERIOR: FIELD APPLIED (BY G.C.)


EXTERIOR: FIELD APPLIED (BY. G.C.)


7. SCREENS: (SHIP/ PACKAGE SEPARATE FROM WINDOWS)


     STANDARD MESH INSECT SCREENS


8. HARDWARE:


   STAINLESS STEEL COASTAL HARDWARE OR EQUAL


   SATIN NICKEL - VERIFY W/ OWNER


   STYLE T.B.D. BY OWNER


9. G.C. TO VERIFY WINDOW R.O. W/ WINDOW SUBMITTAL PRIOR TO CONSTRUCTION.


10. G.C. SHALL SUBMIT WINDOW SPECIFICATIONS FOR APPROVAL PRIOR TO ORDER.


11. ALL FACTORY MULLS SHALL BE REINFORCED.


12.  ALL WINDOWS IN SLEEPING ROOMS SHALL BE EGRESS WINDOWS MEETING THE FOLLOWING


MINIMUM CLEAR OPENING REQUIREMENTS:  22" WIDE - 24" HIGH - 5.7 S.F.


13.  ALL WINDOWS WITHIN 60" HORIZ. & VERT. DIMENSION OF STAIRS MUST BE TEMPERED.


      ALL WINDOWS WITHIN 24" OF A DOOR SWING MUST BE TEMPERED.


      ALL WINDOWS WITHIN A SHOWER ENCLOSURE MUST BE TEMPERED.


A-3.1


SCALE:


BUILDING SECTION "B"

1/4"=1'-0"


SCALE:


EXISTING SECTION "C"

1/4"=1'-0"


SCALE:


BUILDING SECTION "A"

1/4"=1'-0" 
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