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5 1/4"


11"


1'-5"


1'-9"


1X6 FASCIA


1X8 FRIEZE SPACED TO RECEIVE TOP

COURSE OF SHINGLE


1X3 SHADOW BOARD


WHITE ALUM. DRIP EDGE


RAKE BEYOND DASHED


ACCUVENT BAFFLE OR SIM


ASPHALT SHINGLE ROOF


5/8" ZIP SHEATHING


1x3 SOFFIT SPACED 1/2" OVER INSECT

SCREEN


15.5" LOOSE CELLULOSE (R-54)


SHADOW BD


FASCIA


1/2" GWB OVER

STRAPPING


ALUM. DRIP EDGE


Eave Return

1 1/2" = 1'-0"


8 

SEE RAKE DETAIL 5/A5.1


RAKE FRIEZE 

EAVE RETURN - MATCH PROJECTION OF RAKE

MATCH SHADOW BOARD AND FASCIA OF RAKE


ALUM. FLASHING CAP


4:12


5 

Porch Roof

1 1/2" = 1'-0" 

6 

PORCH FLOOR (FIN)


FIRST FLOOR (SUB)


Porch Floor

1 1/2" = 1'-0" 

FF
 T

O
 D

EC
K



PT 2X6 @ 16" O.C. 

4X6 DOUG FIR BEAM - CLEAR FINISH 

3/4" VERTICAL STRAPPING


4" DIAMETER PERFORATED PVC RIGID
DRAIN PIPING WRAPPED IN FILTER

FABRIC
6" MIN. 3/4"


CRUSHED STONE


DECKING 

3/4" COR-A-VENT SV-5


GRANITE TREAD 

1X6 TRIM


PT (2) 2X6 BEAM


SIMPSON LUS26Z


1x6 PTD. SHIPLAP PINE W/ NICKEL GAP


GRADE SLOPES AWAY 5% MIN.


SIMPSON LUS26Z


2X6 LEDGER BOLTED 24" O.C. MAX. W/

1/2" DIA. LAG


CONT. FLASHING - UNDER SIDING/TRIM

AND OVER LEDGER


WALL ASSEMBLY AS DETAILED BELOW


WALL ASSEMBLY AS DETAILED BELOW


7

Shading Device @ Back Door


1 1/2" = 1'-0" 

Shading Device @ Window W03

1 1/2" = 1'-0"


9 
Porch Roof

1 1/2" = 1'-0"


10 

5" CLOSED CELL SPF (R-25 MIN.)


4" TYPE II EPS


(1) #4 CONT. HORIZ. AT MID-HEIGHT OF WALL


1x3 TRIM


STANDING SEAM METAL ROOF


5/8" ZIP SHEATHING


DAMPPROOFING - GRADE TO BOT OF FOOTONG


CONT. 2X SUBFASCIA 

PT 2X6 PLATE ON SILL SEAL (PROTECTO-WRAP OR

SIMILAR)


1/2" DIA ANCHOR BOLT, 7" IMBEDMENT

6' O.C. MAX., MIN 12" FROM CORNERS 

DAMPPROOFING - GRADE TO BOT OF FOOTONG


MATCH TYP. EAVE 

1 1/2" ZIP-R SHEATHING (R-6) INSTALLED AND

TAPED PER MANUFACTURERS INSTRUCTIONS

ALTERNATE: 7/16" ZIP SHEATHING


1X8 FASCIA


2


CELLULOSE


TRANSITION FLASHING W/ 4" VERT. LEG 

1X4 TRIM


#4 CONT. WITHIN 12" OF T.O.W. 

POLY VAPOR BARRIER


2" EPS BOND BREAK


#4 CONT.


CAPILLARY BREAK - DAMPROOFING


#4 20" L. W/ 6" HOOK @ 48" O.C.


1


4

2" THERMAXX WHITE INSULATION SYSTEM 

Top of Foundation Wall & Ext. Wall Assembly

1 1/2" = 1'-0" 

Typical Rake 
1 1/2" = 1'-0"


Footing 
1 1/2" = 1'-0"


1X3 SHADOW BOARD


PARPAC  MEMBRANE VAPOR RETARDER


1X8 FRIEZE SPACED TO RECEIVE TOP COURSE OF

CLAPBOARDS


DRIP EDGE


CLOSED CELL SPRAY FOAM W/ INTUMESCENT

COATING


 BLOCKING


4" 2,500 PSI CONCRETE SLAB W/ FIBERMESH


WESTERN RED CEDAR CLAPBOARDS


2X6 @ 24" O.C., DENSE PAC CELLULOSE

INSULATION (R-20)


1/2" GWB


3/4" T&G ADVANTECH SUBFLOOR


2" THERMAXX WHITE INSULATION SYSTEM


1x5 SOFFIT


Typical Eave

1 1/2" = 1'-0" 

3


8" 2,500 PSI CONCRETE FOUNDATION


GALV. MC 8x8.5 

Details


Info@km-a.me


(207)-615-6421


8/28/2015


Kevin Moquin Architect
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A5.1

Revisions:


PERMIT SET


...


15 Howard Street


Portland, Maine


Ritzo-Buck


Addition


2' 4'
0 1' 7'


Graphic Scale 1/4" = 1'-0"


10/16/15


