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IT SHALL NOT BE USED FOR ANY OTHER PURPOSE THAT FOR WHICH IT IS SPECIFICALLY FURNISHED


D
E

S
C

R
IP

T
IO

N



CALLENDER


ARCHITECTS


P 207.775.2696


1 36 PLEASANT AVE.


PORTLAND, ME 041 03


www.whipplecallender.com


F 207.775.3631


W H IP P L E  —


P
O

R
T

L
A

N
D

, M
A

IN
E



A

Q
U
A

R
IU

S
 P

R
O

P
E

R
T

Y



M
A

N
A

G
E

M
E

N
T




7

3

/
4

"


1 5/1 6" 3/4"
 9
1 /4" 3/4"


1 0"


7

3/

4
"


3
4
"


3
6
" 
M

IN
.


1
2

13

/1
6
"


10"


7
"


3
6
" 
M

IN
.


NEW EPDM ROOF


SOLID WOOD - TWO PIECE SILL


EXISTING ROOF PROFILE W/ NEW

ASPHALT SHINGLE ROOF


PAINTED CROWN TRIM OVER 1  X


FULL FOAM INSUL. UNDER DECK -

SEE STRUCTURAL FOR FRAMING

PLANS


EXISTING UPPER FLOOR

FRAMING TO REMAIN


EXISTING GROUND FLOOR

FRAMING TO REMAIN


EXISTING FOUNDATION TO REMAIN


NEW SUBFLOOR AND FINISH

FLOOR


EXISTING SUBFLOOR TO REMAIN


EXISTING 2 X 4 WALL CONSTR.-

INSULATE TO R-21  MIN.


NEW REPLACEMENT SASH WINDOW

TYPICAL WHERE EXISTING SIDING

REMAINS


NEW 5/8"  TYPE "X" GWB FINISH

ENCASING ALL FLOOR

STRUCTURE THROUGH OUT

GROUND FLOOR


REBUILT FRAME AT

REPLACEMENT SASH TYP.


EVALUATE EXISTING FRAMING-

FLUSH FRAME IF POSSIBLE


TRIMMED/ RECESSED PANEL


NEW BIGFOOT PIER 48"

DEEP W/ GALV. POST

BASE BRACKET TYP.


NEW P.T. POST


FULL OPEN CELL FOAM 7 1 /4 X

3.8= R 27.55 @ FLR.


THRU FLASHED PAN AT DOOR

SILL TYPICAL


METAL WORK CAP AT DECK/

EAVE DETAIL


METAL FINISH AT EXPOSED

LOWER WALL


RAILING AS REQUIRED- METAL W/

GLASS PANEL


DOOR ACCESS TO DECK


UNINSULATED/ VENTED ATTIC


NEW STRUCTURAL DECK

BRACKETS (5)- THRU BOLTED TO

NEW FRAMED WALL


3/4" SYNTHETIC FACE TRIM

TO COVER STRUCTURAL

CONNECTOR SHIMMED AS

REQUIRED


SOLID BLOCKING


VERTICAL COLUMN PER

STRUCTURAL DWG.'S


42" TALL GUARD SYSTEM


SYNTHETIC DECKING


DECK BLOCKING RIPPED TO

PITCH


EPDM ON 1 /2" PROTECTION

BOARD WITH CONTINUOUS

COATED DRIP EDGE


3/4" EXT. GRADE ROOF

SHEATHING


3/4" PLASTIC FACE TRIM


BOLTED CONNECTION-THRU

SLEEPERS & STRUCT. POSTS


P.T. POST TO "BIGFOOT"

FOOTING @ GRADE


FRAMED STUD WALL W/ NEW

SIDING


NEW STANDING SEAM MTL. SIDING


NAT. MATERIAL CEILING-

STAINED WD.


EXISTING SIDING TO REMAIN


PAINTED CROWN TRIM OVER 1  X


PAINTED AZEK TRIM OVER

BLOCKING


BRACE WALL FRAMING ABOVE

THRU EXIST. AT CORNERS AND

MIDS.


CASEMENT/ FIXED WINDOWS


WOOD DECK ON SLEEPERS


6 X 6 NEWEL POST


SQ. 1  1 /2" BALUSTERS

BALUSTERS SPACED AT 3 7/8"

CLEAR MAX.


1  X 4 PTD. SKIRTBOARD TRIM


EVALUATE EXISTING CAST CONC.

LOWER LANDING FOR RE-USE


NOTE OPTION TO USE FIBERGLASS

TYPE RAIL SYSTEM


FULL OPEN CELL FOAM 7 1 /4 X

3.8= R 27.55 @ FLR.


2 X 4 WALL W/ 3 1 /2" OPEN

CELL= 3.5 X 3.8=1 3.33


2 X 4 WALL W/ 3 1 /2" OPEN

CELL= 3.5 X 3.8=1 3.33


2 X 1 0 ROOF W/ FULL OPEN

CELL= 1 1  X 3.8=41 .8


OPEN CELL FOAM BETWEEN

FLOORS- 7.25 X 3.8=R 27.55


3. BAY WINDOW

SECTION


1 . DECK TO WALL DETAIL

4. ENTRY PORCH STAIR SECTION


1  X 4 PTD. TRIM
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5. TYP. STAIR TREAD


EXISTING

SPACE


EXISTING

SPACE


NEW EXT. DECK


NEW FIN.

SPACE


DETAILS
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