Reviewed for Code Compliance
Inspections Division

Approved with Conditors | | — SUBMIT RAILING SYSTEM TO ARCH & TRACIE J.

09/25/15 ENGINEER FOR APPROVAL BEFORE

Date: INSTALLATION REED

'- 6" MAX. SPACIN
8 SPACING —— 2x2 or 1x3 TOP RAIL, ATTACH TO

STEEL TOP PLATE W/(2) #10

[ SCREWS EACH SIDE VERT.
—— EXISTING ROOF TO REMAIN -
1/2" x2" POWDER COATED ° .
STEEL VERTICALS - GRAY “ ol | — 42" MAX. BTW CABLE SUPPORTS.
//( BRACE BY MANUFACTURER OR
1/4x1" FLAT STAINLESS BAR
EXISTING ATTIC ’ W/HOLES DRILLED TO ALLOW

CABLES TO PASS THROUGH.

| — 3"CLR.BTW 1x19 CONSTRUCTION

FILL ATTIC CAVITY TO R-49 :) L

WITH W/GREEN FIBER 765 —2 N =] CABLES RAIL.
CELLULOSE, TYP. A B 5
N ! — 1/2"x 2" x 40" METAL PLATE @
J W ANCHOR POSTS TO 2x4 PLATE . @ POST W/PRE-DRILLED HOLES TO

- Roof W/(2) 3/8" DIAMETER LAG ACCEPT 3/8" DIAMETER LAG
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ANCHOR POSTS TO 2x4 RAIL PLATE W/(2) 3/8" DIAMETER

— = T . SCREWS EVERY 12" VERT.
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REBUILT ROOM
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1"=1-0" 1:6 oc O L E
L
: FULLY ADHERED 60 MIL EPDM W/SRI OF | - L~
B i TthF'IooE 90 OR BETTER L o A
- | 20'- 0 w O £ o
5/8" APA-RATED ROOF SHEATHING, = o
PACK ALL FLOOR/CEILING l CLEANED AND SANDED oc 7))
CAVITY W/GREEN FIBER 765 m SLOPED ROOF CAVITY FILLED W/DENSE METAL DRIP EDGE, TYP. - oc LU
CELLULOSE, TYP. PACK CELLULOSE - R-37 1.0 Z Z
VINYL SIDING, TYP. (/p) ) O O
_ _ | — L . Roof / METAL FLASHING, EXTEND 6" MIN. UP ADACENT pd N —
EXISTING STRUCTURE REBUILT ROOM a 30'-0 WALL BEFORE SIDING, TYP. TAPE TOP OF Z —J
CTORY PRIMED & P i EXISTING 2x4 EXT. WALL FLASHING TO SHEATHING. O O oC <>E
— / | FACTORY PRIMED & PAINTE
[ . @ SOLID BLOCKING AS INSUL. STOP, SEAL / EXISTING 2x10 FLOOR JOIST CANT TRIP, TYP. (d)p) O LLI
j | EDGES & CRACKS W/SPRAY FOAM INSUL. T ° 0 e FULLY ADHERED 60 MIL EPDM W/SRI OF 90 OR BETTER oc "
n i 1 : | — PRE-MANUFACTURERED SOFFIT 2 LLI
o ; || n = a4
1== | | Second Floor | | (2) 2x6 TOP PLATE, TYP - — — - - - o = L >
— ‘ = 10'- 0" STRAPPING —/ |  TYP. \ L 30'-0 ™M o
| ‘ - ) 1 1/2" APA-RATED SIDING, BOTH " APA-
+ 5/8" GWB 7‘ SIDES (SHEAR WALL) \ 5/8" APA-RATED SHEATHING, CLEANED AND SANDED W 2 A o
SIMPSON 2.5 HU GLIP, TYP. ’
A HEADER, SEE STRUCT FOR
5/8" GWB SIZING HANGER, TYP.
\
EXISTING STRUCTURE REBUILT ROOM , B VINYL SIDING, TYP. SISTER EXISTING JOIST W/NEW 2x10 CONT. LEDGER FASTENED TO RIM-BOARD
| . 2x10 @ EXTERIOR WALL W/(2) ROWS OF 5/8" DIAMETER x 4" LONG HDG
| S 3/4" RAIN SCREEN, TYP. LAG BOLTS @ 12" O.C. (THRU SHEATHING AND PT
OR PVC SPAGER) MAINTAIN 2 1/2" MIN. DISTANCE
? | \ PEEL & STICK FLASHING BTW CENTER OF BOLT & EDGE OF LEDGER &
METAL FLASHING W/DRIP EDGE RIMBOARD. TYP. \
- o First Floor 5 ROOF/EAVE DETAIL £, EXISTING BUILDING @ ADDITION DEXTROUS
_O 1u=11_0u Q 1u=1|_0u CREATIVE
EXISTING BRICK FDN. N PORTLAND, ME 04102
WALL A TRACIE REED, ARCHITECT
NCARB, AIA, LEED AP BD+C
w traciereed@dextrouscreative.com
207.409.0459 (cell)
] a ADDITION
- LT T T T GENERAL CONTRACTOR/OWNER REP.
A-3.1 \Si1) EXISTING BRICK FDN. WALL I SETER VALCOURT
o | Basement & BNy [ T NEW MESH-REINFORCED SLAB TRV ALGOURT@YAHOO.COM
L : 8- 6" o » 207.469.8494
| 5 i | W EXISTING BASEMENT SLAB ¥
L ! —t \ < - STRUCTURAL ENGINEER
e I L ; j — — Basement AL HODSON
L -8' - 6" RESURGENCE ENGINEERING
A I o 61 INDIA STREET, SUITE 7
— ezl | . PORTLAND, ME 04101
N

.| |B.O. Footing $
== J -12'-91/2" AL@RESURGENCEENGINEERING.COM

RUBBLE? UNKNOWN EXISTING CONDITION @ 207.615.9985 (CELL)

BASE OF EXISTING BRICK FDN. |

/ TYPICAL EXISTING WALL RETROFIT | R-21

EXTERIOR TO INTERIOR CARPENTERS
I -VINYL SIDING TO REMAIN CARL LITTLEFIELD
CLEAN DIRT FROM RUBBLE FDN. —— < -EXTERIOR SHEATHING TO REMAIN LITTLEFIELD & SON CONSTRUCTION
-EXISTING 2x4 (ACTUAL) WOOD STUDS FILLED 29 TOWN FARM RD
1. SECTION THROUGH DECK W/DENSE PACK CELLULOSE* BUXTON, ME 04093
1/4" = 1'-0" . -NEW 2x STRAPPING (RECOMMEND 2x6 RIPPED CARL_LITTLEFIELD@YAHOO.COM
5 IN HALF) ALSO FILLED W/DENSE PACKED 507.929 6040
a_) CELLULOSE*

CONT. VAPOR BARRIER, WRAP UNDER POUR
STOP. TAPE SEAMS, TYP.

-5/8" GWB PRIMED AND PAINTED

*GREEN FIBER 765 OR APPROVED EQUAL.
INSTALL TO 3.5# PER CUBIC FOOT PER
INSTALLATION STANDARDS.

GENERAL CONTRACTOR TO SCHEDULE SITE
VISIT DURING EXCAVATION WITH STRUCT.
ENGINEER TO VERIFY EXISTING CONDITION OF
EXISTING FOOTING AT BRICK WALL - TO
ENSURE UNDERPINNING DETAIL IS ADEQUATE.

2" XPS INSULATION
CRUSHED AGGREGATE

UNDISTURBED SOIL

NOTE | ALL EXISTING EXTERIOR WALLS TO BE

RETROFITTED PER THIS DETAIL EXCLUDING
RATED WALL (PROJECT WEST). NEW WALLS

#4 REBAR @ 18" CONT. TO BE SHEAR WALLS AS SHOWN ON A-5.1

CONTRACTOR TO PROVIDE TEMPORARY X

BRACING DURING EXCAVATION.

2| _ On

CONT. #4 REBAR

UNDERPINNING DETAIL 7 TYPICAL EXISTING WALL RETROFIT

6 1 " = 1'_0" 1" = 1'_0"
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