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Aoprouet vt Gomiions RESILIENT CHANNEL 1-SIDE
Date: 09/25/15 S % 5/8" TYPE-X GWB
PEEL AND STICK HEADER PER STRUCT. — ] DESCRIPTION - STC 50 PER CERTAINTEED TEST, WHI ST-2
WATERPROOFING TAPE OVER - TYPE 1 A | U L 305 Ko “5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED
TOP OF METAL FLASHING, TYP. — o EDGES, APPLIED VERTICALLY OR HORIZONTALLY DOOR SCHEDULE
R -2x4 WOOD STUDS SPACED MAX. 16. O.C. FILL W/3 1/2" FIBER
PEEL AND STICK WATERPROOFING 1 - HO U R RATI N G e T v m————— R GLASS INSULATION # | TYPE | Width | Height COMMENTS
TAPE OVER NAILING FLANGE, TYP. ~ -INTERIOR SURFACE RESILIENT CHANNEL — o
WOOD STUDS @ 16" O.C. MAX. -5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED 001 |A 3'-0 6'-8
EDGES, APPLIED VERTICALLY OR HORIZONTALLY 001B |A 30" 6 - 8"
101 |A 3-0" 6'-8" EXISTING TO REMAIN?
[ SFTYPEXGWE 102 |B 2'-10" |6'-8" |60 MIN. RATING W/CLOSURE
METAL FLASHING & DRIP EDGE, TYP. TYPE 1 B | U L 407 —_— 5 DESCRIPTION 102B B 2'-10" |6'-8" |60 MIN. RATING W/CLOSURE
? 5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED 104 D 3-0" 68"
\ ; EDGES, APPLIED VERTICALLY OR HORIZONTALLY - - 0
30-M | N RATI NG e © -2x4 WOOD STUDS SPACED MAX. 16. O.C. W/BLOCKING 105 |C o _g" 6 -8"
@ MID-SPAN. EFFECTIVELY FIRESTOPPED. 1058 |G o g & g pd Z
; -5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED - -
NEW WINDOW PER WINDOW SCHEDULE WOOD STUDS @ 1670.C. MAX. - EpGES, APPLIED VERTICALLY OR HORIZONTALLY 107 C > . g 6 -8" O <
TRIM BLOCKING TO SUPPORT — | —
FLASHING AND TRIM 0" r_g" =
3/4" RAIN SCREEM 107B |F 4-0 6'-8 < — o
TAPERED SHIM >/8" CEMENT BOARD DESCRIPTION (INTERIOR TO EXTERIOR 107C |F 4-0 -8 o >
1/2" APA-RATED SHEATHIN DESCRIPTION (INTERIOR TO EXTERIOR) T @an T qn >
PEEL & STICK WATER-PROOFING \ "7 /2" APA-RATED SHEATHING -5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED EDGES, 108 |C 2'-6 6'-8 O O 8
MEMBRANE WRAPED UP AND UNDER APPLIED VERTICALLY OR HORIZONTALLY Y Y
TAPERED SHIM TO FORM END DAMN. L FLASHING W/DRIP EDGE, TYP. TYPE 1 S -1/2" APA-RATED PLYWOOD SHEATHING FASTENED EVERY 8" O.C. 182(8; E g 8 g 2 > A -
W/6d NAILS, TYP. - 0" '- 8"
PEEL AND STICK WATERPROOF ’ — <C
NEW EXTERIOR SHEAR WALL ASSEMBLY | R-21.6 MEMBRANE OVER NAILING FLANGE 1 _ H O U R RATI N G 246 WOOD STUDS SPACED MAX. 12. O.C. W/BLOCKING @ MID-SPAN. 108D |C o g" 6. 8" LLI =
72 GWB SEAL AS VAPOR INAIBI OR ON ALL SIDES. TYP. VERIFY FILL CAVITY W/GREEN FIBER 765 FIBER - R-21 TO 3.5# PER CUBIC 2
/2 APA-RATED PLYWOOD , T FOOT PER STANDARD INSTALL. INSTRUCT. 109 |C o _g" 6 -8" oc o
MEMBRANE MEETS MANUFACT. -1/2" APA-RATED PLYWOOD SHEATHING FASTENED EVERY 8" O.C O LLI
-2x6 STUD (EXISTING) FILLED W/NEW DENSE PACK INSULATION [R-13] SPECIFICATIONS. N NAATED C. 110 |E 30" 68" LL
-1/2" APA-RATED SHEATHING, PATCH/REPAIR AS NECISSARY 2x6 STUDS PR - = Ll —
-3/4" RAIN SCREEN -5/8" CEMENT BOARD 1 1OB H 6! _ O" 7| _ On F
_VINYL SIDING INSTALLED PER MANUFACT. INSTRUCT. 5/8" TYPE X GWB -3/4" STRAPPING AS RAIN SCREEN LLl C LW
e VINYL SIDING 201 B 2-8 |6-8" 60MIN. RATING W/CLOSURE w O F o
' 204 |B 28" |6-8" |60MIN. RATING W/CLOSURE r =2 o <
1 TYP. NC WINDOW & SILL DETAIL ——— /ff = DESCRIPTION 204B D 3-0" 6'-8" |— ﬂ'.' = LL
" — '_ " i "—
11/2"=1"-0 J TYPICAL INT_ S -5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED 205 |C o _g" 6 - 8" m |— Z
— §< < EDGES, APPLIED VERTICALLY OR HORIZONTALLY @)
NEW FURRING 1\ NO RATI NG _ \ .y -2x6 WOOD STUDS SPACED MAX. 16. O.C. W/BLOCKING @ 205B |C o' _g" 6 - 8" = (d)p) O ]
/ VAR 0 S SR ST R MID-SPAN — —
NEW 5/8'GWB — | -5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED 207 |C 2'-8 6'-8 pa 2 E:I
, WOOD STUDS @ 16" O.C. MAX.  EDGES, APPLIED VERTICALLY OR HORIZONTALLY 507B F 40" 68" O O oC S
? |~ EXISTING WALL & WINDOW 207C |F 4-0" |6'-8" ‘é) (@ g <
- 208 |C 2-6" 6-8 LU
AVITY TO BE FILLED W/CELLULOSE 5 — P LL] ;
’ 0 PR | /8" TYPE-X GWB 2088 |F > -0 6-8 L] (>-2
5/8" B ' " ' "
= /f 208C |F 5.0 |6-8 = W ~ -
: -5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED " an -
EXISTING WINDOW & OPENING S EDGES, APPLIED VERTICALLY OR HORIZONTALLY 209 |G 2 -6 6'-8
N O RATI N G © -2x6 WOOD STUDS SPACED MAX. 16. O.C. W/BLOCKING @ 210 |E 3. 0" 6 -8"
. MID-SPAN — —
A N ————— -5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED 210B H 6'-0 7'-0
N EDGES, APPLIED VERTICALLY OR HORIZONTALLY 301 B 2. g" 6'-8" 60 MIN. RATING W/CLOSURE
2x6 WOOD STUDS @ 16" O.C. MAX. 304 |B 2.8 16-8" |60 MIN. RATING W/CLOSURE
. 304B |D 3-0" |6-8"
=i 305 |C 2-8" |6-8"
(s — — 1/2" APA-RATED
: s EXISTING WALL & [EXTERIOR] " an —— ; :
, WINDOW TO REMAIN SHEATHING EACH SIDE 2828 g 2 g 2 2 —-—
= DESCRIPTION (INTERIOR TO EXTERIOR) - -
NEW 5/8'GWB —— S | EXTE RIO R -5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED 307 |C o _g" 68" DEXTROUS
/ EDGES, APPLIED VERTICALLY OR HORIZONTALLY CREATIVE
-1/2" APA-RATED PLYWOOD SHEATHING FASTENED 307B |F 4'-Q" 6'-8"
SH EAR WALL EVERY 8" O.C. W/6d NAILS, TYP. — — PORTLAND, ME 04102
\ -2x6 WOOD STUDS SPACED MAX. 12. O.C. W/BLOCKING 307C |F 4'-0 6'-8 TRACIE REED, ARCHITECT
%, R_2 1 @ MID-SPAN. 308 C 2! _ 8" 6! _ 8" NCARB, AIA, LEED AP BD+C
. -FILL CAVITY W/GREEN FIBER 765 FIBER - R-21 TO 3.5# traciereed@dextrouscreative.com
CAVITY TO BE FILLED W/CELLULOSE ; [(INTERIOR] \ 5/8" TYPE-X GWE PER CUBIC FOOT PER STANDARD INSTALL. INSTRUCT. 308B |F 5-0" |6'-8" 207.409.0459 (cell)
1 -1/2" APA-RATED PLYWOOD SHEATHING FASTENED 308C |F 50" 6.8
NEW FURRING L 2x6 WOOD STUDS @ 12" O.C. EVERY 8" O.C. W/6d NAILS, TYP. - -
BLOCKING @ MID-SPAN -3/4" STRAPPING AS RAIN SCREEN 308D |C o _g" 6 -8"
TYPICAL EXISTING WALL @ WINDOW VINYL SIDING — —
11/2"=1-0" g?g CE; g - 2 g - : S?EEFF:% I(_:(_?ONJS_?CTOR/OWNER REP.
[EXTERIOR] EXISTING EXTERIOR — — PETER.VALCOURT@YAHOO.COM
ENVELOPE TO REMAIN 310B |H 6'-0 7'-0 207.469.8494
DESCRIPTION (INTERIOR TO EXTERIOR)
E | EXISTI NG : 5/8" TYPE-X GWB, W/BEVELED, SQUARE OR TAPERED - ENGINEER
2 EDGES, APPLIED VERTICALLY OR HORIZONTALLY R ESURGENCE ENGINEERING
i -2x STRAPPING EVERY 2-0" VERT.
A ot WOOD STUDS SPAGED 61 INDIA STREET, SUITE 7
R PORTLAND, ME 04101
s -GREEN FIBER 765 FILLED TO 3.5# PER CUBIC FOOT )
AL@RESURGENCEENGINEERING.COM
R_ 21 I PER STANDARD INSTALL. INSTRUCT. o e 08s (CELL
"EXISTING VINYL SIDING -615.9985 (CELL)
W [INTERIOR] 2x6 RIPPED IN HALF USED AS STAPPING CARPENTERS
CARL LITTLEFIELD
e 2x4 WOOD STUDS @ 12" O.C. TO REMAIN LITTLEFIELD & SON CONSTRUCTION
v 79 TOWN FARM RD
| Wall Types BUXTON, ME 04093
’ 11/2" = 1-0" CARL_LITTLEFIELD@YAHOO.COM
" 5/8" TYPE X GWB EXTENDS - 207.929.6040
RESILIENT CHANNEL : UNDER UNRATED WALL
HEADER. PROVIDE SOLID
5/8" TYP. X GWB EAGH SIDE < | BLOCKING ABOVE GWB — —
s / /
/ /
/ /
TYP. HEAD DETAIL @ NON-RATED LI
= BEARING WALL (TYPE B) —
1" = 1'_0" \ \
SEALANT. MAX. SEP. BTW BOTTOM OF ]
CEILING & TOP OF WALL = 1/2". 4/8" N\
MIN. JOINT SEALANT. FILL FLUSH
W/WALL SURFACE _ ioti
A| FACTORY PRIMTED B | FACTORY C | WOOD D|WOOD BI-FOLD  E | INSULATED 1 No - '.Desf"pm" 5 tD?te
AND PAINTED METAL  PRIMED AND INTERIOR DOOR FULL LIGHT evision ate
INSULATED EXTERIOR PAINTED RATED  DOOR EXTERIOR DOOR
DOOR INTERIOR DOOR
Rl = Sched d
\ BATT INSUL. 5/8" TYPE X GW Window Schedule Che u IeS dan
RESILIENT CHANNEL ? 5/8" TYPE X GWB EXTENDS " — RESILIENT CHANNEL Type R°F‘gh Openl.ng N > p Wal I Deta| IS
] UNDER UNRATED WALL 5/8" TYP. X GWB EACH SIDE < Mark Width Height Type Comments N y
Ve GynOVIDE BLOGKING - 58 2'-10" |5'-4" Double Hung with Trim y .
5/8" TYP. X GWB EACH SIDE < 62 2'-10" |3'-8" |Double Hung with Trim /@/ Project number 15-16
F | WOOD SLIDING | WOOD FREN H | VINYL EXTERIOR Date
I i 58 | DOUBLE HUNG 62 | DOUBLE HUNG L OSET DODR S OORS AN 06.23.15
Q. i Drawn by TJR
HEAD DETAIL. UL SYSTEM NO. HW-S-008 1-HOUR MAX. RATING Window Leaend ENSURE ALL WINDOWS MEET IBC-2009 REQUIREMENTS IN SECTION 2406, SAFETY DOOR PANEL TYPES
T 0"9 GLAZING. REPLACE ANY EXISTING WINDOWS REQUIRING SAFETY GLAZING PER A= 10" Checked by TJR
=1'- SECTION 2406 TO MEET CODE. NEW WINDOWS TO MEET IECC-2009 U-FACTORS AND =1'-
4 T\"(P' I"lEf‘D OF WALL NON-RATED WALL 3 T\"(P' 'T'E"?‘D OF WALL DETAIL SHGC RATINGS. NOTE THAT GLAZING IN SHOWER-AREAS MUST BE MEET SAFETY
1"=1-0 1"=1'-0 GLAZING STANDARD. A_5 1
[ ]
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