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Date: 10/24/17

Gas Line


Domestic Water Line


Sprinkler Water Line

Sewer Lateral *


Outlet for perimeter drain


Electrical Service


Roof Gutter System

to collect roof

water and

distribute in a rain

barrel located here.


Preserve existing Landscape


Preserve existing landscape


Lot Size: 4600sf
Lot Coverage:

1 1% = House
24% = Pool and

pool accessory structure

4% = Existing paved driveway area
61%* Landscaped Open Space

*Although some landscaping may
be damaged during the installation
of the fence, no greater than 44%
of the lot's landscaped open space
will be disturbed. Thus, the lot will
always make the 20% landscaped
open space requirement.

498sf Single Family


FFE=139


Rain barrel collection location


for perimeter gutter system


Existing Paved Area/ Parking


Existing Grading Countours


Proposed Grading Contours


Area of Proposed Site Disturbance


(Note: Area to have perimeter silt fence)


Silt Fence to


run the


entire


perimeter


of area of


disturbance.


Rain Barrell


Rain Barrell


Existing Parking


for 1 car.


crushed stone drip edge


around perimeter of foundation


crushed stone drip edge


around perimeter of foundation


ZONE: R-6


Soil Type: Hinckley Gravelly Sandy Loam


based on the National Resources


Conservation Service


(NRCS) soils map. Hydrologic Group A


soils.


FFE=140


220sf Accessory Structure:


Mechanical for Pool

1 37


1 38 proposed
138 existing


139 existing
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139 proposed


140 existing


140 proposed

setback line


14
0 e
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pool perimeter edge elevation=140


bottom of pool

elevation=135.5

Bottom of pool

elevation=131


Existing paved area to remain with


existing curb cut


141 existing


8' easement for access and maintenance


Existing Curb Cut to remain


**the curb WIL NOT be disturbed


Hawthorne Tree

to be planted


Existing Street


Tree to Remain


Lattice Street Fence

48" Tall


Pool: 900sf

Pool is a separate permit


All utilities to connect to shed


Shed siding same as house


Accessory Structure is a separate permit


City trenching


standards to be met


in the ROW


Pool Fencing


Pool to meet Section 6-24 Swimming Pools, spas, and hot tubs.


48" tall perimeter barrier: 2.25" chain link as specified in 6-24.


Access Gate with

locking device, self

closing/ latching


Access Gate with

locking device,

self closing/

latching


Access Gate

with locking

device, self

closing/ latching


Hawthorne Tree


to be planted


Pool Fencing
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*Invert height TBD, by licensed professional in the
field based on height of street lateral

 O
do
utlet for perimeter d

mestic water line
rain


Sewer Lateral


Electrical Service (underground)


PERGOLA AREA


Kit: 20' by 20'


A
M

E
N
D

M
E
N
T

Provide landing and stair dimensions

591sf foot print (not including new front steps) 
Please add front steps and correct number.

250sf foot print - Please correct number.

Please show locations of pergola posts

LANDING IS 3'-4" wide by 4'-6" long
STAIR DETAIL AND DIMENSIONS 
PROVIDED ON SHEET ST2

PERGOLA IS NOT PART OF THIS APPLICATION. 
PLEASE SEE PERMIT #839 FOR APPROVED DESIGN.

591SF EXTERIOR DIMENSIONS 
537SF INTERIOR DIMENSIONS
Exterior landing/steps = 26sf

SHED IS NOT PART OF THIS APPLICATION
PLEASE SEE PERMIT #839 FOR APPROVED 
DESIGN

Revised: 11/1/17


