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6'11.5" head hgt

UP 4'1"

REMOVE EXISTING


CHIMNEY FROM 8"


BELOW EXISTING


CONC. FLOOR

THRU ROOF

REMOVE EXISTING


BOILER AND ASSOCIATED


APARTMENT UNIT PIPING,


DUCTS, ETC. TYP. FOR ALL


FOUR UNITS.

REMOVE EXISTING


BOILER AND ASSOCIATED


APARTMENT UNIT PIPING,


DUCTS, ETC. TYP. FOR ALL


FOUR UNITS.

REMOVE EXISTING


BOILER AND ASSOCIATED


APARTMENT UNIT PIPING,


DUCTS, ETC. TYP. FOR ALL


FOUR UNITS.

REMOVE EXISTING


ELECTRICAL PANELS AND


WIRING AS REQUIRED BY


NEW ELECTRICAL PANELS


AND NEW STAIR


REMOVE/ RELOCATE


EXISTING GAS ENTRANCE


AND OVERHEAD GAS/


WATER PIPING, ELECTRICAL


WIRING, ETC. AS REQUIRED


BY NEW STAIR


AREA OF NEW STAIR.

EXISTING CONCRETE


FLOOR SHALL REMAIN


REMOVE EXISTING


WOOD WALLS.


6 risers


6 risers


9" RISE

6'9.5 TO

B.O. JOISTS

9" AT 16"


O.C

7.5" WIDE


BEAM PLUS


2X2BYLUMBER


BASEMENT
001

625 sq ft

#
D

rg
ID

#
L
a
y
ID

F

N

F

REMOVE EXISTING RECESSED


ENTRY FLOOR AND GABLED

ENTRY ROOF


.

UNIT 1

UNIT 2

E

SHORE AND BRACE EXISTING


BUILDING AT CORNER AS


REQUIRED TO MAINTAIN


STRUCTURAL INTEGRITY OF


ENTIRE BUILDING WHILE


INSTALLING NEW METAL


CORNER COLUMN


REMOVE EXISTING


MANUFACTURED FLOORING


AND EXISTING WOOD


FLOORING BELOW, DOWN TO

EXIST. SUBFLOOR. PREPARE


EXIST. SUBFLOOR AS REQ'D BY


NEW WOOD FLOOR


..

REMOVE EXISTING WOOD


FLOORING DOWN TO EXISTING


SUBFLOOR. PREPARE


SUBFLOORING AS REQ'D BY


INSTALLATION OF NEW WOOD


FLOOR

.
REMOVE EXISTING WAINSCOT


SYSTEM FROM THESE WALLS


.

REMOVE EXISTING FLOOR


SYSTEM WITHIN NEW EXIT STAIR


ENCLOSURE, ELEVATOR SHAFT


AND ELEVATOR LOBBY


ALTERNATE #1:


REMOVE INTERIOR FINISH OF


EXTERIOR WALLS, INCLUDING


ALL WINDOW/ DOOR TRIM,


BASEBOARD, ETC. DOWN TO


EXISTING STUDS AND REMOVE


EXISTING INSULATION. INCLUDE


ALLOWANCE FOR REMOVING


ANTICIPATED PIPING AND


ELECTRICAL. TYP. ALL FLOORS


REMOVE EXISTING HEATING


SYSTEM(S) IN THERE ENTIRETY.


TYP. ALL FLOORS


REMOVE EXISTING TRIM AND


FRAMES AT OPENINGS TO BE


INFILLED. TYP. 

REMOVE EXISTING VCT


FLOORING AND


UNDERLAYMENT. PREPARE


EXISTING FLOORING AS


REQUIRED BY NEW TILE FLOOR.


TYP. ALL FLOORS


REMOVE EXISTING STAIR AND


GUARDRAIL SYSTEMS WITHIN


STAIR ENCLOSURE. TYP. ALL


FLOORS

REMOVE EXISTING BRICK


CHIMNEY FROM BASEMENT


THRU ROOF. PATCH ROOF TO


MATCH ADJACENT MATERIALS 

 REMOVE EXISTING WINDOWS


REMOVE EXTERIOR VINYL


SIDING, TRIM, UPPER CROWN,


FELT OR SIM. AIR BARRIER, ETC.


DOWN TO EXISTING WALL


SHEATHING. TYP. FOR ALL


EXTERIOR WALLS ON ALL


FLOORS

ALTERNATE #2: REMOVE ALL


WINDOW JAMB POCKETS FOR


OLD COUNTER WEIGHT AND


BALANCING SYSTEM FOR OLD


DBL. HUNG WINDOWS TO CREATE


LARGER OPENING FOR NEW


WINDOWS WITHOUT AFFECTING


THE STRUCTURAL HEADER OR


SUPPORT KING AND JACK STUDS,

INCLUDE REMOVING EXTERIOR


SHEATHING AT EACH POCKET


REMOVE EXISTING WALL


FINISH AT BOTH SIDES OF


EXISTING WALL WITHIN 2-

HOUR NEW STAIR ENCLOSURE


REMOVE EXISTING


CEILING FINISH IN ALL


ROOMS. TYP. ALL FLOORS,


EXCEPT BASEMENT


REMOVE EXISTING WALL FINISH


ON EACH SIDE OF EXISTING


WALLS. TYP. ALL FLOORS


REMOVE EXISTING PLUMBING.


CAP PIPING BELOW FLOOR


FINISH

BULKHEAD


F

3'4.5" 

UNIT 2 

N

REMOVE EXISTING BRICK


CHIMNEY FROM BASEMENT


THRU ROOF. PATCH ROOF TO


MATCH ADJACENT MATERIALS


REMOVE EXISTING


SHEATHING TO BEAR


STUD AT WALL WITHIN


STAIR ENCLOSURE. TYP.


THIS WALL ONLY


F

3'4.5"

UNIT 3

N

CHASE

REMOVED?REMOVE EXISTING BRICK


CHIMNEY FROM BASEMENT


THRU ROOF. PATCH ROOF TO


MATCH ADJACENT MATERIALS 

EXISTING

ROOF

DRAIN TO

REMAIN

EXISTING

VENT TO


REMAIN

STAIR IS FOR 3RD FLOOR


CONDOMINIUM

ACCESS ONLY. THIS WILL


BE STIPULATED IN


THE CONDO, DOC.S


METAL SCUPPER


REMOVE EXISTING ROOFING


AND ROOF STRUCTURE IN AREA


OF NEW ROOF DECK STAIR.


SHORE AND BRACE EXISTING


STRUCTURE TO REMAIN AS


REQ'D TO MAINTAIN


STRUCTURAL INTEGRITY


REMOVE EXISTING BRICK


CHIMNEY FROM BASEMENT


THRU ROOF. PATCH ROOF TO


MATCH ADJACENT MATERIALS
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BASEMENT 
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GROUND FLOOR
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SECOND FLOOR


0 4' 8' 12' SCALE: 3/16" =    1 '-0" 4 
THIRD FLOOR
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ROOF
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