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4"  5/4 X 6 IPE W/ HIDDEN
FASTENERS. PROVIDE 5/4 X 6
FRAME AT EXTERIOR  EDGES.

2x6 EWC JOIST.
PRIME ALL SIDES AND 2- TOP
COATS PAINT . ATTACH TO
LEDGER W/ 4- 1/4" X 4"  TIMBERLOCK
SCREWS  COUNTERSINK AND PLUG.
EXTEND BOTH OUTSIDE JOISTS TO
PLYWD. SHEATHING

    2x EWC WOOD LEDGER,
PRIME ALL SIDES AND PAINT,
2X BLOCKING BEHIND.

MTL. Z-FLASHING. EXTEND
OVER LEDGER BOARD

2 X 4 EWC
BLOCKING. RIP AS
REQ'D. PRIME ALL
SIDES AND PAINT

MIN. 1/4" GAP FOR
RAINSCREEN VENTING

3- ROOF RAFTERS
ABOVE DOOR AND
WINDOW OPENINGS

PROVIDE SISTERED 2X6
AT EACH ROOF

JOIST TO LEVEL CEILING

MIN. 1/4" GAP FOR
RAINSCREEN VENTING

2X2 TRIM

1 X 2 EWC BLOCKING.

1" X 2" EWC TRIM. PRIME
ALL SIDES AND PAINT

5/4 X EWC VERT. TRIM TO
ALLOW CLAPBOARDS
TO ABUTT. PRIME
ALL SIDES AND PAINT.

1X3 WOOD STRAPPING
@ 16" O.C.

8 1/2"

5
1/

2"

0
1/

2"

6" DIA. GALVALUME. GUTTER (NO PITCH)
AND 4" GALV. ROUND MTL. DOWNSPOUT
SYSTEM.PROVIDE GALV. MTL. HALF ROUND
END CAPS & GALV. HALF ROUND OUTSIDE
GUTTER HANGERS @ 24" O.C. W/ SOLID
WOOD LEVELING BLOCKING @ 24" O.C.

 1x6 EWC TONGUE + GROOVE
NICKEL GAP (3/16"),
NATURAL FINISH

2x8 EWC RAFTER TAIL.
PRIME ALL SIDES AND 2- TOP
COATS PAINT. ATTACH TO
WALL BLOCKING AND PLATES
W/ 4- 1/4" X 6" TIMBERLOCK
SCREWS FROM BLIND SIDE

1 X 4 EWC TRIM. PRIME
ALL SIDES AND PAINT

1 1/2" HIGH (MAX.) METAL DRIP EDGE. .
COLOR TBD.

CONT. 2X EWC BLOCKING.
PRIME ALL SIDES AND PAINT

2 X RIPPED EWC BLOCKING. PRIME ALL SIDES
AND PAINT.  CUT TOP TO MATCH
CEILING ANGLE. INSET 1/2" FROM FACE OF BEAM

1" WIDE HEAVY GA CLIP ANGLE
AS HURRICANE CLIP

GALVALUME STANDING SEAM
MTL. ROOF W/ HIGH TEMP. ICE
AND WATER SHIELD ON 3/4"
PLYWD. ROOF SHEATHING

12
4

    2x EWC WOOD LEDGER,
PRIME ALL SIDES AND PAINT,
2X BLOCKING BEHIND.

MIN. 1/4" GAP FOR RAINSCREEN VENTING

2x8 EWC RAFTER.
PRIME ALL SIDES AND 2- TOP COATS PAINT.
ATTACH TO LEDGER W/ 4- 1/4" X 6"
TIMBERLOCKSCREWS FROM . COUNTERSINK
AND PLUG. EXTEND BOTH OUTSIDE RAFTERS TO
PLYWD. SHEATHING

12
4

7"
 M

A
X

.

ROOF DECK ASSEMBLY:
5/4 X 6 IPE DECKING W/ CONCEALED

FATSENERS. NATURAL FINISH. PROVIE MITERED
FRAME AFFECT AROUND PERIMETER.

P.T. 2X SLEEPERS (ON EDGE) @ 16" O.C. W/
SLOPED BOTTOM

PROTECTION STRIPS UNDER EACH SLEEPER
EXISTING EPDM ROOF SYSTEM TO REMAIN.

PROVIDE FLASHING UP WALLS 18" & INTO DOOR
THRESHOLD PAN AS RECOMMENDED BY MANUF.

EXISTING ROOF SYSTEM TO REMAIN.

2X WOOD SLEEPERS @ 16" O.C. WITH
SLOPED BOTTOM. ANCHOR TO WALL AS

PER STRUCT. DWG.S. PROVIDE EPDM
FLASHING AND COUNTER FLASHING AS

PER ROOFING MANUF.
RECOMMENDATIONS

NEW STAIR ADDITION'S EXTERIOR WALL. SEE SHEET
A-3.1 FOR ADDT'L NOTES

 1X3 ON 1X6 EWC TRIM, RETURN
TRIM TO WALL AT ENDS. PRIME
AND 2- TOP COATS PAINT
.

6X6 EWC COLUMN BEHIND.
PRIME AND 2- TOP COATS PAINT

2X8 RIPPED EWC VERT. WALL
END CAP @ FIRST FLOOR. WIDTH
SHALL BE 1/2" LESS OVERALL
THAN WALL CAP. PRIME AND 2-
TOP COATS PAINT

3'
-6

"

 1X3 ON 1X6 EWC TRIM, RETURN
TRIM TO WALL AT ENDS
.

2X6 P.T. BLOCKING AT EXTERIOR
OF COLUMN.

6X6 COLUMN BEHIND

1/2 HEIGHT GUARDRAIL WALL
CONSTRUCTION
2X6 WALL W/ P.T. BOTTOM PLATE
RAISED ON 1/2" TH. P.T. SHIMS FOR
VENTING
1/2" PLYWD. SHEATHING EACH SIDE.
TYVEK AIR MOISTURE BARRIER
HARDIEPLANK SMOOTH LAP SIDING
5" EXPOSURE. PROVIDE 1-PRIME
COAT AND 1-FINISH COAT IN
FACTORY. FINISH COAT SHALL BE
APPLIED AFTER INSTALLATION
2X8 MAHOGANY WALL CAP W/
RABBETS FOR LAP SIDING

4"

 2x6 P.T. WOOD DECK
JOISTS AT 16" O.C.
WITH GALV. HANGERS

 5/4 X 6 IPE W/ HIDDEN
FASTENERS. PROVIDE 5/4 X 6
FRAME AT EXTERIOR  EDGES.

    2x6 P.T. WOOD LEDGER,
W/ 1/2" DIA. X 6" GALV. LAG
SCREWS W/ PVC PIPE
SPACERS AT SCREWS
CONNECTIONS.

MTL. Z-FLASHING. EXTEND
OVER LEDGER BOARD

1X WD. STRAPPING AT 16"
O.C. W/ 1/2" GWB CEILING.

PRIME AND 2-TOP COATS
PAINT

PROVIDE 2" TH. R-10 MIN. SPRAY-IN
CLOSED CELL POLYURETHANE
INSULATION W/ 1-COAT
INTUMESCENT PAINT. TYP. ALL
BASEMENT EXTERIOR WALLS

PROVIDE R-20 MIN. SPRAY-IN
CLOSED CELL POLYURETHANE
INSULATION AT ALL PERIMETER
BASEMENT RIM JOISTS. EXTEND
OVER WALL INSULATION

OUTSIDE ROUGH
FACE OF EXTERIOR 2

X 4 WALL
.

INSET 4 X 4 CORNER
POST W/ 2 x 4

BLOCKING EA. SIDE

FACE OF 2" TH. SILL
BELOW. MITER CORNER.

SCREW, GLUE AND PLUG
HOLES W/ MAT'L TO

MATCH

5/4 X TRIM.

PROVIDE PERIMETER
WINDOW FLASHING,

SEALANT AND
BACKER ROD AS

RECOMMENDED BY
WINDOW MANUF.

5/4 X TRIM.

OUTSIDE ROUGH
FACE OF EXTERIOR 2

X 4 WALL

1 3/4" x 3 1/2"  VERT.
PSL

01/4" 2"

OUTSIDE ROUGH
FACE OF EXTERIOR 2

X 4 WALL

1"  x 3 1/2"  VERT.
BLOCKING

1 1/2" +/- X
WOOD TRIM

2"

1 1/2" HIGH (MAX.) METAL
DRIP EDGE. COLOR TO MATCH
WINDOW EXTERIOR COLOR AS

CLOSE AS POSSIBLE

HARDIPLANK, SMOOTH,
CLAPBOARDS (EXPOSURE 5")
W/ 2-COATS FACTORY FINISH

MIN. 1/4" GAP FOR
RAINSCREEN VENTING

MIN. 1/4" GAP FOR
RAINSCREEN VENTING

3- ROOF RAFTERS ABOVE
DOOR AND WINDOW

OPENING

PROVIDE SISTERED 2X6
AT EACH ROOF
JOIST TO LEVEL CEILING
.

1" X 2" EWC TRIM. PRIME
ALL SIDES AND PAINT

1 X 2 EWC BLOCKING. DBL. PLATE PARAPET.
EXTEND DOWN TWO
SIDE WALLS. TOP SHALL
REMAIN LEVEL AT ALL
THREE SIDES

.

03/4" 2"

OUTSIDE ROUGH
FACE OF EXTERIOR 2

X 4 WALL

1"  x 3 1/2"  VERT.
BLOCKING

2" MAHOGANY SILL W/
SLOPED TOP AND DRIP.

ANCHOR W/ 3/8" X 6"
TAG SCREWS

COUNTERSUNK AND
PLUGGED

01

01

0 3'' 6'' 9''SCALE: 3"       =    1'-0"1 Section Detail @ Second & Third Floor Deck
0 3'' 6'' 9''SCALE: 3"       =    1'-0"2 Section Detail @ Roof Stair Eave/ Rake

0 3'' 6'' 9''SCALE: 3"       =    1'-0"3 Section @ Existing Wall
0 3'' 6'' 9''SCALE: 3"       =    1'-0"4 Section Detail @ Deck Roof and Existing Wall

0 3'' 6'' 9''SCALE: 3"       =    1'-0"5 Section Detail @ Exist. Roof System & New Wood Deck

0 3'' 6'' 9''SCALE: 3"       =    1'-0"6 Section Detail @ First Floor Deck Edge

0 3'' 6'' 9''SCALE: 3"       =    1'-0"7 Section Detail @ Deck Guardrail Wall

0 3'' 6'' 9''SCALE: 3"       =    1'-0"8 Section Detail @ First Floor Deck

0 3'' 6'' 9''SCALE: 3"       =    1'-0"9 PLAN DETAIL- INSET OUTSIDE CORNER

0 3'' 6'' 9''SCALE: 3"       =    1'-0"10 PLAN DETAIL- WINDOW POCKET
0 3'' 6'' 9''SCALE: 3"       =    1'-0"11 PLAN DETAIL- INSET JAMB

0 3'' 6'' 9''SCALE: 3"       =    1'-0"12 SECTION DETAIL- INSET WALL @ HIGH ROOF

0 3'' 6'' 9''SCALE: 3"       =    1'-0"13 SECTION DETAIL- INSET WALL @ WINDOW SILL


