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General

The Notifier InnovairFlex® DNR(A) intelligent non-relay photo-
electric duct smoke detector and DNRW watertight non-relay
photoelectric duct smoke detector feature a pivoting housing
that fits both square and rectangular footprints capable of
mounting to a round or rectangular duct.

DNRW duct smoke detector, with its NEMA-4 rating, is listed
as a watertight, UV resistant enclosure providing protection
against falling dirt, rain, and windblown dust, splashing and
hose directed water, allowing operators to use the detector in
the most extreme environments.

These units sense smoke in the most challenging conditions,
operating in airflow speeds of 100 to 4,000 feet per minute (0.5
to 20.32 m/s), temperatures of -4°F to 158°F (-20°C to 70°C),
and a humidity range of 0 to 95 percent (non-condensing.)

An improved cover design isolates the sensor head, which
allows for ease of maintenance. A cover tamper feature indi-
cates a trouble signal for a removed or improperly installed
sensor cover. The Notifier InnovairFlex housing provides a 3/
4-inch conduit knockout and ample space to facilitate easy wir-
ing and mounting of a relay module.

The Notifier InnovairFlex duct smoke detector can be custom-
ized to meet local codes and specifications without additional
wiring. The new InnovairFlex product line is compatible with all
previous Innovair models, including remote test accessories.

Features

* Photoelectric, integrated low-flow technology.

* Air velocity rating from 100 ft/min to 4,000 ft/min (0.5 m/s to
20.32 m/s).

¢ Versatile mounting options: square or rectangular configu-
ration.

¢ Broad ranges for operating temperature (-4°F to 158°F, -
20°C to 70°C) and humidity (0% to 95% non-condensing).

e Patented sampling tube installs from front or back of the
detector with no tools required.

e Cover tamper signal.

¢ Increased wiring space with a newly added 3/4” conduit
knockout.

¢ Available space within housing to accommodate mounting
of a relay module.

* Easily accessible code wheels on sensor head (sold sepa-
rately).

* Clear cover for convenient visual inspection.
* Remote testing capability.
¢ Requires com line power only.

¢ Accommodates the installation of an addressable relay
module, sold separately, (FRM-1 or NC-100R) for applica-
tions requiring a Form-C relay.
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Specifications

Size: (Rectangle) 14.38 in (37 cm) Length; 5 in (12.7 cm)
Width, 2.5 in (6.6 cm) Depth.

Size: (Square) 7.75 in (19.7 cm) Length; 9 in (22.9 cm) Width;
2.5in (6.35 cm) Depth.

Weight: 1.6 Ib (0.73 kg).

Operating Temperature Range: -4°F to 158°F (-20°C to
70°C).

Storage Temperature Range: -22°F to 158°F (-30°C to
70°C).

Operating Humidity Range: 0% to 95% relative humidity
(non-condensing).

Air Duct Velocity: 100 to 4,000 ft/min (0.5 to 20.32 m/s).

Accessories

Notifier provides system flexibility with a variety of accessories,
including two remote test stations and different means of visi-
ble and audible system annunciation. As with our duct smoke
detectors, all duct smoke detectors accessories are UL listed.

DNR(W)s with a date code of 0013 or higher do not require
external 24VDC for remote test applications when used with a
remote-test-capable detector.

ACCESSORY CURRENT LOADS AT 24 VDC

Device Standby Alarm
RA100Z OmA 12 mA Max
RTS151/

RTS151KEY OmA 12mA Max

Agency Listings and Approvals

Consult product manual for lists of compatible UL-Listed
devices. In some cases, certain modules may not be listed by
certain approval agencies, or listing may be in process. Con-
sult factory for latest listing status.

* UL: S911, S3705.
e ULC: S635.
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e CSFM: 3242-1653:0209.
* FM approved.

Product Line Information
NOTE: “A suffix indicates ULC listed model.

Reviewed for Code Compliance
DNR(A): Intelligent non-relay photoelectric low flow smoke Inspections Division
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separately).
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DNRW: Watertight intelligent non-relay photoelectric low flow
duct smoke detector housing. Requires photoelectric smoke
detector (sold separately).

FSP-851R(A): Remote test capable addressable low-profile
photoelectric smoke detector.

FSP-851(A): Addressable low-profile photoelectric smoke
detector.

NP-100: Addressable low-profile photoelectric smoke detector
for FireWarden series panels.

NP-100R(A): Remote test capable addressable low-profile
photoelectric smoke detector for FireWarden series panels.

DCOIL: Remote test coil. Required for older DNR(W) duct
detector housing.

DST1(A): Metal sampling tube duct width up to 1 ft (0.3m).

DST1.5(A): Metal sampling tube duct widths up to 1 ft to 2 ft
(0.3t0 0.6 m).

DST3(A): Metal sampling tube duct widths up to 2 ft to 4 ft (0.6
to 1.2 m).

DST5(A): Metal sampling tube duct widths up to 4 ft to 8 ft (1.2
to 2.4 m).

DST10(A): Metal sampling tube duct widths up to 8 ft to 12 ft
(2.41t0 3.7 m).

DH4000E-1: Weatherproof enclosure.

ETX: Metal exhaust tube duct, width 1 ft (0.3 m).
M02-04-00: Test magnet.

P48-21-00: End cap for metal sampling tubes.
RA100Z(A): Remote annunciator alarm LED.
RTS151(A): Remote test station.

RTS151KEY(A): Remote test station with key lock.

Important Note

* DNRW duct detector housings with a date code of 0013 or
higher do not require a DCOIL or auxiliary 24 VDC for
remote test applications when used with a remote test
capable detector.

* DNRW duct detector housings with a date code of 0012 or

earlier require a DCOIL and auxiliary 24 VDC power for
remote test applications.

Notifier® and FlashScan® are a registered trademark of Honeywell
International Inc.

©2012 by Honeywell International Inc. All rights reserved. Unauthorized use
of this document is strictly prohibited.

This document is not intended to be used for installation purposes.
Isu 9001 We try to keep our product information up-to-date and accurate.
We cannot cover all specific applications or anticipate all requirements.
ENGINEERING & MANUFACTURING All specifications are subject to change without notice.
QUALITY SYSTEMS Made inthe U.S. A.

For more information, contact Notifier. Phone: (203) 484-7161, FAX: (203) 484-7118.
www.notifier.com
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Duct Smoke Detector
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for Notifier/System Sensor Products
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General Date: 10/01/14

Duct smoke detector accessories add functionality to the duct
smoke system by allowing quick, convenient inspections at eye T B
level and effective audible and visual notification options. All
System Sensor duct smoke detectors and accessories are UL
listed.

Specifications @

APA151 PIEZO ANNUNCIATOR ,

The APA151 piezo annunciator, which replaces the APA451
with a new, improved look, provides an audible alarm signal, a —
red LED to indicate alarm status, and a green LED to indicate
power status. It is intended for use with System Sensor 4-wire @
conventional duct smoke detector applications without a system
control panel, to comply with NFPA 90A.
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" v | § MHR/MHW SpectrAlert Advance Mini-Horns
2 Regulated 12 DC or FWR (Full
; [ o Voltage Wave Rectified) or Regulated
—— = 24 VDC or FWR
. . . 8 to 33 VDC (9 to 33 VDC with
APA151 Piezo Annunciator Operating Voltage Sync-Circuit™ Module)
Voltage Regulated 24 VDC 22 mA RMS max. at 8 to 17.5
- Volts DC
Operating Voltage 16 to 33 VDC 17 mA RMS max. at 8 to 17.5
Maximum Alarm Current 30 mA Sounder Current Draw \zlgltrf]:\é\l'\l}s o 16 0 33
Temperature Range 32°F to 120°F (0°C to 49°C) Volts DC ’
Relative Humidity 10 to 93%, non-condensing 25 mA RMS max. at 16 to 33
- Volts FWR
Wire Gauge 12 to 18 AWG
- - Temperature Range 32°F to 120°F (0°C to 49°C)
Dimensions 46"Hx29"Wx .45"D
Humidity Range 10 to 93% non-condensing
MHR/MHW MINI-HORNS Nominal Sounder Frequency |3 kHz
The MHR and MHW SpectrAlert® Advance mini-horns feature Wire Gauge 12to 18 AWG
temporal or contnnupus tones at hlgh. and low _volume settings. Dimensions 26 Hx29W x 045D
Their small footprint allows mounting to single-gang back

boxes for applications where a small device is desired.
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RA100Z/RA100ZA REMOTE ANNUNCIATORS

The RA100Z and RA100ZA remote annunciators are designed
for both conventional and intelligent applications. Their red LED Power

RTS151KEY Remote Test Si

provides visual indication of an alarm condition. Power Requirements Xg?m1|
- —
k j VDC’ 1 Reviewed for Code Compliance
& Alarm Response Time 40 sec Apg:;s:g‘iwf’;; Elfﬂi?ons
Temperature Range 14°F tc
—— : — Date: 10/01/14
Relative Humidity 95% nc :
| Wire Gauge 14 to 18 AWG
I Dimensions 46"Hx 2.75W x 1.8°D
E
Ej RTS2/RTS-AOS MULTI-SIGNALLING ACCESSORIES
]
ol 8_ The RTS2 and RTS2-AOS multi-signaling accessories are
== 5= = designed to work with InnovairFlex 4-wire conventional duct
smoke detectors. These accessories include a key switch that
- can be used to select one of two connected sensors to be
RA100Z/RA100ZA Remote Annunciator tested, reset, or both by a push button switch. They also enable
C tional System: 3.1 to 32 sensitivity measurements using the SENS-RDR sensitivity
Vgrz:ven lonal Sysiem ° reader (sold separately). The AOS (Add-On Strobe) is an
Voltage Range Intelligent System: 18 to 32 optional accessory included with the RTS2-A0S model.
VDC
Maximum Alarm Current 10 mA i 3
Dimensions 46"Hx2.8"W x 1.3'D SMDK.E-
RTS151/RTS151KEY REMOTE TEST STATIONS — e - oy
The RTS151 and RTS151KEY remote test stations are auto- ——— R
matic fire detector accessories designed to test duct smoke b L 1]
detectors from a convenient location. For 4-wire detectors, the e
RTS151KEY test station features a multi-colored LED that alter- €
nates between steady green and red. For 2-wire detectors, the 03)
LED illuminates red for alarm. Q
h
|_
o
- — o — RTS2 and RTS-AOS Multi-signaling Accessory
= | @ - Voltage 20 to 29 VDC
—— Z Standby: 3.0 mA max.
' 2 Trouble: 16.0 mA max.
[ o Power Requirements Alarm without Strobe: 30 mA
w max.
— E Alarm with Strobe: 55 mA max.
» E  [Sounder 85dBA at 10 ft.
& f E Temperature Range 14°F to 140°F (-10°C to 60°C)
| | w
L — £ Relative Humidity 95% non-condensing
Wire Gauge 14 to 22 AWG
RTS151 Remote Test Station Dimensions 28Wx53Hx16D
Alarm LED 2.8 to 32 VDC, 10
Power Requirements mA max.
Total Current: 95 mA max.
Test Switch 10 VA @ 32 VDC
Reset Switch 10 VA @ 32 VDC
Alarm Response Time 40 seconds max.
Temperature Range 14°F to 140°F (-10°C to 60°C)
Relative Humidity 95% non-condensing
Wire Gauge 14 to 18 AWG
Dimensions 4.8"H x 2.9W x 1.4’D
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Product Line Information

APA151: Piezo Annunciator

MHR: Mini-Horn, Red

MHW: Mini-Horn, White
RA100Z/RA100ZA: Remote Annunciator
RTS151: Remote Test Station
RTS151KEY: Remote Test Station with Key
RTS2: Multi-signaling Accessory

AOS: Add-On Strobe

RTS2-A0S: Multi-Signaling Accessory

Temperature and Humidity Ranges

This system meets NFPA requirements for operation at 0 —
49°C/32 — 120°F and at a relative humidity 93% = 2% RH
(noncondensing) at 32°C + 2°C (90°F + 3°F). However, the
useful life of the system's standby batteries and the electronic
components may be adversely affected by extreme tempera-
ture ranges and humidity. Therefore, it is recommended that
this system and its peripherals be installed in an environment
with a normal room temperature of 15 — 27°C/60 — 80°F.

Agency Listings and Apyg

The listings and approvals below apply
some cases, certain modules may n
approval agencies, or listing may be in
for latest listing status.
e UL: S4011 (APA 151, MHR,
RA100Z, RTS151, RTS151KEY, |

* FM Approved
e CSFM: 7135-1653:0212

Reviewed for Code Compliance
Inspections Division
Approved with Conditions
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